Revision numberi

Item: FIRE SUPPRESSION SERVICES

Vendor:121039A

Internet Homepage:

General Contact:
Telephone:

Fax number:
Email:

Usage Report Contact:
Telephone:

Fax number:

Email:

Reporting Type:

Brand/trade name:

Price:

Terms:

Effective dates:

Potential renewal options remaining:
Days required for delivery:

Price guarantee period:

Freight:

Minimum order:

Min shipment without charges:
Otherconditions:
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Purchasing Aent:Adrian Ruger
Phone #(801) 5383146
Email: aruger@utah.gov

Professional Systems Technology
390 West 6500 South
Murray, UT 84107

WWW.

David Lassigor Andy Nielsen
(801) 6496696

(801) 2555039
david.lassig@pstslc.com

Megan Gagon
(801) 6496696
(801) 2555039
megan.gago@pstsic.com

ltem-Line

Edwards Systems Technology (EST),
Silent Knight, and Firelite

See Below

Net 45

Februay 5, 2014 to SeptembeR12017
Two (2) 1-year renewal options remaining
See Contract

1 Year

N/A

N/A

N/A

See Below

Contract has been extended and usage contact updated.

BID NO. WSCA 3046

This contract coversFire Suppression Services for those itemovided in the pricing information
below. It is the responsibility of the agency to enge that other items purchased are invoiced
separately. State agencies will place orders directly with the vendor creating a PRC in Finet.
Agencies will return to the vendor any invoice which reflects incorrect pricing.

This purchasing agreement is estaighed to allow state agencies and political subdivisions the
opportunity to purchase repairs/service/upgrades for existing buildindire suppression systems &
services. This may include materials such as, equipment, hardware, software, labor and


http://www.bid@tessco.com/
file:///C:/Users/sbird.UTAH/Standardized%20Procedures/david.lassig@pstslc.com
mailto:megan.gagon@pstslc.com
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replacement parts for retrofits and existing systems. New installations will be based on materials
and labor pricing, and new/full installs may be bid out separatelyTHIS AGREEMENT DOES
NOT COVER other building security/protection systems/services (i.e. access tmh burglar alarms
and/or closedcircuit television).

Make sure to evaluate both the pricing sheet(s) and hourly pricing on these contracts. Also see the
following contract before making a purchasing decision:

MA 58671 API National Service Group
SPECIAL REQUIREMENTS:

For the purpose of evaluating retrofits, the vendor shall provide, at no additional cost, the following
pre-bid documents. These documents shall be given to the engineering staff of the user entities:
a. A list of proposed equipment
b. An itemized cost breakdown for all aspects of the project including engineering,
programming, installation, hardware, software, etc.

PRICING:

Standard Hourly Rate (Normal Business Hours & M-F)  $ 75.00 / Hour
After Hours (5:01 PM to 7:59 AM, M-F) $110.00 / Hour
Weekend/Holiday Hours $130.00 / Hour
Electrical Work (Normal Business Hours) $ 65.00 / Hour
Electrical Work (After Hours) $ 90.00 / Hour
Electrical Work (Weekend/Holiday Hours) $120.00 / Hour
Hourly Rate T Engineering & Programming $ 95.00 / Hour
Telephone Consultation Rate (Normal Business Hours) $ 65.00 / Hour
Telephone Consultation Rate (After Hours) $ 98.00 / Hour
Telephone Consultation Rate (Weekends/Holidays) $125.00 / Hour
Materials Percentage Discount: 10% Markup over Cost (Invoice

Travel Ratei 0.50 per mile charged only when distance exceeds@#f0l e r adi us from

address.
On Site Response Times:

Repairs during warranty periéd24 hours

Repairs after warranty periéd24 hours

Emergercy Response Timé 4 hours

Non-emergency response timé system outage$ 48 hours

t

he



STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

e
LT

gl

Back To Cover

Part Number Product Description User Net Agency Listing
Speakers and
Telephones
Fire Alarm Speakers and Speaker-Strobes, Ceiling/Wall
Mount - Genesis
GCFR-S7 70V Speaker, Red, FIRE 35.70 UL,ULC
GCFR-S7VM 70V Speaker, Red, FIRE, Strobe 15, 30, 75, 95 cd 90.20 UL,ULC
GCF-S2 Genesis Ceiling Speaker - 25V, FIRE marking, mounts to 4" 35.70 UL,ULC
square x 2-1/8" box
GCF-S2VM Genesis Ceiling Speaker-strobe - 25V, 15-95 multi-cd, FIRE 90.20 UL,ULC
marking, mounts to 4" square x 2-1/8" box
GCF-S2VMH Genesis Ceiling Speaker-strobe - 25V, 95-177 multi-cd, FIRE 101.70 UL,ULC
marking, mounts to 4" square x 2-1/8" box
GCF-S7 Genesis Ceiling Speaker - 70V, FIRE marking, mounts to 4" 35.70 UL,ULC
square x 2-1/8" box
GCF-S7VM Genesis Ceiling Speaker-strobe - 70V, 15-95 multi-cd, FIRE 90.20 UL,ULC
marking, mounts to 4" square x 2-1/8" box
GCF-S7VMH Genesis Ceiling Speaker-strobe - 70V, 95-177 multi-cd, FIRE 101.70 UL,ULC
marking, mounts to 4" square x 2-1/8" box
GC-S2 Genesis Ceiling Speaker - 25V, mounts to 4" square x 2-1/8" 35.70 UL,ULC
box
GC-S2vM Genesis Ceiling Speaker-strobe - 25V, 15-95 multi-cd, mounts 90.20 UL,ULC
to 4" square x 2-1/8" box
GC-S2VMH Genesis Ceiling Speaker-strobe - 25V, 95-177 multi-cd, 101.70 UL,ULC
mounts to 4" square x 2-1/8" box
GC-S7 Genesis Ceiling Speaker - 70V, mounts to 4" square x 2-1/8" 35.70 UL,ULC
box
GC-S7VM Genesis Ceiling Speaker-strobe - 70V, 15-95 multi-cd, mounts 90.20 UL,ULC
to 4" square x 2-1/8" box
GC-S7VMH Genesis Ceiling Speaker-strobe - 70V, 95-177 multi-cd, 101.70 UL,ULC
mounts to 4" square x 2-1/8" box
Accessories - Speakers and Speaker-Strobes - Genesis _ _
G1M-RM Genesis Signal Master - Remote Mount. 61.40 UL,ULC,CS,F
G4B Surface Box, White - for Genesis Speaker 13.90 UL,ULC,CSFM,FM
G4RB Surface Box, Red - for Genesis Speaker 13.90 UL,ULC,CSFM,FM
Speaker-Strobes - Wall Mount - Genesis _ _
Genesis speaker-strobes are intended for use on supervised
fire alarm audio circuits. Mounts to 4" sq. 2-1/8" deep
electrical box. Power taps at 1/4w, 1/2w, 1w, and 2w. Genesis
speaker-strobes include 24Vdc multi-candela
(15,30,75,110cd) strobes.
G4F-S2VM Speaker-strobe (25V), multi-tap, multi-cd, White w/FIRE 90.20 UL,ULC,CSFM,FM
G4F-S7VM Speaker-strobe (70V), multi-tap, multi-cd, White w/FIRE 90.20 UL,ULC,CSFM,FM
G4RF-S2VM Speaker-strobe (25V), multi-tap, multi-cd, Red w/FIRE 90.20 UL,ULC,CSFM,FM
G4RF-S7VM Speaker-strobe (70V), multi-tap, multi-cd, Red w/FIRE 90.20 UL,ULC,CSFM,FM
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G4R-S2VM

G4R-S7VM

G4-S2VM

G4-S7VM

G4F-S2

G4F-S7

G4RF-S2

G4RF-S7

G4R-S2

G4R-S7

G4-S2

G4-S7

WGAGSKT

WG4RF-S

WG4RF-SVMC

WG4RF-SVMHC

WG4RN-S

WG4RN-SVMC

WG4RN-
SVMHC

WG4RTS

WG4WA-S

WG4WA-SVMA

WG4WA-SVMC

WG4WA-
SVMHA

WG4WA-
SVMHC
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Speaker-strobe (25V), multi-tap, multi-cd, Red
Speaker-strobe (70V), multi-tap, multi-cd, Red
Speaker-strobe (25V), multi-tap, multi-cd, White
Speaker-strobe (70V), multi-tap, multi-cd, White

Speakers - Wall Mount - Genesis

Genesis speakers are intended for use on supervised fire

alarm audio circuits. 2 Watt models mount to 4" sqg. 2-1/8"
deep electrical box. Power taps at 1/4w, 1/2w, 1w, and 2w.
Speaker (25V), multi-tap, White w/FIRE

Speaker (70V), multi-tap, White w/FIRE
Speaker (25V), multi-tap, Red w/FIRE
Speaker (70V), multi-tap, Red w/FIRE
Speaker (25V), multi-tap, Red

Speaker (70V), multi-tap, Red

Speaker (25V), multi-tap, White
Speaker (70V), multi-tap, White

Outdoor-Rated Speakers-Strobes - Wall/Ceiling Mount -
Genesis

Outdoor Rated Wall/Ceiling Speaker/strobe smooth surface
replacement gasket, Genesis WG4 appliance family

Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
Red w/FIRE marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red W/FIRE marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/FIRE marking, 102/123/147/161 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
Red w/o marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/o marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/o marking, 102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe Surface Trim
Skirt, Red - for Genesis WG4 appliance family

Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/ALERT marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 15/29/70/87 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 102/123/147/161 cd, Amber
lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White wW/ALERT marking, 102/123/147/161 cd, Clear lens

90.20

90.20

90.20

90.20

33.40

33.40

33.40

33.40

33.40

33.40

33.40

33.40

9.22

141.44

184.67

192.89

141.44

184.67

192.89

18.33

141.44

184.67

184.67

192.89

192.89

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM
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WG4WEF-S

WG4WF-SVMC

WG4AWF-
SVMHC

WG4WN-S

WG4WN-SVMA

WG4WN-SVMC

WG4WN-
SVMHA

WG4WN-
SVMHC

WGAWTS

HPSA15G2570
HPSA15R2570

757A-SB
757A-SBW
757A-WB
757A-WBW
960A-4RF
960A-4SF
960A-8RF
960A-8SF
960A-8SS
G1M-RM

757-3A-RS25

757-3A-RS70

757-7TA-RS25

757-7TA-RS70

757-7TA-RS70W

757-8A-RS25

757-8A-RS25W

757-8A-RS70
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Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/FIRE marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/FIRE marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/FIRE marking, 102/123/147/161 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/o marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 102/123/147/161 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe Surface Skirt,
White - for Genesis WG4 appliance family

Trumpet Speakers - Indoor/Outdoor

15-watt loudspeaker, Gray

15-watt loudspeaker, Red

Fire Alarm Speakers and Speaker-Strobes - Integrity
Accessories - Speakers and Speaker-Strobes - Integrity
Surface Box - Indoor, Red

Surface Box - Indoor, White

Weatherproof Box, Cast - Red

Weatherproof Box, Cast - White

4" Backbox - Round, Flush

4" Backbox - Square, Flush

8" Backbox - Round, Flush

8" Backbox - Square, Flush

8" Backbox - Square, Surface Mount, White

Genesis Signal Master - Remote Mount.

Speaker-Strobes (Re-Entrant Type) - Wall Mount - Integrity
See LKW optional Strobe Lens Kits for additional lens
markings. Integrity re-entrant speakers are intended for use
on supervised fire alarm audio circuits. Power taps at 2w, 4w,
8w, and 15w. Flush mount to 960A-4SF box.

30 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: UL 1971
Listed @ 30 cd, "FIRE" wall orientation.

30 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: UL 1971
Listed @ 30 cd, "FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, White. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

110 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: Meets
sleeping area requirement. UL 1971 Listed @ 110 cd, "FIRE"
wall orientation.

110 cd Re-entrant Speaker/Strobe - 25V, White. Strobe:
Meets sleeping area requirement. UL 1971 Listed @ 110 cd,
"FIRE" wall orientation.

110 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: Meets
sleeping area requirement. UL 1971 Listed @ 110 cd, "FIRE"

141.44
184.67

192.89

141.44
184.67
184.67
192.89
192.89

18.33

151.60
151.60

16.90
16.90
36.30
36.30
11.90
17.70
17.70
17.70
26.50
61.40

175.00
175.00

175.00
175.00
175.00
177.40
177.40

177.40

UL
UL

UL,CS
UL,CS
UL,CS
UL,CS
UL,B
UL,B
UL,B
UL,B
UL,B
UL,ULC,CS,F

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS
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757-8A-RS70W

757-1A-R25
757-1A-R25W
757-1A-R70
757-1A-R70W

965-1A-8RW
965-1A-8SW

6830-4

6830-5A-4

6830-6A-4

6830-NY-F4

6830-NY-S4

6831-1

6831-2

6831-3

6831-4

6832-1D

6833-4
TCS-6

wall orientation.

110 cd Re-entrant Speaker/Strobe - 70V, White. Strobe:
Meets sleeping area requirement. UL 1971 Listed @ 110 cd,
"FIRE" wall orientation.

Speakers (Re-Entrant Type) - Wall Mount - Integrity
Integrity re-entrant speakers are intended for use on
supervised fire alarm audio circuits. Power taps at 2w, 4w, 8w,
and 15w. Flush mount to 960A-4SF box.

Speaker (25V) - Re-entrant, Red

Speaker (25V) - Re-entrant, White

Speaker (70V) - Re-entrant, Red

Speaker (70V) - Re-entrant, White

Speakers - Ceiling Mount - Integrity

Ceiling speakers feature metal baffles and are intended for
use on supervised fire alarm audio circuits. 4" power taps are
1/4, 1/2, 1, and 2w. 8" power taps are 1/2, 1, 2, and 4w. 4"
models flush mount to 4" sq. box 1-1/2" deep with 1-1/2"
extension ring. 8" models flush or surface mount to 960A
series boxes.

8" Cone Speaker (70VRMS), Round - White

8" Cone Speaker (70VRMS), Square - White

Firefighter Telephones

Permanent Remote Telephone Handset Station - 4-State,
Red, Provided with coiled cord

Permanent Remote Telephone Handset Station - 4-State,
Red, 'push-to-talk' button, coiled cord

Permanent Remote Telephone Handset Station - 4-State,
Red, 'push-to-talk’ button, armored cable

Remote Telephone Warden Station - Flush, Red, armored
cable, hinged door with magnetic latch, 4-State

Remote Telephone Warden Station - Surface, Red, armored
cable, hinged door with magnetic latch, 4-State

Flush Trim - Break Glass, Red. For 6830-4, 6830-5A-4 or
6830-6A-4 permanent remote telephone handset station.
Break glass type, supplied with lock and keys.

Flush Trim - Non-break Glass, Red. Same as 6831-1 except
non-break glass type.

Surface Trim - Break Glass, Red. For 6830 series permanent
remote telephone handset station. Break glass type, supplied
with lock and keys.

Surface Trim - Non-break Glass, Red. Same as 6831-3
except non-break glass type.

Wallbox - Flush or Surface mount, Red. 14" (356mm) H x 8-
1/2" (216mm) W x 3-5/8" D.

Portable Telephone Receptacle - 1-gang, SS, 4-State

6-position handset storage cabinet.
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177.40

126.70
126.70
126.70
126.70

46.10
46.10

215.10

256.60

281.60

461.40

461.40

105.20

126.20

112.30

110.50

73.50

21.10
817.90

UL,ULC,B,CS

UL,ULC,B,CS
UL,ULC,B,CS
UL,ULC,B,CS
UL,ULC,B,CS

UL,ULC
UL,ULC

Back To Cover

Part Number Product Description User Net Reference
All Parts
0201-01-A Fireray 2000 Beam Alignment Aid - for quick 180.00 Replacements/Discontinued
alignment of beam detector transmitter and
receiver heads.
10ANN/B Semi-flush Annunciator Wall Box. 85.60 EST3
10ANN/B-S Surface Annunciator Wall Box 85.60 EST3
116DEXSTC-FJ Explosion Proof Strobe 1314.40 Notification Appliances
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116EX-B
116EX-C
116EX-P
1206B

1251FB
12V10A
12V10A
12V17A
12V17A

12V1A2
12V24A

12V24A
12V40A
12V4A

12V50A
12V65A
12V6AS5
12V6AS5

1500-1
1500-12

1500-2
1500-7

1501-AQN5
1502-AQN5
1504-AQN5
1505-AQN5
1508-AQN5
1509-AQN5

1534-1

1B3-125

1B3-250

202-3A-T

Wall Bracket Mounting Elbow
Ceiling / Wall Mounting Module
Pendant Mounting Module

Detector Wire Guard. Provides physical
protection for heat detectors and smoke detectors
without affecting detector performance.

lon Sensor - Analog

11Ah Sealed Lead Acid Battery - 12 Vdc. 5.3"l x
3.2"w x 6.3"h x 6.4"0t.

11Ah Sealed Lead Acid Battery - 12 Vdc. 5.3"l x
3.2"wx 6.3"h x 6.4"0t.

17Ah Sealed Lead Acid Battery - 12 Vdc. 7.2"l x
3.0"w x 6.6"h x 6.6"ot

17Ah Sealed Lead Acid Battery - 12 Vdc. 7.2"l x
3.0"w x 6.6"h x 6.6"ot

1.2 Amp hour battery 12V

26Ah Sealed Lead Acid Battery - 12 Vdc. 6.5" x
4.9"w x 6.9"h x 6.9"ot

26Ah Sealed Lead Acid Battery - 12 Vdc. 6.5" x
4.9"w x 6.9"h x 6.9"ot

40Ah Sealed Lead Acid Battery - 12 VVdc. 7.7" X
6.4"w x 6.9"h x 6.9"ot

4.5Ah Sealed Lead Acid Battery - 12 Vdc. 3.5" x
2.8"wx 4.0"h x 4.2"ot.

50Ah Sealed Lead Acid Battery - 12 Vdc. 11.8"l x
5.0"w x 7.5"h x 7.9"ot

65Ah Sealed Lead Acid Battery - 12 Vdc. 14.3" x
5.1"w x 7.5h x 7.9"ot

7.2Ah Sealed Lead Acid Battery - 12 Vdc. 5.9"l x
2.6"w x 3.7"h x 3.9"ot.

7.2Ah Sealed Lead Acid Battery - 12 Vdc. 5.9"l x
2.6"w x 3.7"h x 3.9"ot.

Catch plate extension, 3.125" (79.38 mm)

Catch plate extension assembly, 7.5 to 12" (190.5
to 304.8 mm)
Catch plate extension, 3.625" (92.08 mm)

Catch plate extension assembly, 5.25 to 7.5"
(133.4 t0 190.5 mm)

Door Holder, Single, Floor Mount -
24Vac/24Vdc/120Vac

Door Holder, Double, Floor Mount -
24Vac/24Vdc/120Vac

Door Holder, Flush, Wall Mount -
24Vac/24Vdc/120Vac

Door Holder, Flush, Wall Mount, Short Catch
Plate - 24Vac/24Vdc/120Vac

Door Holder, Surface, Wall Mount -
24Vac/24Vdc/120Vac

Door Holder, Completely Flush, Wall Mount -
24Vac/24Vdc/120Vac

Institutional Manual Station - Key Operated.
Tamperproof screws, flush mounts to single gang,
20 deep box.
box.

Audio Amplifier, 125 Watt, 25V/70V - c/w battery
backup input terminals; use with ATP use SIGA-
MRML1 or SIGA-RML1 to suppervise audio Riser.
Audio Amplifier, 250 Watt, 25V/70V - c/w battery
backup input terminals; use with ATP. 1B3
Amplifiers provide battery-backup Input terminals.
5.25" high uses 3 panel spaces. Use with ATP.
use SIGA-MRM1 or SIGA-RML1 to suppervise
audio Riser

30 cd Self-synchronized Strobe, Red

Sur f ac@00mo

235.80
310.90
221.20

38.00

222.20

72.20

72.20

103.10

103.10

46.12
194.70

194.70

258.70

56.80

412.40

515.50

64.80

64.80

37.00
74.00

37.00
73.00

109.20

160.90

82.80

82.80

85.10

87.40

108.60

1137.10

1889.10

116.31
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Notification Appliances
Notification Appliances
Notification Appliances

Conventional Initiating
Devices

Replacements/Discontinued
Accessories

ReadySET
Accessories
ReadySET

Replacements/Discontinued
Accessories

ReadySET
Accessories
Accessories
Accessories
Accessories
Accessories

ReadySET

Accessories
Accessories

Accessories
Accessories

Accessories

Accessories

Accessories

Accessories

Accessories

Accessories
Conventional Initiating
Devices

EST3

EST3

Replacements/Discontinued




a6
SRR

202-7A-T
202-7TA-TW
202-8A-T

202-8A-TR

202-8A-TW

202-8A-TWR

204-12/24VG
211-10PKG
211-10PKG

2-12R4AY
2-16G
2-16G8S
2-16R
2-16R8S

2-16RYS

2-16Y
2-16Y8S
22310-18-01

2251FB
2251TFB
235196P

23901-00

23901-01

2-3ANN/D

24DC12

250-CO

250-COPLT-5PKG

260097

2-6ANN/D

15/75 cd Synchronized Strobe, Red. UL1971
Listed @ 15 cd (75 cd On Axis Per ADA/UL
1638), "FIRE" Wall Orientation.

15/75 cd Synchronized Strobe, White. UL1971
Listed @ 15 cd (75 cd On Axis Per ADA/UL
1638), "FIRE" Wall Orientation.

110 cd Synchronized Strobe, Red. Strobe: Meets
sleeping area requirements. UL1971 Listed @
110 cd, "FIRE" wall orientation.

75cd Strobe, Red with Red lens. UL1638 Listed
@ 75cd, wall or ceiling orientation.

110 cd Synchronized Strobe, White. Strobe:
Meets sleeping area requirements. UL1971 Listed
@ 110 cd, "FIRE" wall orientation.

75cd Strobe, White with Red lens. UL1638 Listed
@ 75cd, wall or ceiling orientation.

E.O.L., Power Supervision Relay - for 4-wire
applications

Replacement Optical Chambers (10 Pack) - for
2M series photoelectric models

Replacement Optical Chambers (10 Pack) - for
2M series photoelectric models

LED Annunciation Module - 12 Red, 4 Yellow

LED Annunciation Module - 16 Green
LED Annunciation Module 16 Green, 8 Switch.
LED Annunciation Module - 16 Red

LED & Switch Annunciation Module - 16 Red, 8
Switch

LED Annunciation Module - 8 Red over Yellow
LEDs w/Switch.

LED Annunciation Module - 16 Yellow

LED & Switch Annunciation Module - 16 Yellow, 8
Switch

Fireray 2000 Beam Smoke Detector (by Fire
Fighting Enterprises) - includes controller and
remote mount transmitter and receiver head
Photoelectric Sensor - Analog

Photoelectric-Heat Combination Sensor - Analog

Transient Protector - for Bell and Horn Circuits.
Provides transient protection to -CC1, -MCC1, -
CC2, -MCC2, -UM and -MAB modules.

Fireray 2000 Beam Detector Prism - use to reflect
beam when mounting transmitter and receiver
heads on same wall.

Replacement Reflector - for EC-50R/-100R
Reflective Beam Detectors

Remote Annunciator Doors. Supports one 2-LCD
and up to 3 Panel Annunciator modules. Mounts
to front of 6ANN/B or 6ANN/B-S wall box.

24 volt DC to 12 V DC converter power supply.
Provides 12V DC output from 24Vdc input to
power 12Vdc security devices. Output rated at
1Adc. Provides ground isolation for Grade A bell
housing supervision. Actual supervision done by
other modules (SIGA-SEC?2)

12/24 Vdc CO Sensor w/ Alarm and Trouble
Contacts

240-COe to 250-CO Adapter Plate, 5 per
Package

Cable, RS232, 4 wire, 9 pin computer connector,
flying leads

Remote Annunciator Doors. Supports one 2-LCD
and up to 6 Panel Annunciator modules. Mounts

100.89

100.89

115.28

88.68

88.68

88.68

37.30

61.90

61.90

362.46
362.46
388.30
362.46
388.30

388.30

362.46
388.30

2164.00

222.20
235.40
3.50

108.00

89.20

286.00

109.20

119.40

19.90

51.60

880.00
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270A-DPO
270A-SPO
270-DPO
270-GLR
270P-DPO
270P-SPO
270-SPO

27193-11
27193-11-NY
27193-16
27193-21
27193-26
276A-REL

276B-1110
276B-1120
276B-1320

276B-1420

276B-RSB

276-GLR

276-K1
276-K2
276-R
277B-1110
277B-1120
278A-REL
278B-1110
278B-1120
278B-1320

278B-1420

278B-2110

278B-2320

279B-1110
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to front of 10ANN/B or 10ANN/B-S wall box.

Fire Alarm Manual Staton-Doub |l e Pol
Leads

Fire Alarm Manual Station-Si ngl e Pol
Leads

Fire Alarm Manual Station - Double Pole,
Terminals

Glass Rods - for 270 Series Manual Stations (1
package w/20 rods per package)

Fire Alarm Manual Station - Double Pole,
Presignal

Fire Alarm Manual Station - Single Pole,
Presignal

Fire Alarm Manual Station - Single Pole,
Terminals

Surface Mount Box - Indoor, Red, 1-gang

One gang surface mount box, Red, no bottom KO
Surface Mount Box - Indoor, White, 1-gang
Surface Mount Box - Indoor, Red, 2-gang
Surface Mount Box - Indoor, White, 2-gang
Manual Release Station - single action

Fire Alarm Manual Station - Single Pole, Tool
Reset, terminals

Fire Alarm Manual Station - single pole, key reset,
terminals

Fire Alarm Manual Station - Double Pole, Key
Reset, terminals

Fire Alarm Manual Station - Double Pole, 1 Open
& 1 Closed Contact, Key Reset, terminals

Surface Back Box - RED, Steel

Glass Rods - for 276, 277, 278, 279 Series
Manual Stations (1 package w/12 rods per
package)

Reset Key & Tag (for 'Key-Reset' Manual
Stations)

Key & Tag (for Presignal Manual Stations)

Resistor Kit - 560 ohms

Fire Alarm Manual Station - single pole, single
action, tool reset, wire leads

Fire Alarm Manual Station - Single Pole, Key
Reset, wire leads

Manual Release Station - double action

Fire Alarm Manual Station - Single Pole, Tool
Reset, double action, wire leads

Fire Alarm Manual Station - single pole, key reset,
double action, terminals

Fire Alarm Manual Station - Double Pole, Key
Reset, double action, terminals

Fire Alarm Manual Station - Double Pole, 1 Open
1 Closed Contact, Key Reset, double action,
terminals

Fire Alarm Station, Presignal, Single Pole, double
action, tool reset, terminals

Fire Alarm Manual Station - Presignal, Double
Pole, Key Reset, double action, terminals

Fire Alarm Manual Station - single pole, tool reset,
double action, wire leads

€

€

60.10

26.90

61.00

24.40

84.80

71.50

29.10

13.50
13.50
13.50
13.50
13.50
104.40

29.10

33.20

66.20

82.80

15.10

24.90

15.00

17.70

4.70

26.90

30.10

110.20

33.20

38.30

62.10

84.80

93.10

93.10

29.10
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Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Accessories

Accessories
Accessories
Accessories
Accessories

Intelligent Signature
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices

Conventional Initiating
Devices
Conventional Initiating
Devices

Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Intelligent Signature
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices
Conventional Initiating
Devices

Conventional Initiating
Devices
Conventional Initiating
Devices

Conventional Initiating
Devices
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279B-1120

279B-1320

280A-MPL

280A-PL

281B-PL

282B-PL

283B-PL

284B-PL

2-8GYS

2-8RY
2-8RYS

2-AAC

2-AAC-CC
2-CCl
2-CORPL

2-CPU

2-CT™

2-DACT

2-DFK
2-DFKR
2-DLM
2-FBP
2-1SO
2-LCD
2-LCX

2-LFK
2-LFKR
2-LSRA

Fire Alarm Manual Station - Single Pole, Key
Reset, double action, wire leads

Fire Alarm Manual Station - Double Pole, Key
Reset, double action, wire leads

Metal Mounting Plate, Reversible - for 280 Series
Detectors

Plastic Mounting Plate, Reversible - for 280
Series Detectors

Heat Detector, ROR/FT, 135°F, with Plastic
Mounting Plate

Heat Detector, ROR/FT, 194°F, with Plastic
Mounting Plate

Heat Detector, FT, 135°F, with Plastic Mounting
Plate

Heat Detector, FT, 194°F, with Plastic Mounting
Plate

LED Annunciation Module - 8 Green, 8 Yellow, 8
Switch.

LED Annunciation Module - 8 Red, 8 Yellow

LED & Switch Annunciation Module - 8 Red, 8
Yellow, 8 Switch

Audio Controller. Mounts in 2-WB3(R) or 2-
WB7(R). Provides two channel audio to amplifiers
provides interface to Microphone and telephone
equipment

Audio Controller - Chicago.

City of Chicago Interface.

Replacement CO module for Second Generation
Signature Sensors

Annunciator CPU. Provides support for one 2-
LCD and up to six Panel annunciator modules
order separately. Terminals for RS-485 network
port, RS-485 annunciator port and RS-232 printer
port.

City Tie Module. Mounts in 2-gang electric box.
Provides connection to a local energy fire alarm
box.

Dialer, two telephone line connections, mounts to
main controller

Semi-Flush Trim Kit - Gray

Semi-Flush Trim Kit - Red

Network Data Line Monitor - Class A

LED/Switch Module Blank Plate.

RS-485 Isolator Module

LCD Control and Display Module

Signature Data Circuit Expander. Mounts in
control panel, provides two Noatification Appliance
circuits. Supports up to 96 Signature detectors
and 94 Signature modules.

Semi-Flush Trim Kit - Gray

Semi-Flush Trim Kit - Red

Life Safety Remote Annunciator. With 4 lines of
20 character display. Common LED's are
provided for Normal, Alarm, Supervisory, and
Trouble. Switches for Back and
Next/Acknowledge are provided to scroll the
display. Space provided for optional RS-232
printer port. Mounts in standard North American
2-gang or 4 inch square box.

37.30

51.80

5.20

4.60

16.00

16.00

16.00

16.00

388.30

362.46
388.30

970.54

1237.20
2125.90
61.88

1213.52

181.28

305.48

123.20
176.00
647.14
17.82
276.76
580.80
1410.54

92.40
92.40
884.62
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a6
SRR

2-LSRA-C

2-MCD

2-MCM
2-MCM-CC
2-MCMN

2-MCMN-CC
2-MIC

2-MIC-CC
2-PPS

2-PPS/6A
2-RM7

2-RMAUD
2-RMLCD

2-SANCOM

2-SMDN

2-SMDN-C

2-SMK

2-SPRC1

2-SPRC2

Life Safety Remote Annunciator with Common
Control. Common LED's are provided for Normal,
Alarm, Supervisory, and Trouble. Switches are
provided for Back and Next/ Acknowledge, Reset,
Alarm Silence, Trouble Silence, and Drill/All Call.
Enable/Disable common controls via password or
optional LSRA-RK key switch. Space provided for
optional RS-232 printer port. Annunciator mounts
in standard North American 2-gang or 4 inch
square box.

Main CPU and Display. Provides 4 line by 20
character back lit LCD. System LED status
indicators, common control switches one
Signature Data Circuit, two Notification appliance
Circuits.

Main controller module

Main controller module, Chicago

Network Main Controller Module. Provides
connection for one Signature Data Circuit, two
Notification appliance Circuits. RS-485 network
port, RS-485 annunciator port and RS-232 printer
port.

Network Main Controller - Chicago.

Master Paging Microphone. Mounts in 2-WB3(R)
or 2-WB7(R). Interfaces to 2-AAC

Master Paging Microphone - Chicago.
4.5 Amp Power Supply
6.4 Amp Power Supply

Mounting Plate. Adapts Facilitates mounting 2-
PPS, 2-MCM, 2-LCX, 2-AAC, SIGA-APS, SIGA-
AAXxx in CB31 or CB45 cabinets.

Audio Mounting Plate. Adapts 2-TEL or 2-MIC for
mounting in CB31 or CB45 cabinets.

Adapter Plate. Adapts 2-LCD to mount in RMOF
frame for use with CB31 or CB45 cabinets.

Common Strip. Common alarm, trouble,
supervisory and security LEDs. Reset, alarm
silence, trouble silence, drill all call, lamp test and
enable/disable switch. Uses 1 Annunciator
module slot, uses 8 input addresses and 8 output
addresses.

Standalone 4-line LCD Annunciator. For SAN
mounting. 4 lines of 20 character display.
Common LED's are provided for Normal, Alarm,
Supervisory, and Trouble. Switches for Back and
Next/Acknowledge are provided to scroll the
display.

Standalone 4-line LCD Annunciator with Control
Switches. For SAN mounting. 4 lines of 20
character display. Common LED's are provided
for Normal, Alarm, Supervisory, and Trouble.
Switches for Back and Next/Acknowledge, Reset,
Alarm Silence, Trouble Silence, and Drill/All Call.
Enable/Disable common controls via on board
key switch.

Smoke Power Converter Module. Mounts in 2-
gang electric box.

Replacement Optical Chamber for Second
Generation Signature Non-CO sensors

Replacement Optical Chamber for Second
Generation Signature with CO sensors

1066.12

1045.00

817.70
927.90
2318.14

3093.00
647.14

614.50
798.60

1069.64
824.80

412.40

160.00

309.30

1168.20

1168.20

245.96

15.10

15.10
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2-TEL

2-WB
2-WB3
2-WB3D
2-WB3D/DF
2-WB3DR
2-WB3R

2-WB7
2-WB7D
2-WB7DR
2-WB7R

2-WBD
2-WBDR
2-WBDS
2-WBDSR
2-WBR
2-WBS
2-WBSR

302-135
302-194

302-AW-135
302-AW-194
302-EPM-135
302-EPM-194

302-ET-135
302-ET-194

30419

30711

30902US

Firefighter's Master Telephone. Mounts in 2-
WB3(R) or 2-WB7(R). Interfaces to 2-AAC

Semi-Flush Wall Box - Gray

Surface Wall Box - Gray

Inner and Outer Doors - for 2-WB3 Wall Box
Red Outer Door for 2-WB3R w/o window

Inner and Outer Doors - for 2-WB3R Wall Box
Surface Wall Box - Red. WB3 series wall boxes
support one 2-PPS(/6A), one 2-MCD, one 2-LCX,
one SIGA-AAxx Audio Amplifier one audio
controller, up to three panel annunciator modules,
one 2-MIC or 2-TEL. Order above equipment,
batteries and wall box door separately.

Surface Wall Box - Gray

Inner and Outer Doors - for 2-WB7 Wall Box
Inner and Outer Doors - for 2-WB7R Wall Box
Surface Wall Box - Red. WB7 series wallboxes
support two power supplies, one 2-MCD, one 2-
LCX, five SIGA-AAxx audio amplifiers, up to six
panel annunciator modules, one audio controller,
one 2-MIC and 2-TEL. Order above equipment,
wall box door and batteries separately.

Inner and Outer Doors - for 2-WB Wall Box
Inner and Outer Doors - for 2-WBR Wall Box
Inner and Outer Doors - for 2-WBS Wall Box
Inner and Outer Doors - for 2-WBSR Wall Box
Semi-Flush Wall Box - Red

Surface Mount Wall Box - Gray

Surface Mount Wall Box - Red. WB series wall
boxes support one 2-PPS(/6A), one 2-MCD, one
2-LCX, up to three panel annunciator modules.
Order above equipment, batteries and wall box
door separately.

Heat Det. - Rate Compensation, Interior Vertical
Surface Mount FM & UL - 135°F

Heat Det. - Rate Compensation, Interior Vertical
Surface Mount FM & UL - 194°F

Heat Detector - Rate Compensation, All-weather
Vertical Mounting FM & UL - 135°F

Heat Detector - Rate Compensation, All-weather
Vertical Mounting FM & UL -194°F

Heat Det. - Rate Compensation, Explosion Proof
Mounting UL - 135°F (Requires JALX11 or equal)

Heat Det. - Rate Compensation, Explosion Proof
Mounting UL - 194°F (Requires JALX11 or equal)

Heat Detector - Rate Compensation, All-weather
Vertical, Box Mount (1/2 NPT), FM & UL - 135°F
(Requires STONCO27 or equal)

Heat Detector - Rate Compensation, All-weather
Vertical, Box Mount (1/2 NPT), FM & UL - 194°F
(Requires STONCO27 or equal)

9-pin Null Modem Serial Cable

Female/Female. Required for PC programming.

Interference Suppression Ferrite Rings (Pack of
5)

3 Amp 24V DC Regulated Power Supply

120 VAC, 60Hz input power supply/charger;
supplies 1 ASD-640 or 1 ASD-320 or 2 ASD-
160H or 2 ReadySET; trouble indicators and
trouble relay included; wall mounting cabinet
houses 2 of 12 VDC 12 AH SLA batteries (not

517.66

301.40
387.20
213.30
156.54
213.30
387.20

627.00
344.86
344.86
627.00

167.86
167.86
167.86
167.86
301.40
301.40
301.40

41.00

41.00

44.40

44.40

85.40

85.40

44.40

44.40

58.00

15.00

555.00
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3-10ANN

3-10ANN/D
3-12/S1GY

3-12/S1RY
3-12/S2Y
3-12RY
3-12SG
3-12SR
3-128Y

323D-10AW
323D-10AW-R
3-24G

3-24R

3-24Y
329D-AW

3-4/3SGYWR

3-4ANN

3-4ANN/D
3-6/351G2Y

3-6/3S1GYR

3-6ANN

3-6ANN/D

3-AADC1

3-AADC1

included; most manufacturers).

Ten Position Base Annunciator. Includes Door, 1164.70
CPU card, two annunciator support modules and

nine blank filler plates. Space provided for up to

eight Control/Display Modules and one 3-LCD

Liquid Crystal Display Module.

Ten Position Annunciator Cabinet Door

LED Display/Control Module - 12 Switches, 1
Green, 1 Yellow LED per switch

LED Display/Control Module - 12 Switches, 1
Red, 1 Yellow LED per switch

LED Display/Control Module - 12 Switches with 2
Yellow LEDs per switch

LED Display Module - 12 pairs of LEDs (1 Red; 1
Yellow)

LED Display/Control Module - 12 Switches with
12 Green LEDs

LED Display/Control Module - 12 Switches with
12 Red LEDs

LED Display/Control Module - 12 Switches with
12 Yellow LEDs

10" Single Stroke, 24 Vdc, Gray

10" Single Stroke, 24 Vdc, Red
LED Display Module - 24 Green
LED Display Module - 24 Red
LED Display Module - 24 Yellow

Chime, 24 Vdc with Diode. UL Listed for Private
Mode

12 switches in 4 groups of three switches, switch
one with a Green LED, switch two with Yellow and
White LEDs and switch three with a Red LED.
Four Position Base Annunciator. Includes Door,
CPU card, two annunciator support modules.
Space provided for up to two Control/Display
Modules and one 3-LCD Liquid Crystal Display
Module or one 3-LCDXL1 (order 3-LCDXL1KBL
separately).

Four Position Annunciator Cabinet Door

LED & Switch Module - 6 Groups of 3 Switches
with 1 LED each. LEDs provided Green, Yellow
and Yellow

LED & Switch Module - 6 Groups of 3 Switches
with 1 LED each. LEDs provided Green, Yellow
and Red

Six Position Base Annunciator. Includes Door,
CPU card, two annunciator support modules and
five blank filler plates. Space provided for up to
four Control/Display Modules and one 3-LCD
Liquid Crystal Display Module.

Six Position Annunciator Cabinet Door (bms id
1252)

Analog Addressable Device Controller - Supports
F series Inteligent sensors 200 & 500 series
Addressable-Analog Devices for retrofit of existing
systems. Supports one User Interface module.
Analog Addressable Device Controller - Supports
F series Inteligent sensors 200 & 500 series
Addressable-Analog Devices for retrofit of existing
systems. Supports one User Interface module.

247.92
505.40

505.40

505.40

367.60

453.80

453.80

453.80

97.70
89.70
367.60
367.60
367.60
145.04

505.40

898.00

235.78
488.20

488.20

890.10

223.20

2297.00

2297.00

STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

EST3

Replacements/Discontinued
EST3

EST3
EST3
EST3
EST3
EST3
EST3

Notification Appliances
Notification Appliances
EST3
EST3
EST3
Replacements/Discontinued

EST3

EST3

Replacements/Discontinued
EST3

EST3

EST3

Replacements/Discontinued

EST3

EST3X




3-ANNBF
3-ANNCPU3

3-ANNCPU3

3-ANNSM
3-ASU
3-ASU/4

3-ASU/4-CC
3-ASU/FT

3-ASU/FT-CC
3-ASU/FTRC

3-ASU-CC
3-ASUMX/100

3-ATPINT

3-BATS

3-BBC/M

3-BBCMON

3-BPS/M

3-BTSEN
3-CAB14B
3-CAB14D
3-CAB14DR
3-CAB21B
3-CAB21D
3-CAB21DR
3-CAB5

3-CAB5R

3-CAB7B
3-CAB7D
3-CAB7DR
3-CABEQ
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Annunciator Blank Filler Plate

Annunciator CPU. One Required per graphic
annunciator.

Annunciator CPU. One Required per graphic
annunciator.

Annunciator Support Module. Takes one space in
Annunciator box. Supports one Control/Display
module.

Audio Source Unit with mounting Chassis,
Microphone, Paging Controls and Inner door Filler
Plate.

Audio Source Unit with mounting Chassis, space
for 4 local rail modules, Microphone and Paging
Controls

Audio Source Unit, 4 Spaces - Chicago.

Audio Source Unit with mounting Chassis,
Microphone, Paging Controls and Firefighters
telephone.

Audio Source Unit w/FF Phone - Chicago.

Audio Source Unit with Local Microphone,
Firefighters Telephone and call in buzzer control.

Audio Source Unit - Chicago.

Audio Source Unit Memory Expansion, 100
minutes

Audio Terminal Panel Interface Module.
Interfaces 3-ZAxx Amplifiers to ATP.

Battery Shelf - for RCCxx Series Cabinets. Takes
one chassis space in a RCC cabinet. Provides
space for up to one 65AH battery.

Booster Power Supply / Charger with Local Rail
Module. 120V 50/60 Hz. Takes one Footprint in
wallbox and one local Rail module space.
Supports one user interface module. Provides 7
amp at nominal 24V dc. Provides two 3.5 Amp
auxiliary power limited output

Booster Power Supply / Charger Local Rail
Module ONLY. Upgrades 3-BPS/M to 3-BCC/M.
Replaces existing 3-BPSMON. Supports one user
interface module. Charges 65 AH batteries.
Booster Power Supply with Local Rail Module.
120V 50/60 Hz. Takes one Footprint in wallbox
and one local Rail module space. Supports one
user interface module. Provides 7 amp at nominal
24V dc. Provides two 3.5 Amp auxiliary power
limited outputs.

Battery Distribution Module.

Wallbox with 2 Chassis Spaces

Door for CAB14B Series Wallbox

Door (Red) for CAB14B Series Wallbox

Wallbox with 3 Chassis Spaces

Door for CAB21B Series Wallbox

Door (Red) for CAB21B Series Wallbox
Complete Cabinet. Wallbox and door ¢/w 5 Local
Rail Modules spaces.

Complete Cabinet (Red). Wallbox and door c/w 5
Local Rail Modules spaces.

Wallbox with 1 Chassis Space

Door for CAB7B Series Wallbox

Door (Red) for CAB7B Series Wallbox

3-CAB - Seismic Battery hold down for 3-CAB 7,
14 or 21. Supports two 12V batteries from 10
Amp hrs up to 18 Ahrs. Comes with EST3

17.70 Replacements/Discontinued
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689.10
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1964.00

2113.30

2113.30
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45.90

1378.20
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608.80
746.60
746.60
769.60
941.90
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3-CBLKIT1
3-CClI
3-CHAS7

3-CHASS4

3-CPU3

3-CPUDR

3-EVDVRA
3-EVDVRA

3-EVDVRX
3-EVDVRX

3-EVPWR
3-EVPWR

3-EVPWRA
3-EVPWRA

3-FIB

3-FIBMB2

Chassis hardening hardware and instructions

Chassis Extension Cable
City of Chicago Interface.

Chassis Assembly. Fits in any Lobby or Remote
Closet Cabinet except CAB5 Series. Provides
space for up to seven LRMs. Rear space for up to
two power supplies.

Chassis w/space for 3-ASU or 3-REMICP and 4
LRMs

Central Processor Unit Module, Mounts to local
rail at a dedicated location. Takes two local rail
module spaces. Supports 3-LCD(XL), 3-
RS485A/B/R, 3-RS232.

Two plastic doors c/w 3-FP filler plates.
Used to cover 3-ANNCPU and 3-CPU3
where no display modules are present. One
required per CPU when not 3-LCD or 3-
LCDXL1 is mounted.

LED/SWITCH Driver Module Assembly.
Assembled version of 3-EVDVR, comes
packaged with cables, mounting hardware
installation instructions used for third party
graphics. Mounts in 3-EVDVRX.

LED/SWITCH Driver Module Assembly.
Assembled version of 3-EVDVR, comes
packaged with cables, mounting hardware
installation instructions used for third party
graphics. Mounts in 3-EVDVRX.

Plastic mounting extrusion. Mounts up to three 3-
EVDVRA modules.

Plastic mounting extrusion. Mounts up to three 3-
EVDVRA modules.

Power Supply. Graphic Power Supply. Supports
up to 18 3-EVDVR modules used in factory
assembled graphics. See "Computer Graphic
Annunciation (CGA)" price list for complete
graphic details.

Power Supply. Graphic Power Supply. Supports
up to 18 3-EVDVR modules used in factory
assembled graphics. See "Computer Graphic
Annunciation (CGA)" price list for complete
graphic details.

Power Supply Assembly. Assembled version of 3-
EVPWR, comes packaged with cables, mounting
hardware and mounting plate for 3-ANNCPUL1.
Used for third party graphics.

Power Supply Assembly. Assembled version of 3-
EVPWR, comes packaged with cables, mounting
hardware and mounting plate for 3-ANNCPU1.
Used for third party graphics.

Fiber Optic Communications Interface, Class A/B
Network, Class B Audio Data. Mounts to the 3-
CPU(1) to provide Network and Digital Audio fiber
connections. Order 3-MPFIB separately when
mounting in 3-CAB5 enclosures.

Fiber Optic Communications Interface, Class A/B
Network, Class A/B Audio Data. Provides single
and/or multi mode Network and Digital Audio fiber
optic connections. Order required number of
SMXLO, SMXHI2, or MMXVR transceivers
separately.

189.60
2107.60
436.50

165.50

1194.50

12.50

608.80

608.80

57.50

57.50

373.30

373.30

545.70

545.70

1443.90

918.90
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EST3
EST3
EST3

EST3

EST3

EST3

EST3

EST3X

EST3
EST3X

EST3

EST3X

EST3

EST3X
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3-FP

3-FTCU
3-FTCU-CC
3-FTEQ

3-IDC 8/4
3-IDC 8/4

3-LCD

3-LCDANN
3-LCDXL1

3-LCDXL1KBL

3-LDSM

3-LKCC
3-LKE
3-LKF
3-LKFXL
3-LKR
3-LKS
3-LRMF

3-MODCOM
3-MODCOM

3-MODCOMP
3-MODCOMP

3-MPFIB
3-NSHM1

3-NSHM1
3-NSHM2

3-NSHM2

Plastic Filler plate. One needed for each
Display/Control module door where no
LED/Switch modules are located. (280053)
Fire Fighters Telephone Control Unit.

Firefighter's Telephone Control - Chicago.

Seismic hardening kit for 3-ASU/FT or 3-FTCU
telephone handset.

Initiating Device Circuit Module. Mounts to local
rail and takes one LRM space. Supports
connection of 8 traditional Class B input circuits.
Up to 4 input circuits can convert to Class B
NACs. Supports one User interface module.
Initiating Device Circuit Module. Mounts to local
rail and takes one LRM space. Supports
connection of 8 traditional Class B input circuits.
Up to 4 input circuits can convert to Class B
NACs. Supports one User interface module.
Liquid Crystal Display Module. Mounts to 3-
CPU(1).

Remote LCD Command Module Annunciator.
Includes LCD display, CPU and Doors. Order
surface or semi-flush mount wallbox separately.
Large Format Liquid Crystal Display Module.
Mounts to 3-CPU(1/3). Requires 4 control/display
spaces on operator layer

3-LCDXL1 cable kit use when mounting 3-
LCDXL1 in 3-xANN annunciators.

LED Display Support Module. Mounts to local rail
and takes one LRM space. Supports one User
Interface Module. Use when there are more
Display/Control Modules required than LRMs to
support them.

Label Kit & Cover Plate - Chicago.

UK English Label Kit

French Label Kit

French Label Kit for 3-LCDXL

Russian Label Kit

Spanish Label Kit

Blank LRM Filler (plastic). Mount in blank LRM
space.

Modem / Communicator (DACT). Takes one local
rail space

Modem / Communicator (DACT). Takes one local
rail space

Modem / Communicator (DACT) / Pager interface
(TAP protocol). Takes one local rail space.

Modem / Communicator (DACT) / Pager interface
(TAP protocol). Takes one local rail space.

3-FIB(A) Mounting Plate - for 3-CAB5 enclosures

Network Short Haul Modem Communications
Interface, single modem connection. Order GFD
separately.

Network Short Haul Modem Communications
Interface, single modem connection. Order GFD
separately.

Network Short Haul Modem Communications
Interface, two modem connections. Order GFD
separately.

Network Short Haul Modem Communications
Interface, two modem connections. Order GFD
separately.
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1.60

1987.00
1987.00
144.40

827.00

827.00

390.60

1125.60

644.60

37.90

218.30

57.50
36.90
120.60
120.60
120.60
120.60
59.80

715.60

715.60

2105.30

2105.30

18.50
2044.50

2044.50

3319.30

3319.30

EST3

EST3
EST3
EST3

EST3

EST3X

EST3

EST3

EST3

EST3

EST3

EST3
EST3
EST3
EST3
EST3
EST3
EST3

EST3

EST3X

EST3

EST3X

EST3
EST3

EST3X

EST3

EST3X
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3-0OPS

3-OPS

3-PPS/M

3-RCC14R
3-RCC21R
3-RCC7R
3-RCCEQ50

3-RCCEQ65

3-REMICA

3-REMICA

3-REMICP

3-RLCM/D
3-RS232

3-RS232

3-RS485A

3-RS485B

3-RS485R
3-RZBCAP
3-SAC

3-SDC

3-SDC1

Off Premise Signaling Module. Mounts to local rail
and takes one LRM space. Provides reverse
polarity operations, municipal loop connection,
trouble contacts selectable for NO or NC.
Supports one User interface module.

Off Premise Signaling Module. Mounts to local rail
and takes one LRM space. Provides reverse
polarity operations, municipal loop connection,
trouble contacts selectable for NO or NC.
Supports one User interface module.

Primary Power Supply with Local Rail Module.
120V 50/60 Hz. Takes one Footprint in wallbox
and one local Rail module space. Supports one
user interface module. Provides 7 A at nominal
24V dc. Provides two 3.5 Amp auxiliary power
limited outputs. Charges u

Remote Closet Enclosure - Red

Remote Closet Enclosure - Red
Remote Closet Enclosure - Red

3-RCC series cabinet - Seismic Battery hold down
for 3-RCC1XXR series. Supports one set of 50
Amp hr (two batteries) Order 3-RCC14R or 3-
RCC21R separately.

3-RCC series cabinet - Seismic Battery hold
down. Supports one set of 65 Ahr (two batteries)
batteries (one battery in bottom of cabinet, one
battery mounted on 3-BATS. Order 3-RCCxxR
cabinet and 3-BATS separately.

Remote Mic. for use with 3-ANN Series
Annunciators. Takes 2 spaces in 3-6ANN or 3-
10ANN

Remote Mic. for use with 3-ANN Series
Annunciators. Takes 2 spaces in 3-6ANN or 3-
10ANN

Remote Microphone for use in CAB Series
Cabinets. Requires 3-CHASS4 for mounting

Remote LCD Command Module Door

RS-232 Communication Card. Mounts to the 3-
CPU(1) and provides two separate isolated RS-
232 ports.

RS-232 Communication Card. Mounts to the 3X-
CPU and provides two separate isolated RS-232
ports.

Network Communications Card, Class A. Mounts
to the 3-CPU1 and supports Class A/B Network
and Audio Data

Network Communications Card, Class B. Mounts
to the 3-CPU(1) and supports Class A/B Network
and Class B Audio Data

Network communications card - retrofit.

EST3 and 3-AADCL1 requires a 3-RZBCAP at
each RzZB12-6.

Security Access Control Module. Order EOL-120L
end of line resistor separately

Signature Driver Card with filter. Used to upgrade
3-SSDC to 3-SDDC. Supports one loop of
Signature devices up to 125 detector and 125
module addresses.

Signature Driver Card. Used to upgrade 3-SSDC1
to 3-SDDCL1. Supports one loop of Signature
devices up to 125 detector and 125 module
addresses.

413.60

413.60

1274.90

1016.50
1504.60
781.10
165.00

680.50

735.10

735.10

735.10

142.66
448.00

448.00

568.60

476.70

521.64
7.02

896.00

1378.20

1378.20
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EST3X

EST3

EST3
EST3
EST3
EST3

EST3

EST3

EST3X

EST3
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EST3

EST3X

EST3

EST3

Replacements/Discontinued
Replacements/Discontinued
EST3

Replacements/Discontinued
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3-SDC1

3-SDDC1
3-SDDC1
3-SSDC1
3-SSDC1

3-TAMP
3-TAMP

3-TAMP5
3-TAMPRCC
3X-ETH1

3x-FIB

3x-FIB8

3-XFP

3x-NET

3x-NET8

3X-PMI

3x-SFS1B

Signature Driver Card. Used to upgrade 3-SSDC1
to 3-SDDC1 & add 2nd loop to 3X controllers.
Supports one loop of Signature devices up to 125
detector and 125 module addresses.

Signature Dual Driver Controller. Mounts to local
rail and takes one LRM space. Supports two
loops of Signature devices up to 250 detector and
250 module addresses. Supports one User
Interface Module.

Signature Dual Driver Controller. Mounts to local
rail and takes one LRM space. Supports two
loops of Signature devices up to 250 detector and
250 module addresses. Supports one User
Interface Module.

Single Signature Driver Controller. Mounts to local
rail and takes one LRM space. Supports one loop
of Signature devices up to 125 detector and 125
module addresses. Supports one User Interface
Module.

Single Signature Driver Controller. Mounts to local
rail and takes one LRM space. Supports one loop
of Signature devices up to 125 detector and 125
module addresses. Supports one User Interface
Module.

Tamper Switch - for CAB7, 14 and 21 Series
Cabinets and BPS6A, BPS10A, APS6A and
APS10A power supplies

Tamper Switch - for CAB7, 14 and 21 Series
Cabinets and BPS6A, BPS10A, APS6A and
APS10A power supplies

Tamper Switch - for CAB5 Series Cabinets
Tamper Switch - For 3-RCC Cabinets.

Ethernet Adapter, 10/100, provides ethernet
connection from system to 3-SDU for
programming and diagnostics remotely, uses
standard ethernet cable (not supplied)

Fiber Optic Communications Interface, Class A/B
Network, Class A/B Audio Data. Provides single
and/or multi mode Network and Digital Audio fiber
optic connections. Order required number of
SMXLO2, SMXHI2, or MMXVR transceivers
separately. For connection of 3X systems to
EST3 systems.

Network Option Card, Fiber, 8 node
maximum, uses MMXVR, SMXHI, SMXLO,
use on 3-SFS systems only.

Extender Filler Plate. Mounts on inner door of
CAB series enclosures. Covers unused chassis
spaces.

Network Option Card, RS485, Class A/B
wiring, for connection to EST3 systems

Network Option Card, RS485, 8 node
maximum, Class A/B wiring, use on 3-SFS
systems only.

Audio System Control and Paging Interface,
includes audio control unit, interconnect cables,
mounting plate, paging interface w/paging
microphone and user controls, mounts in 2nd tier
in 3X cabinet

FACP, complete system with User Interface,
cpu, 1 Loop w/ 2nd loop expansion, 3 option
card slots, 4 class b NAC's, Universal
110/220v 10 amp power supply, Bronze door,

1378.20

2813.80

2813.80

1550.60

1550.60

69.00

69.00

69.00
69.00
400.00

1400.00

750.00

34.60

1666.00

1222.00

1600.00

511111
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EST3X

EST3

EST3X

EST3

EST3X

EST3

Notification Appliances

EST3
EST3
EST3X

EST3X

EST3X

EST3

EST3X

EST3X

EST3X
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3x-SFS1Bi
3x-SFS1R
3X-SFS1Ri
3-ZA20A
3-ZA20A
3-ZA20B
3-ZA20B
3-ZA40A
3-ZA40A
3-ZA40B
3-ZA40B

3-ZA95
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English, order 3-SDC1 for second loop

FACP, complete system with User Interface,
cpu, 1 Loop w/ 2nd loop expansion, 3 option
card slots, 4 class b NAC's, Universal
110/220v 10 amp power supply, Bronze door,
Language selectable, order 3-SDC1 for
second loop

FACP, complete system with User Interface,
cpu, 1 Loop w/ 2nd loop expansion, 3 option
card slots, 4 class b NAC's, Universal
110/220v 10 amp power supply, Red door,
English, order 3-SDCL1 for second loop
FACP, complete system with User Interface,
cpu, 1 Loop w/ 2nd loop expansion, 3 option
card slots, 4 class b NAC's, Universal
110/220v 10 amp power supply, Red door,
Language selectable, order 3-SDC1 for
second loop

Zoned Amplifier, 20 Watt, Class A/B. 20 Watt
selectable for 25 or 70 Vrms Class A/B Output.
Mounts in 1 LRM space. Has built in Class A/B
NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 20 Watt, Class A/B. 20 Watt
selectable for 25 or 70 Vrms Class A/B Output.
Mounts in 1 LRM space. Has built in Class A/B
NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 20 Watt, Class B. 20 Watt
selectable for 25 or 70 Vrms Class B Output.
Mounts in 1 LRM space. Has built in Class B NAC
rated at 3.5 Amps. Supports one user interface
module.

Zoned Amplifier, 20 Watt, Class B. 20 Watt
selectable for 25 or 70 Vrms Class B Output.
Mounts in 1 LRM space. Has built in Class B NAC
rated at 3.5 Amps. Supports one user interface
module.

Zoned Amplifier, 40 Watt, Class A/B. 40 Watt
selectable for 25 or 70 Vrms Class A/B Output.
Mounts in 1 LRM space. Has built in Class A/B
NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class A/B. 40 Watt
selectable for 25 or 70 Vrms Class A/B Output.
Mounts in 1 LRM space. Has built in Class A/B
NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class B. 40 Watt
selectable for 25 or 70 Vrms Class B Output.
Mounts in 1 LRM space. Has built in Class B NAC
rated at 3.5 Amps. Supports one user interface
module.

Zoned Amplifier, 40 Watt, Class B. 40 Watt
selectable for 25 or 70 Vrms Class B Output.
Mounts in 1 LRM space. Has built in Class B NAC
rated at 3.5 Amps. Supports one user interface
module.

Zoned Amplifier, 95 Watt, Class B. 95 Watt
selectable for 25 or 70 Vrms Class B Output.

511111

511111

5111.11

901.70

901.70

827.00

827.00

1125.60

1125.60

1031.40

1031.40

2223.60

EST3X

EST3X

EST3X

EST3

EST3X

EST3

EST3X

EST3

EST3X

EST3

EST3X

EST3
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403-3A-R
403-5A-R

403-7A-R
403-8A-R

405-3A-T
405-3A-TW
405-5A-T
405-5A-TW
405-6A-T
405-6A-TW

405-7A-T
405-7A-TW
405-8A-T
405-8A-TW

439-10GR
439-6GR
439D-10AW
439D-10AW-R
439D-6AW
439D-6AW-R
439D-8AW
439D-8AW-R
439DEX-10AW
439DEX-6AW
439DEX-8AW
449

4ANN/B
4ANN/B-S

4x-12/S1GY
4x-12/S1RY

4x-12RY

Mounts in 2 LRM spaces. Supports two user
interface modules.

30 cd Bell/Strobe Plate. Adapts Vibrating Bell for
conversion into Bell-Strobe. UL 1971 listed at 30
cd, "FIRE" wall orientation.

15 cd Bell/Strobe Plate. Adapts Vibrating Bell for
conversion into Bell-Strobe. UL 1971 listed at 15
cd, "FIRE" wall orientation.

15/75 cd Bell/Strobe Plate. Adapts Vibrating Bell
for conversion into Bell-Strobe. UL 1971 listed at
15 cd and 75 cd on-axis per ADA/UL 1638,
"FIRE" wall orientation.

110 cd Bell/Strobe Plate. Adapts Vibrating Bell for
conversion into Bell-Strobe. UL 1971 listed at 110
cd, "FIRE" wall orientation. Meets sleeping area
requirements.

30 cd Synchronized Strobe, 24 Vdc, Red. UL1971
Listed @ 30 cd, "FIRE" Wall Orientation

30 cd Synchronized Strobe, 24 Vdc, White.
UL1971 Listed @ 30 cd, "FIRE" Wall Orientation

15 cd Synchronized Strobe, Red. Strobe: UL1971
Listed @ 15 cd, "FIRE" Wall Orientation

15 cd Synchronized Strobe, White. Strobe:
UL1971 Listed @ 15 cd, "FIRE" Wall Orientation

60 cd Synchronized Strobe, 24 Vdc, Red. UL1971
Listed @ 60 cd, "FIRE" Wall Orientation

60 cd Synchronized Strobe, 24 Vdc, White.
UL1971 Listed @ 60 cd, "FIRE" Wall Orientation.
15/75 cd Synchronized Strobe, Red. UL1971
Listed @ 15 cd (75 cd On Axis Per ADA/UL
1638), "FIRE" Wall Orientation.

15/75 cd Synchronized Strobe, White. UL1971
Listed @ 15 cd (75 cd On Axis Per ADA/UL
1638), "FIRE" Wall Orientation.

110 cd Synchronized Strobe, 24 Vdc, Red.
UL1971 Listed @ 110 cd, "FIRE" Wall
Orientation. Meets Sleeping Area Requirements.
110 cd Synchronized Strobe, 24 Vdc, White.
UL1971 Listed @ 110 cd, "FIRE" Wall
Orientation. Meets Sleeping Area Requirements.
8"/10" Full Cast Protective Grille - Red

6" Full Cast Protective Grille - Red

10" Bell, 24 Vdc, Gray

10" Bell, 24 Vdc, Red

6" Bell, 24 Vdc, Gray

6" Bell, 24 Vdc, Red

Bell, 8" Size, 24 Volts DC, Gray

Bell, 8" Size, 24 Volts DC, Red

Explosionproof 10" Bell, 24 Vdc

Explosionproof 6" Bell, 24 VVdc

Explosionproof 8" Bell, 24 Vdc

Outdoor-rated surface-mount backbox, Gray
Semi-flush Annunciator Wall Box

Surface Annunciator Wall Box

LED Display/Control Module - 12 Switches, 1
Green, 1 Yellow LED per switch

LED Display/Control Module - 12 Switches, 1
Red, 1 Yellow LED per switch

LED Display Module - 12 pairs of LEDs (1 Red; 1
Yellow)

116.62

116.62

116.62

120.08

111.84

111.84

111.84

111.84

111.84

111.84

97.80

97.80

97.80

97.80

94.90
70.20
133.18
78.30
108.73
63.90
133.18
78.30
965.50
930.40
956.20
27.64
64.70
64.70
490.00

490.00

356.00
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Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued

Notification Appliances
Notification Appliances
Replacements/Discontinued
Notification Appliances
Replacements/Discontinued
Notification Appliances
Replacements/Discontinued
Notification Appliances
Notification Appliances
Notification Appliances
Notification Appliances
Notification Appliances
EST3
EST3
EST3X

EST3X

EST3X




4x-12SR

4x-24R
4x-24Y

4x-4/3SGYWR
4x-6/3S1G2Y

4x-6/3S1GYR

4X-CAB6D
4X-CAB6DR
4x-LCD

4x-LCD-LC

4X-LKC
4AX-LKE
4AX-LKF
4X-LKR
4X-LKS
500elec-io
511-1
511-A

511C
512-1
512-A
513-1
513-A
521B
521BXT
52INCRXT

521INCSXT
5251FB

5251RB
5355ABK0009

5355ABN00
5355AGK0009

5355AGK14

5375AGNOO

LED Display/Control Module - 12 Switches with
12 Red LEDs
LED Display Module - 24 Red

LED Display Module - 24 Yellow

LED & Switch Module, 4 groups of 3 switches and
4 |leds, LED colors, Green, Red, Yellow and White

LED & Switch Module - 6 Groups of 3 Switches
with 1 LED each

LED & Switch Module - 6 Groups of 3 Switches
with 1 LED each

Replacement Door, Bronze, EST

Replacement Door, Red, EST

Main User Interface Assembly, monochrome 8
Line 1/4 VGA LCD, 4 controls plus Rotary knob,
English language

Main User Interface Assembly, monochrome 8
Line 1/4 VGA LCD, 4 controls plus Rotary knob,
insertable language, shipped w/english inserts,
order alternate languages separately

Language Kit, Chinese, for 4X-LCD-LC and 3X
international versions

Language Kit, EN54 English, for 4X-LCD-LC and
3X international versions

Language Kit, ULC French, for 4X-LCD-LC and
3X international versions

Language Kit, EN54 Russian, for 4X-LCD-LC and
3X international versions

Language Kit, UL Spanish, for 4X-LCD-LC and 3X
international versions

iO series 500 point replacement electronics,
English.

Backbox - for completely flush 4" Bell

Grille, Steel with Prime Coat Finish-f or 40
Box

2 Wire Smoke Detector 12/24Vdc

Backbox - for completely flush 6" Bell

Grille, Steel with Prime Coat Finish-f or 6 0
Box

Backbox - for completely flush 10" Bell
Grille, Steel with Prime Coat Finish-f o r
Box

2 Wire Smoke Detector, 6-33Vdc

2 Wire Smoke Det 6-33Vdc w/ smart heat 135FT
& Rof R

2 Wire Sm Det, 8.5-33Vdc w/sm heat 135FT &
RR, 85dbA Sounder

2 Wire Smoke Det 8.5-33Vdc /w smart heat
135FT & R of R, relay

Heat Sensor, Fixed Temperature - Analog

Heat Sensor, ROR - Analog

HID Brand Proximity Reader - Wall mount with
Key pad - Beige

HID Brand Proximity Reader - Wall mount - Beige
HID Brand Proximity Reader - Wall mount with
Key pad - Charcoal Gray

HID Brand PIN Reader - Wall mount with Key pad
allows access by swiping a card or entering a PIN
number - Charcoal Gray

HID Brand Proximity Reader - Wall mount long
range

100

440.00

356.00
356.00
490.00

473.00

473.00

200.00
200.00
700.00

700.00

80.00

80.00

80.00

80.00

80.00

960.00

62.16
46.92

49.50

66.36
51.11

64.56
70.80

52.60

56.30

81.90

68.20

171.60
154.00
1031.11

655.22
1031.11

1031.11

1539.84
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EST3X

EST3X
EST3X
EST3X

EST3X
EST3X

EST3X
EST3X
EST3X

EST3X

EST3X

EST3X

EST3X

EST3X

EST3X
Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued

Conventional Initiating
Devices
Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued

Conventional Initiating
Devices

Conventional Initiating
Devices

Conventional Initiating
Devices

Conventional Initiating
Devices
Replacements/Discontinued
Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued
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5520D-AW

5530MD-24AW

5956A

6260A-CU

6261-001

6261-001
6261-002

6261-002
6261-003

6261-003
6261-006

6261-006
6261-010

6261-010
6263-EC

6263-SG

64elec-io
6700-0061
6830-3

6830-4
6830-5A-4
6830-6A-4

6830-NY-F4
6830-NY-S4

6831-1

6831-2

6831-3

Duotronic Horn/Siren, 24 VVdc. Horn/Siren function
is field selectable via internal switch.

Multi-tone Electronic Signal, 24Vdc. Produces 27
distinct tones, field selectable via an internal
switch. Volume adjustable tone.

Remote LED Alarm Indicator, 1-gang SS plate -
for remote indication of smoke detector alarm

Duct Smoke Detector Housing. Includes 6"
exhaust tube. Detector, detector base, sampling
tube and optional led (EC-LED) or test station (C-
DTS) must be ordered separately.

Air Sampling Tube - 8" Long

Air Sampling Tube - 8" Long
Air Sampling Tube - 24" Long

Air Sampling Tube - 24" Long
Air Sampling Tube - 42" Long

Air Sampling Tube - 42" Long
Air Sampling tube - 78" Long

Air Sampling tube - 78" Long
Air Sampling Tube - 120" Long

Air Sampling Tube - 120" Long

Air Velocity Test Kit - for 6260A-CU Duct Detector
Housing. Includes air velocity meter,
psychrometer and test fixture for measurement of
velocity of duct air flow and relative humidity.

Air Velocity Test Kit - for Signature Series Duct
Housing. Includes air velocity meter,
psychrometer and test fixture for measurement of
velocity of duct air flow and relative humidity.

iO series 64 point replacement electronics,
English.

Portable Telephone Handset - Red with coiled
cord

Portable Telephone Handset - Black with coiled
cord

Permanent Remote Telephone Handset Station -
4-State, Red, Provided with coiled cord

Permanent Remote Telephone Handset Station -
4-State, Red, 'push-to-talk’ button, coiled cord

Permanent Remote Telephone Handset Station -
4-State, Red, 'push-to-talk’ button, armored cable

Remote Telephone Warden Station - Flush, Red,
armored cable, hinged door with magnetic latch,
4-State

Remote Telephone Warden Station - Surface,
Red, armored cable, hinged door with magnetic
latch, 4-State

Flush Trim - Break Glass, Red. For 6830-4, 6830-
5A-4 or 6830-6A-4 permanent remote telephone
handset station. Break glass type, supplied with
lock and keys.

Flush Trim - Non-break Glass, Red. Same as
6831-1 except non-break glass type.

Surface Trim - Break Glass, Red. For 6830 series
permanent remote telephone handset station.
Break glass type, supplied with lock and keys.

786.79

1460.01

23.30

120.00

12.00

12.00
16.00

16.00
16.00

16.00
20.00

20.00
28.00

28.00
774.00

644.40

760.00

150.48

150.48

215.10

256.60

281.60

461.40

461.40

105.20

126.20

112.30
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6831-4
6832-1D

6833-4

6ANN/B
6ANN/B-S
6V10A

6V8A

701U
702U
711U

711UT
7120313-01

7120313-02

713-5U
7140126-01

7160210-01
7160211-01
7160212-01

721UT
7300073

74347U
757-1A-R25
757-1A-R25W
757-1A-R70
757-1A-R70W
757-1A-S70
757-1A-S70W
757-1A-T
757-1A-TW

757-3A-RS25

757-3A-RS25W

757-3A-RS70

757-3A-RS70W

757-3A-SS70

757-3A-T

757-5A-T

Surface Trim - Non-break Glass, Red. Same as
6831-3 except non-break glass type.

Wallbox - Flush or Surface mount, Red. 14"
(356mm) H x 8-1/2" (216mm) W x 3-5/8" D.

Portable Telephone Receptacle - 1-gang, SS, 4-
State

Semi-flush Annunciator Wall Box

Surface Annunciator Wall Box

12Ah Sealed Lead Acid Battery - 6 Vdc. 5.9"l x
2.0"w x 3.7"h x 3.9"ot

8.0Ah Sealed Lead Acid Battery - 6 Vdc. 3.9"l x
2.2"wx 4.7"h x 4.7"ot.

6" Mounting Base for 711U and 711UT, 3
terminals

6" Universal Base, 700 Series /w 6 terminals for
all heads

2 Wire Smoke Detector 12/24Vdc

2 Wire Smoke Detector 12/24Vdc, fast response
/w heat
12" expander cable (cable only)

24" expander cable (cable only)
2 Wire Electronic Heat Detector

SuperDuct, Replacement RJ45 factory
interconnect cable

FireShield 3 Zone Electronics, 8th edition
FireShield 5 Zone Electronics, 8th edition
FireShield 10 Zone Electronics, 8th edition

2 Wire Smoke Detector 12/24Vdc, fast response
/w remote A/T LED

24" expander cable assembly, includes cable and
hardware

Outdoor-rated surface-mount backbox, Red
Speaker (25V) - Re-entrant, Red

Speaker (25V) - Re-entrant, White

Speaker (70V) - Re-entrant, Red

Speaker (70V) - Re-entrant, White

Speaker (70V) - Cone Type, Red

Speaker (70V) - Cone Type, White

Temporal Horn, Self-synchronized - 24 Vdc, Red
Temporal Horn, Self-synchronized - 24 Vdc,
White

30 cd Re-entrant Speaker/Strobe - 25V, Red.
Strobe: UL 1971 Listed @ 30 cd, "FIRE" wall
orientation.

30 cd Re-entrant Speaker/Strobe - 25V, White.
Strobe: UL 1971 Listed @ 30 cd, "FIRE" wall
orientation.

30 cd Re-entrant Speaker/Strobe - 70V, Red.
Strobe: UL 1971 Listed @ 30 cd, "FIRE" wall
orientation.

30 cd Re-entrant Speaker/Strobe - 70V, White.
Strobe: UL 1971 Listed @ 30 cd, "FIRE" wall
orientation.

30 cd Speaker/Strobe - 70V, Red. Strobe: UL
1971 Listed @ 30 cd, "FIRE" wall orientation.

30 cd Temporal Horn/Strobe, Red. UL1971 Listed
@ 30 cd, "FIRE" Wall Orientation

15 cd Temporal Horn/Strobe

110.50

73.50

21.10

73.20
73.20
42.90

52.90

12.00

12.50

54.00

60.00

20.70
36.10
32.00

11.60

567.06
657.80
964.04

66.00

41.30

27.64
126.70
126.70
126.70
126.70

70.00

70.00

49.88

49.88

175.00

259.92

175.00

259.92

188.02

153.21

153.21
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757-7TA-RS25
757-7TA-RS25W
757-7TA-RS70
757-7TA-RS70W
757-7TA-SS25
757-7TA-SS25W
757-7A-SS70
757-7TA-SS70W
757-7A-T
757-TA-TW
757-8A-RS25
757-8A-RS25W
757-8A-RS70
757-8A-RS70W
757-8A-SS25W
757-8A-SS70
757-8A-T
757-8A-TW

757A-BDF
757A-BDFW
757A-RR
757A-RR2
757A-RR2W
757A-RRW
757A-SB
757A-SB
757A-SBW

15/75 cd Re-entrant Speaker/Strobe - 25V, Red.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-axis
per ADA/UL1638), "FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 25V, White.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-axis
per ADA/UL1638), "FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, Red.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-axis
per ADA/UL1638), "FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, White.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-axis
per ADA/UL1638), "FIRE" wall orientation.

15/75 cd Speaker/Strobe - 25V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per
ADA/UL1638), "FIRE" wall orientation.

15/75 cd Speaker/Strobe - 25V, White. Strobe:
UL 1971 Listed @ 15 cd (75 cd on-axis per
ADA/UL1638), "FIRE" wall orientation.

15/75 cd Speaker/Strobe - 70V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per
ADA/UL1638), "FIRE" wall orientation.

15/75 cd Speaker/Strobe - 70V, White. Strobe:
UL 1971 Listed @ 15 cd (75 cd on-axis per
ADA/UL1638), "FIRE" wall orientation.

15/75 cd Temporal Horn/Strobe - 24 Vdc, Red.
UL1971 Listed @ 15 cd (75 cd On Axis Per
ADA/UL 1638), "FIRE" Wall Orientation

15/75 cd Temporal Horn/Strobe - 24 Vdc, WHITE.
UL1971 Listed @ 15 cd (75 cd On Axis Per
ADA/UL 1638), "FIRE" Wall Orientation.

110 cd Re-entrant Speaker/Strobe - 25V, Red.
Strobe: Meets sleeping area requirement. UL
1971 Listed @ 110 cd, "FIRE" wall orientation.
110 cd Re-entrant Speaker/Strobe - 25V, White.
Strobe: Meets sleeping area requirement. UL
1971 Listed @ 110 cd, "FIRE" wall orientation.
110 cd Re-entrant Speaker/Strobe - 70V, Red.
Strobe: Meets sleeping area requirement. UL
1971 Listed @ 110 cd, "FIRE" wall orientation.
110 cd Re-entrant Speaker/Strobe - 70V, White.
Strobe: Meets sleeping area requirement. UL
1971 Listed @ 110 cd, "FIRE" wall orientation.
110 cd Speaker/Strobe - 25V, White. Strobe:
Meets sleeping area requirement. UL 1971 Listed
@ 110 cd, "FIRE" wall orientation.

110 cd Speaker/Strobe - 70V, Red. Strobe: Meets
sleeping area requirement. UL 1971 Listed @ 110
cd, "FIRE" wall orientation.

110 cd Temporal Horn/Strobe - 24 Vdc, Red.
UL1971 Listed @ 110 cd, "FIRE" Wall
Orientation. Meets Sleeping Area Requirements
110 cd Temporal Horn/Strobe - 24 Vdc, WHITE.
UL1971 Listed @ 110 cd, "FIRE" Wall
Orientation. Meets Sleeping Area Requirements.
Bi-directional Mounting Frame - Red

Bi-directional Mounting Frame - White
Retrofit Ring - for 4" Square Box, Red
Retrofit Ring - for 2-gang Box, Red
Retrofit Ring - for 2-gang Box, White
Retrofit Ring - for 4" Square Box, White
Surface Box - Indoor, Red

Surface Box - Indoor, Red

Surface Box - Indoor, White

175.00

259.92

175.00

175.00

128.14

128.14

128.14

128.14

122.31

110.61

177.40

177.40

177.40

177.40

192.90

192.90

122.31

132.74

73.47
73.47
17.18
17.18
17.18
17.18
16.90
16.90
16.90
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757A-SBW
757A-WB
757A-WB
757A-WBW
757A-WBW
85012-0014

85012-0016
85012-0019

889D-AW
890RDA

890RDB-G5
890WDA-G5
890WDB-G5

9-30719-KFB

9-30721-KFB

960A-4RF
960A-4SF
960A-8RF
960A-8SF
960A-8SS
964-1A-4RW
964-1A-8RW
964-1A-8SW
964-3A-8RW

964-3A-8SW
964-5A-8RW
964-5A-8SW

964-7A-8RW

Surface Box - Indoor, White
Weatherproof Box, Cast - Red
Weatherproof Box, Cast - Red
Weatherproof Box, Cast - White
Weatherproof Box, Cast - White

FireWorks Demo DVD - Fire/Security/Access
Control version

Access Control DataBase Demo CD-ROM

FireWorks Demo DVD - Fire Demonstration
Version

Explosionproof Horn, Diode Polarized, 24 Vdc

Lamp Station - Supervised, 120 Vac/ 24 Vdc.
Includes Red lens with "FIRE" printed in White
style 'A’ orientation for wall mounting. 120V and
24V lamp included. Series diode for line
supervision. Mounted on 2-gang stainless steel
face-plate. UL listed for signaling appliance
(private mode) use.

Lamp Station - Supervised, 24 Vdc. Same as
890RDA except Style 'B' lens orientation for
ceiling mounting.

Lamp Station - Supervised, 24 Vdc. Same as
890RDA except White lens with "FIRE" printed in
Red.

Lamp Station - Supervised, 24 Vdc. Same as
890RDB except Style 'B' lens orientation for
ceiling mounting.

ReadySET Air sampling smoke detector, 10
sampling holes max.

ReadySET Air sampling smoke detector with
communication card, 10 sampling holes max.

4" Backbox - Round, Flush

4" Backbox - Square, Flush

8" Backbox - Round, Flush

8" Backbox - Square, Flush

8" Backbox - Square, Surface Mount, White

4" Cone Speaker (25VRMS), Round - White

8" Cone Speaker (25VRMS), Round - White

8" Cone Speaker (25VRMS), Square - White
30 cd Speaker/Strobe, 25V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 30 cd
wall mounting (15 cd ceiling mounting), "FIRE"
ceiling orientation.

30 cd Speaker/Strobe, 25V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 30 cd
wall mounting (15 cd ceiling mounting), "FIRE"
ceiling orientation.

15 cd Speaker/Strobe, 25V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall mounting (no ceiling rating), "FIRE" ceiling
orientation.

15 cd Speaker/Strobe, 25V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall mounting (no ceiling rating), "FIRE" ceiling
orientation.

15/75 cd Speaker/Strobe, 25V - 8" Cone, Round -
White. Strobe: 24 VVdc, UL 1971 Listed @ 15 cd
wall or ceiling mounting, (75 cd on-axis per
ADA/UL1638), "FIRE" ceiling orientation.

16.90
36.30
36.30
36.30
36.30
23.10

26.60
23.10

810.90
79.88

62.76

68.88

62.76

1745.00

2100.00

11.90
17.70
17.70
17.70
26.50
57.65
64.98
64.98
153.64

153.64

153.64

153.64

153.64
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964-7A-8SW

964-8A-8RW
964-8A-8SW

965-1A-4RW
965-1A-8RW
965-1A-8SW
965-3A-4RW

965-3A-8RW
965-3A-8SW
965-4A-8RW
965-5A-4RW
965-5A-8RW
965-5A-8SW
965-7A-4RW
965-7A-8RW
965-7A-8SW
965-8A-4RW

965-8A-8RW

15/75 cd Speaker/Strobe, 25V - 8" Cone, Square
- White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall or ceiling mounting, (75 cd on-axis per
ADA/UL1638), "FIRE" ceiling orientation.

110 cd Speaker/Strobe, 25V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 110 cd
wall, 60 cd ceiling mounting, meets sleeping area
requirement, "FIRE" ceiling orientation.

110 cd Speaker/Strobe, 25V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 110 cd
wall, 60 cd ceiling mounting, meets sleeping area
requirement, "FIRE" ceiling orientation.

4" Cone Speaker (70VRMS), Round - White

8" Cone Speaker (70VRMS), Round - White
8" Cone Speaker (70VRMS), Square - White

30 cd Speaker/Strobe, 70V - 4" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 30 cd
wall mounting (15 cd ceiling mounting), "FIRE"
ceiling orientation.

30 cd Speaker/Strobe, 70V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 30 cd
wall mounting (15 cd ceiling mounting), "FIRE"
ceiling orientation.

30 cd Speaker/Strobe, 70V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 30 cd
wall mounting (15 cd ceiling mounting), "FIRE"
ceiling orientation.

75 cd Speaker/Strobe, 70V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 75 cd
wall, 60 cd ceiling mounting, "FIRE" ceiling
orientation.

15 cd Speaker/Strobe, 70V - 4" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall mounting (no ceiling rating), "FIRE" ceiling
orientation.

15 cd Speaker/Strobe, 70V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall mounting (no ceiling rating), "FIRE" ceiling
orientation.

15 cd Speaker/Strobe, 70V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall mounting (no ceiling rating), "FIRE" ceiling
orientation.

15/75 cd Speaker/Strobe, 70V - 4" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall or ceiling mounting, (75 cd on-axis per
ADA/UL1638), "FIRE" ceiling orientation.

15/75 cd Speaker/Strobe, 70V - 8" Cone, Square
- White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall or ceiling mounting, (75 cd on-axis per
ADA/UL1638), "FIRE" ceiling orientation.

15/75 cd Speaker/Strobe, 70V - 8" Cone, Square
- White. Strobe: 24 Vdc, UL 1971 Listed @ 15 cd
wall or ceiling mounting, (75 cd on-axis per
ADA/UL1638), "FIRE" ceiling orientation.

110 cd Speaker/Strobe, 70V - 4" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 110 cd
wall, 60 cd ceiling mounting, meets sleeping area
requirement, "FIRE" ceiling orientation.

110 cd Speaker/Strobe, 70V - 8" Cone, Round -
White. Strobe: 24 Vdc, UL 1971 Listed @ 110 cd
wall, 60 cd ceiling mounting, meets sleeping area
requirement, "FIRE" ceiling orientation.

153.64

160.49

160.49

59.35
46.10
46.10
158.55

153.64

153.64

153.64

145.30

153.64

153.64

119.04

153.64

153.64

149.34

160.49
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965-8A-8SW

A77-716B
A77-716B
AB4G-SB

ACDBS8
ACDB8+
ACDB-CLNT

ACDB-KE
ACDB-SVR

ANS100A
ANS100AM
ANS100AMD

ANS100MDG
ANS100MDR

ANS100XG
ANS100XR
ANS25A
ANS25AM

ANS25AMD

ANS25MDG
ANS25MDR

ANS25XG

110 cd Speaker/Strobe, 70V - 8" Cone, Square -
White. Strobe: 24 Vdc, UL 1971 Listed @ 110 cd
wall, 60 cd ceiling mounting, meets sleeping area
requirement, "FIRE" ceiling orientation.

End of Line Relay Device

End of Line Relay

Surface box - for sounder base (use with -AB4G
models only)

Access Control DataBase Software 8 doors. (To
ensure proper configuration, please do not place
web orders for this item.)

Access Control DataBase Software over 8 doors.
(To ensure proper configuration, please do not
place web orders for this item.)

Access Control DataBase client Application
Software. (To ensure proper configuration, please
do not place web orders for this item.)

Access Control Keyless Entry Software.

Access Control DataBase server Application
Software over 8 doors. To ensure proper
configuration, please do not place web orders for
this item.)

100 Watt Expander Module (no microphone, no
DMR). Cabinet not included. Req. transformer
ordered separately

100 Watt Expander Module with microphone. (No
DMR). Cabinet not included. Req. transformer
ordered separately

100Watt Audio Notification Module with DMR and
Microphone. Cabinet not included. Req.
transformer ordered separately

Audio Notification Panel - 100 Watt Amplifier,
DMR, Temporal Pattern, Power Supply And
Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
Audio Notification Panel - 100 Watt Amplifier,
DMR, Temporal Pattern, Power Supply And
Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
Audio Expander Panel 100W w/o DMR or Mic.
Includes Power Supply and Battery Charger.
Gray Cabinet 14.5" x 18" x 4".

Audio Expander Panel 100W w/o DMR or Mic.
Includes Power Supply and Battery Charger.

Red Cabinet 14.5" x 18" x 4".

25 Watt Expander Module (no microphone., no
DMR) Cabinet not included. Req. transformer
ordered separately

25 Watt Expander Module with microphone. (no
DMR). Cabinet not included. Req. transformer
ordered separately

25 Watt Audio Notification Module with DMR and
Microphone. Req. transformer ordered separately

Audio Notification Panel 25 Watt Amplifier,
includes DMR, Temporal Pattern, Power Supply
and Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
Audio Notification Panel 25 Watt Amplifier,
includes DMR, Temporal Pattern, Power Supply
and Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
Audio Expander Panel 25W w/o DMR or Mic.
Includes Power Supply and Battery Charger.
Gray Cabinet 14.5" x 18" x 4".

160.49

60.90
60.90
14.00

1321.91

3699.02

1355.91

89.58
9863.11

1763.10

1855.80

2598.20

3062.10

3062.10

2144.50

2144.50

927.90

1020.70

1763.10

2062.00

2062.00

1175.40
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ANS25XR

ANS50A

ANS50AM

ANS50AMD

ANS50MDG

ANS50MDR

ANS50XG

ANS50XR

ANSAUX
ANSBKUP
ANSBKUPA
ANSDMRALT

ANSDMRCUSTOM

ANSMIKE
ANSREMG

ANSREMR

ANSREMSUP

ANSRSI8

ANST28180

ANST2885

ANSZC2B
ANSZS2A

ANSZS4B

ANSZSC4A
ANSZSR

API-8/232ME

AP-P

Audio Expander Panel 25W w/o DMR or Mic.
Includes Power Supply and Battery Charger.
Red Cabinet 14.5" x 18" x 4".

50 Watt Expander Module (no microphone, no
DMR) Cabinet not included.

50 Watt Expander Module with microphone. (No
DMR). Cabinet not included.

50Watt Audio Notification Module with DMR and
Microphone. Cabinet not included.

Audio Notification Panel - 50 Watt Amplifier,
DMR, Temporal Pattern, Power Supply And
Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
Audio Notification Panel - 50 Watt Amplifier,
DMR, Temporal Pattern, Power Supply And
Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
Audio Expander Panel 50W w/o DMR or Mic.
Includes Power Supply and Battery Charger.
Gray Cabinet 14.5" x 18" x 4".

Audio Expander Panel 50W w/o DMR or Mic.
Includes Power Supply and Battery Charger.
Red Cabinet 14.5" x 18" x 4".

Audio Matching - line input/output card.

Backup amplifier switching module - Class B
Backup amplifier switching module - Class A

Alternate prerecorded DMR message PROM from
library.

Custom Recorded Message PROM. Call
Customer Service for quotation and availability.

Microphone

Remote Microphone, Supervised in surface/semi-
flush Gray Cabinet, requires EVX-SC card in
EVAX panel.

Remote Microphone, Supervised in surface/semi-
flush Red Cabinet, requires EVX-SC card in
EVAX panel.

Remote microphone supervisory card, one per
system. Supervises up to 5 remote Mics.

Eight input Remote Serial Interface Module.
Accepts dry contact interface to control up to 8
messages. Message recording included
w/module. For Industrial Signaling Only. Not UL
Listed for Fire Alarm / Life Safety Applications.
Power Transformer, Open frame, 28VAC @ 180
VA. (EVAX 50/100)

Power Transformer, open frame, 28VAC @ 100
VA. (EVAX 25)

Zone Adapter, 1 Ckt to 2 Ckt's

Zone Splitter, 2 Class A circuits with zone
selection Switches and all-call switch.
Zone Splitter, 4 Class B circuits with zone
selection Switches and all-call switch.
Class A Converter

Relay card for Supervision/Zone splitter to
Remote Microphone

Alphanumeric Pager Interface. Paging System
Interface with programming software, AC wall
transformer and surface mount enclosure.

Heat Det. - Rate Compensation, Adapter plate for
mounting 302 and 302-AW to any 3" outlet box or
4" octagon outlet box.

1175.40

1391.90

1484.70

2227.00

2556.90

2556.90

1742.40

1742.40

185.60
185.60
185.60

92.80

204.20

92.80
515.50

515.50

103.10

464.00

92.80

63.10

92.80
464.00

464.00

278.40
46.40

6891.00 Replacements/Discontinued
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Audio Notification

Audio Notification

Audio Notification

Audio Notification

Audio Notification

Audio Notification
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Audio Notification
Audio Notification

Audio Notification

Audio Notification
Audio Notification

Audio Notification

Audio Notification

Audio Notification

Audio Notification
Audio Notification

Audio Notification
Audio Notification

Audio Notification

Audio Notification
Audio Notification
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APS10A

APS6A

APSEQ

ARA-1
ARM-8
ATCK

ATP

B501

BC-1
BC-1
BC-1EQ
BC-1EQ
BC-1R
BC-1R
BC-1R

BC-2
BC-2R
BP1
BP2
BP3
BP6
BP-A

BPS10A
BPS10A

Auxiliary/Booster Power Supply, 10A total,
Expanded cabinet, 26a/h capacity, 115VAC

Auxiliary/Booster Power Supply, 6.5A total,
Expanded cabinet, 26a/h capacity, 115VAC

APS - Seismic Battery hold down for APS6 or
APS10 Power Supplies. Supports up to two 24
Ahr batteries. Batteries smaller than 10Ahr are
not supported in seismic applications.

Auxiliary Relay. Mounts in ARM-8. 7 amp contacts
rated for inductive loads. Provides 2 Form C
contacts.

Auxiliary Relay Module. Requires 1 full size
cabinet footprint. Includes one ARA-1 relay; may
contain up to seven ARA-1 relays.

Attack Rated door Kit for RCC7R Cabinet.
Required for UL1635 central station transmitters 2
Minute attack rating.

Amplifier Terminal Panel. Provides terminals for
connection of two amplifiers 1B3-125 or 1B3-250.
Provides amplifier battery backup (40 AH max.). 1
required for each 2 amplifiers. Requires 2
supervisory zones to monitor fail conditions and 1
dry relay con

Intelligent Sensor Base, for European (BESA)
Box

Battery Cabinet. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to 40
Ah batteries will hold up to two 12V24A batteries.
Battery Cabinet. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to 40
Ah batteries will hold up to two 12V24A batteries.
BC-1 - Seismic Battery hold down for BC-1.
Supports up to two 40 Ahr batteries. Order BC-1
Separately.

BC-1 - Seismic Battery hold down for BC-1.
Supports up to two 40 Ahr batteries. Order BC-1
Separately.

Battery Cabinet - Red. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to 40
Ah batteries will hold up to two 12V24A batteries.
Battery Cabinet - Red. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to 40
Ah batteries will hold up to two 12V24A batteries.
Battery Cabinet - Red. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to 40
Ah batteries will hold up to two 12V24A batteries.
Battery Cabinet. Gray 22" X 15" X 3.75"; holds up
to two 12V17A batteries.

Battery Cabinet. Red 22" X 15" X 3.75"; holds up
to two 12V17A batteries.

Blank Panel for 19" Enclosure, 1 panel space -
1.75" x 19"

Blank Panel for 19" Enclosure, 2 panel spaces -
3.5"x 19"

Blank Panel for 19" Enclosure, 3 panel spaces -
5.25" x 19"

Blank Panel for 19" Rack /w 2.5 FP spaces, 6
panel spaces - 10.5" x 19"

Blank Panel. One per unused slot in Annunciator
cabinets

10 Amp Booster Power Supply

Power Supply, 10A, 120Vac, Red

757.80

682.10

340.30

72.20

292.90

448.00

1487.20

24.00

223.00

223.00

175.30

175.30

223.00

223.00

223.00

169.10

169.10

48.30

53.00

66.70

89.70

24.20

676.50
676.50
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Notification Appliances

Notification Appliances
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EST3
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Replacements/Discontinued
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iO Series

EST3

iO Series
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Replacements/Discontinued
Replacements/Discontinued
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EST3
Replacements/Discontinued

Notification Appliances
ReadySET




y A “?a

s

£ A
g o :
51 A
N ,¢
"‘m_{nso e

BPS10A-6

BPS6A
BPS6A
BPS6A-6

BPSEQ

C-5395B
C-5395BL
C-5395G
C-5395W
CAB6B

CAB6BEQ
C-DTS

CF135-2
CF200-2

CLA-PS10
C-LED

CM10900

CM10902
CM10905
CM10906
CM10908
CM10913

CM10914

CM10919
CM10922

CM10923

CM10933

CM10941

CM10943

CM10944

Package of Six BPS10A Booster Power Supplies.
120V - 10 Amp 24Vdc output to four 3 Amp
Notification Appliance Circuits. Order UL listed
End-of-Line resistors (EOL-15 series one required
per supervised circuit used), and battery
separately.

6.5 Amp Booster Power Supply

Power Supply, 6.5A, 120Vac, Red

Package of Six BPS6A Booster Power Supplies.
120V - 6.5 Amp 24Vdc output to four 3 Amp
Notification Appliance Circuits. Order UL listed
End-of-Line resistors (EOL-15 series one required
per supervised circuit used), and battery
separately.

BPS - Seismic Battery hold down for BPS6 or
BPS10 series Booster Power supplies.

Beige Cover for CR-5395

Black Cover for CR-5395

Gray Cover for CR-5395

White Cover for CR-5395

Backbox, black

Seismic hardening kit for CAB6B

Remote LED/Test Station. Provides the 6260A-
CU duct smoke detector with remote LED alarm
indicator, key operated test switch and 2 keys. 1-
gang SS faceplate can be remote or mounted
direct on duct housing.

Heat Detector, 135F Fixed Temperature

Heat Detector, 200F Fixed Temperature

4 circuit Class A Adapter, PS10 NAC's

Custom LED Option. Price per LED. Green or
Amber may be specified for SLU-16, SWU-8,
SHO-4 or SWU-8/3.

o I'D x 10 OD x 1lmgPipeen
Red; Preprint ed AfpDaingNo t
Smoke Detection Pipeo
3/4" ABS to 22mm Copper Tube Adapter

3/4" Red ABS 45° Elbow

3/4" Red ABS Sweeping 90° Elbow

3/4" Red ABS Straight Coupling

Bulkhead style detachable sampling point.

Used for sampling within cabinets and enclosures

Press Fit Calibrated Sampling Point (white)
Intended to be press fittedi nt o 3/ 80 ¢
tubing

Patress style detachable Sampling Point
End-of-line Sampling Point Adaptor - ABS

3/ 4" to 3/80 quick conn

In-line Sampling Point Adaptor - ABS
3/ 4" to 3/80 quick conn

3/ 40 Sample Point Repai
Used for repairing incorrectly placed or drilled
holes in IJ0 sampling pi
5-Point Manifold

3/4"end-ofl i ne to five 3/r80
sampling points.

Sampling Point Assembly

Detachable remote sampling point

Right Angle Patress style detachable Sampling

3831.40

574.30
574.30
3218.20

195.90

62.98
62.98
62.98
142.04
300.00
175.30
38.00

55.60

55.60

120.00
547.70

16.00

30.00
5.00
11.00
3.00
23.00

12.00

29.00
22.00

22.00

2.00

90.00

36.00

32.00
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Notification Appliances
ReadySET
Notification Appliances

Notification Appliances
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Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
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Replacements/Discontinued
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Devices
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Devices
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Replacements/Discontinued

ReadySET

ReadySET
ReadySET
ReadySET
ReadySET
ReadySET

ReadySET

ReadySET
ReadySET

ReadySET

ReadySET

ReadySET

ReadySET
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CM10954
CM10960

CM10963-250
C-PST

CR135-2

CR200-2

CR-5355

CR-5365

CR-5395

CR-6005

CRB4U-1
CRC
CRCRL
CRCSND
CRCXF
CRCXM
CRT400
CS405-7A-T

CS405-8A-T

CSB4U-1
CSBU-1

CSBU-3

CT™M

CT™M

C-TRIM

C-TRIM

CV10905

CV10906

CV10908

CV10909

CV10915

CVv10927

Point

3/4" Red ABS Pipe Clip

Sampling Point Identification Decals

Roll of 100 self adhesive sample point labels;
Placement aids identification by service personnel

250ft roll of 1/4 x 3/8 capillary sample tube.
Smoke Detector Picker/Sensitivity Test Tool - for
EC/MC/SC series detector. Use for unlatching
and removing detectors from bases and for
sensitivity testing of smoke detectors.

Heat Detector, 135F ROR/Fixed Temperature

Heat Detector, 200F ROR/Fixed Temperature

EST Brand Proximity Reader - Wall mount -
Charcoal Gray

EST Brand Proximity Reader - Mullion Mount -
Charcoal Gray

EST Brand Proximity Reader - Wall mount -
Charcoal Gray

EST Brand Proximity Reader - Mullion Mount -
Charcoal Gray

Detector base w/relay - 4" sq. mount (UL)
Card Reader Controller

Card Reader Controller accessory relay

CRC Sounder

CRC 120V / 16.5V Transformer

Card Reader Controller with extended memory
Cover removal tool

15/75 cd Synchronized Strobe, 24 Vdc, Red -
Outdoor Listed

110 cd Synchronized Strobe, 24 Vdc, Red -
Outdoor Listed

Standard Detector Base w/terminals for 4" sq box.
Standard Detector Base with Terminals. Use for
mounting/wiring smoke detectors.

Standard Detector Base with Resistor. Use for
connection to non-current limited panels.

City Tie Interface (requires one NAC circuit),
mounts in 4" electrical box

City Tie Module. Mounts in 2-gang electric box.
Provides connection to a local energy fire alarm
box.

Surface Trim Ring - for covering 4" square box
when mounting smoke/heat detectors

Surface Trim Ring - for covering 4" square box
when mounting smoke/heat detectors

3/4" CPVC 45° socket elbow

Bag of 20

3/4" CPVC 90° socket elbow

Bag of 30

o CPVC Straight Coupli
Bag of 25

o CPVC socket TEE fitt
Bag of 20

IJ0 C P Wcket wion

Bag of 10

o CPVC socket end cap

Bag of 25

2.00
31.00

235.00
606.53

55.60

55.60

655.22

505.13

507.00

294.40

116.60
1009.80
98.49
62.98
47.00
1477.18
16.70
83.40

83.40

17.60
17.60

26.40

157.00

157.00

17.60

17.60

71.00

53.00

46.00

56.00

55.00

32.00
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iO Series
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Replacements/Discontinued
ReadySET
ReadySET
ReadySET
ReadySET

ReadySET

ReadySET
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SRR

CVv10931

CVv10934

CV10935
CV10936

CVv10937
CV10961

CV11900

D16L-iO0-1
D16L-i0-2

DB9/RJ11

DLD

EAEC
EC-100R

EC10U-3

EC20FTU-3

EC20RRU-3
EC30DU-3

EC30U-3
EC5000R
EC-50R

EC-LED

EC-LLT

ENCD-1
ENCD-12
ENCD-12-R

ENCD-1-R

ENCD-5
ENCD-5-R

EOL-10

One-Hole Wrap-Strap for CPVC and ABS Pipe
Securely supports WNo sa
w/ electro-zinc plated finish; Includes 1 hex-head
screw for 1 hole; Bag of 100

2 hole strap for % in CPVC pipe. Flared edges

and Electro Zinc plated for CPVC. Box of 100

Reducer Bushing-CPVC; Bag of 25. Use with P/N
CV10937 to connect Capillary Sampling Tube to
sampling pipe

Stand-off 2 hole strap for ¥ in CPVC pipe.
Position pipe 1 Y2 off surface. Comply with NFPA
13. Box of 100

Quick Connect Fitting; Bag of 25.

Pipe Decals For labeling sample pipe; Bag of
100.

o I'D x 1060 OD x 15" 1l en
Orange; UL 1887 Listed;
Disturbi Aspirating Smoke De
Boxed set of 14 pcs totals 210 feet.

16 Zone LED annunciator, 2 led's per zone,
customizable insert labels, left side mounting,
zones 1-16

16 Zone LED annunciator, 2 led's per zone,
customizable insert labels, right side mounting,
zones 17-32, requires D16L-iO-1

Assy RS232/RJ11 DB9 connector. Replaces P/N
350215

Dual Line Dialer, supports 4/2 & Contact ID,
requires 1 option space.

Emergency Audio Evacuation Controller, board
only, for replacing controller in 3X-PMI

Reflective Beam Detector (160-330ft)

Smoke Detector - lonization type. Requires a
Minimum of a CSBU-1 base.

Heat Detector - 135 deg F fixed temperature type.
Requires a Minimum of a CSBU-1 Base.

Heat Detector - 135 deg F rate-of-rise/rate
compensation type. Requires a Minimum of a
CSBU-1 Base

Photoelectric Duct Detector. For use only with
6260A-CU Duct Detector Housing. Order detector
mounting/wiring base separately.

Smoke Detector - Photoelectric type. Requires a
Minimum of a CSBU-1 base.

Self Adjusting Reflective Beam Detector (160-
330ft)

Reflective Beam Detector (15-160ft)

Remote LED Alarm Indicator, 1-gang plastic plate
- for remote indication of smoke detector alarm

Remote Test Station - for EC-50R/-100R
Reflective Beam Detectors

QS Replacement Door, 1 option card enclosure
QS Replacement Door, 12 option card enclosure
QS Replacement Door, Red, 12 option card
enclosure

QS Replacement Door, Red, 1 option card
enclosure

QS Replacement Door, 5 option card enclosure
QS Replacement Door, Red, 5 option card
enclosure

End of Line Resistor - 10K Ohm

169.00

185.00

162.00

305.00

210.00
127.00

352.00

206.20

103.10

91.30

306.68

900.00

1545.40

105.60

74.80

74.80

112.20

94.60

1546.50

1307.60

30.80

297.30

161.26
247.29
247.29

161.26

193.61
193.61

10.50
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IR
EOL-100
EOL-120
EOL-120L
EOL-120L
EOL-15
EOL15KP4
EOL-2.2
EOL-3

EOL3.6-1.1
EOL3.6-1.1

EOL-3.9

EOL-33
EOL-4.7

EOL-47
EOL-47KL

EOL47PK7
EOL47PK7

EOL-4K7L
EOL-6.8

ESD-4WJ
ESD-CJ
ESD-CT
ESD-SJ
ESD-ST

ESTBINDER3
ESTBINDER4
EST-PC

EST-SRA1
EST-SRA4

F-10ELEC
F110
F-3ELEC
F-5ELEC
FCOM-FIB

F-DACT

FIB-SPLT
FIREKEYUSB

FIRM/CDR-3
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End of Line Resistor - 100 Ohm
End of Line Resistor - 120 Ohm

End of Line Resistor - 120 Ohm with wire leads
End of Line Resistor - 120 Ohm with wire leads
End of Line Resistor - 15K Ohm

End of Line Resistor - 15K Ohm - Pack of 4
End of Line Resistor - 2.2K Ohm

End of Line Resistor - 3K Ohm

Resistor Kit includes 1-3.6K Ohm and 1-1.1K
Ohm

Resistor Kit includes 1-3.6K Ohm and 1-1.1K
Ohm

End of Line Resistor - 3.9K Ohm
End of Line Resistor - 33K Ohm
End of Line Resistor - 4.7K Ohm
End of Line Resistor - 47K Ohm
End of Line Resistor - 47K with wire leads

End of Line Resistor - 4.7k Ohm - Pack of 7
End of Line Resistor - 4.7k Ohm - Pack of 7

Supervision Resistor. Use in CRC with no locks
being powered strike to maintain supervision.

End of Line Resistor - 6.8K Ohm
SuperDuct, Controller w/sensor (RJ45), 4-wire

SuperDuct, Controller (RJ45), 4-wire
SuperDuct, Controller (terminals), 4-wire
SuperDuct, Sensor (RJ45), 4-wire
SuperDuct, Sensor (terminals), 4-wire

EST Binder, 3" w/2" rings & spine labels

EST Binder, 4" w/3" rings & spine labels
Proximity Construction Card EST Brand- Molded
card similar to CR-1326 - Contains 100 cards

Remote annunciator, LCD with controls, 4" box
mount, for use on QS1 systems.

Remote Annunciator, LCD with controls, 4" box
mount, for use on QS4 systems.

FireShield Plus 10 zone replacement electronics
Retrofit Flange - for BS01F base

FireShield Plus 3 zone replacement electronics
FireShield Plus 5 zone replacement electronics
Fiber Optics Data Communications Card, dual

channel. Installs on MINI-MUX. Refer to technical

manual for distance specifications.

F-Series upload/download DACT and modem,
dual line, w/ 2X16 LCD, mounts to main
assembly, (2) 7' cords included

Fiber optic split

Fire Software CD ROM, and USB software key.
(To ensure proper configuration, please do not
place web orders for this item or any related
software options.) One required for each PC

running EST Fire software. Includes software Key

and getting started manual. Order Product
Initialization Number(PIN) letter Fire software
separately.

Firmware coder 3 rev 1.25

10.50
10.50
15.78
15.78
10.50
20.54
10.50
10.50
13.98

13.98

10.50
10.50
10.50
10.50
15.78
36.98
36.98
19.72

10.50
260.30

132.10

132.10

121.40

121.40

36.03
41.73
738.58

589.82

589.82

721.70

8.00
402.10
474.30

1159.20

268.10

1837.40

344.60

185.90

Accessories
Accessories
Accessories
EST3
Accessories
Accessories
Accessories
Accessories
Accessories

FireShield Plus

Accessories
Accessories
Accessories
Accessories
Accessories
Accessories
FireShield Plus
Replacements/Discontinued
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Devices
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Devices
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Replacements/Discontinued
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Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
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Replacements/Discontinued




IR
FIRM/SAN
FS-10DG
FS-10DR
FS-3DG

FS-3DR
FSAT2
FSAT3
FSAT4
FSB-BRKT2

FSB-PC2
FSB-PCLW

FSCDF10
FSCDF35
FSP1004G

FSP1004GD
FSP1004R
FSP1004RD
FSP302G
FSP302GD
FSP302R
FSP302RD
FSP502G
FSP502GD

FSP502R

Firmware for SAN
FireShield Plus Replacement Door, 10 zone, Gray
FireShield Plus Replacement Door, 10 zone, Red

FireShield Plus Replacement Door, 3/5 zone,
Gray
FireShield Plus Replacement Door, 3/5 zone, Red

Remote Annunciator Trim Plate - 2 Gang - White
Remote Annunciator Trim Plate - 3 Gang - White
Remote Annunciator Trim Plate - 4 Gang - White

Mounting bracket for FSB-PC2 or FSB-PCLW.
Allows FSB series to mount in an MFC-A cabinet
or on the side of an EST3 Chass7.

EST3 to BMS Communications Bridge. Mounts
on separately ordered FSB-BRKT2.

EST3 to BMS Communications Bridge.
Mounts on separately ordered FSB-BRKT2.

Dead Front cover option, 10 Zone cabinet
Dead Front cover option, 3 & 5 Zone cabinet

Conventional Fire Alarm Control Panel, 10 Class
B IDC zones, 4 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 17Ah
batteries

Conventional Fire Alarm Control Panel, 10 Class
B IDC zones, 4 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 17Ah
batteries, includes upload/download DACT
Conventional Fire Alarm Control Panel, 10 Class
B IDC zones, 4 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 17Ah
batteries

Conventional Fire Alarm Control Panel, 10 Class
B IDC zones, 4 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 17Ah
batteries, includes upload/download DACT
Conventional Fire Alarm Control Panel, 3 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 10Ah
batteries

Conventional Fire Alarm Control Panel, 3 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 10Ah
batteries, includes upload/download DACT
Conventional Fire Alarm Control Panel, 3 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 10Ah
batteries

Conventional Fire Alarm Control Panel, 3 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 10Ah
batteries, includes upload/download DACT
Conventional Fire Alarm Control Panel, 5 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 10Ah
batteries

Conventional Fire Alarm Control Panel, 5 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Gray enclosure, 120V, capacity for (2) 10Ah
batteries, includes upload/download DACT
Conventional Fire Alarm Control Panel, 5 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 10Ah
batteries

354.80
71.18
71.18
51.60

51.60
13.50
20.20
31.30
61.90

2294.00

2294.00

123.80
103.10
773.30

1031.00

773.30

1031.00

422.80

680.50

422.80

680.50

494.90

748.60

494.90
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FSP502RD

FSRA10

FSRA10C

FSRRM24
FSRRM-S11

FSRSI

FSRZI-A

FSRZI-SA

FSUIM

F-TRIM10G
F-TRIM10R
F-TRIM35G

F-TRIM35R

FW-10S

FW-
19LCDWRACK
FW-19LCDWTS
FW-1S

FW-22LCDWTS

FW-42LCDHMK1
FW-42LCDVMK1
FW-42LCDVMK2

FW-42LCDWTS

Conventional Fire Alarm Control Panel, 5 Class B
IDC zones, 2 Class B NAC's, 3.5A NAC Power,
Red enclosure, 120V, capacity for (2) 10Ah
batteries, includes upload/download DACT
Remote LED Annunciator, includes common
system indicators, 10 zone indicators, White
housing, mounts to 4" electrical box, FOR USE w/
10 zone panels only

Remote LED Annunciator, includes common
system indicators, 10 zone indicators and
common control switches, White housing, mounts
to 4" electrical box, FOR USE w/ 10 zone panels
only

Remote Relay Module, 5 Form C contacts,
jumper selectable operation, includes mounting
track

11" Snap Track Holds 2-4 RRMs. Used to Mount
FSRRMs in MFC-A or other listed enclosure.
MFC-A will hold two FSRRM-11s.

Remote System Indicator, Power, Alarm,
Supervisory, Trouble and Ground Fault LED's
with local buzzer, single gang, includes white Trim
Plate

Remote Zone Indicator, contains 5 red LED's for
alarm zone indication, jumper selectable zone
settings, single gang, includes white trim plate
Remote Zone Indicator, contains 5 bi-color LED's
(Red/Yellow) for alarm or supervisory zone
indication, jumper selectable zone settings, single
gang, includes white trim plate

Common Function Graphic Driver/Interface - 9
relays and 5 switch inputs for common system
indicators and controls

Semi Flush Trim Kit for 10 zone enclosures, Gray
Semi Flush Trim Kit for 10 zone enclosures, Red
Semi Flush Trim Kit for 3 or 5 zone enclosures,
Gray

Semi Flush Trim Kit for 3 or 5 zone enclosures,
Red

Used in conjunction with FW-1S and FW-4S to
provide a total of 15 concurrent remote client
seats .

Rack mount kit for model FW-19LCDWTS
monitor

19" LCD, 1680 X 1050, Capacitive touch screen,
USB, Customer Stand and Packaging.

Web Client Single Seat

22" 16:9 LCD, 115 Vac, 1680x1050 resolution,
capacitive touch screen, with integral speakers.
Comes with desk stand, cable set and driver disk.

42" wall mount bracket kit - single display,
horizontal

42" wall mount bracket kit - single display, vertical

42" wall mount bracket kit - dual display, vertical
42" 16:9 LCD, 115 Vac, 1920x1080 resolution,
surface acoustic wave (SAW) touch screen.
Comes cable set and driver disk. Requires
mounting bracket Kit.

748.60

350.60

391.80

111.60

38.10

67.00

67.00

72.20

204.20

55.80
55.80
44.70

44.70

1958.90

747.50
10129.7
0
433.10

8223.30

721.70

927.90

1495.00

19589.0
0
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Computer Graphic
Annunciators

Computer Graphic
Annunciators

Computer Graphic
Annunciators

Computer Graphic
Annunciators

Computer Graphic
Annunciators
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Annunciators
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Annunciators

Computer Graphic
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FW-4S

FW-CGS

FW-CGSUL

FW-DARCOM
FW-EQ

FWHDSRAIDW7
FWHD5W7
FW-IPMON1000

FW-MOD
FW-NCCA4

FW-NCCA5
FW-NIC
FW-RACKKB
FW-RACKPCUL5
FW-SP4I

FWUL5SRAIDW7

FWULSW7

FW-VIDTVC
FW-XPC1
FW-XPL1

Used in conjunction with FW-1S provides 4
additional concurrent remote client seats for a
total of 5 concurrent seats supported.

Color Graphics Software PIN letter. Allows full 6
view port display. No common control. (To ensure
proper configuration, please do not place web
orders for this item.)

Color Graphics Software PIN letter. Full 6 view
port display graphics with common controls.
Install on UL listed hardware. (To ensure proper
configuration, please do not place web orders for
this item.)

Provides connectivity for 1 to 8 Digital Alarm
Receivers

FireWorks Monitor USB and Power Cable Earth
Quake tie down Kit for UL4 computers

Replacement hard drive (blank) for
FWUL5SRAIDW?7 computer. Does not include OS
or other software. ULI/ULC Listed.

Replacement hard drive (blank) for FWUL5W7
computer. Does not include OS or other
software. ULI/ULC Listed.

IP Monitoring for 1000 connections to iO series
panels. Requires companion software option FW-
DARCOM.

Modem for UL 864 systems - 56Kbaud V.90
Ethernet cable conduit connector assembly for
UL4 computer

Network conduit adapter. Use with FW-NIC
provides connection for Ethernet cable conduit.

UL/ULC Listed Ethernet 100Base-TX Network
Interface Card.

Keyboard Rack mount kit - Black - 2 EIA panel
spaces required

Computer Rack mount kit - 4 EIA panel spaces
required, comes with slides and rack handles.

Serial Port for UL/ULC listed FW4UL4
workstations provides four additional serial ports

FireWorks workstation Intel (r) Dual Core 3.0 GHz
processor comes with Windows 7 Ultimate 64-bit
0S, DVR-RW, 4 Gig RAM memory, Two 500 Gig
Hard drives configured for RAID 1 (mirroring)
operation, on board sound card, on board video,
8 USB ports, auto-ranging 120/220Vac 50/60 Hz
power supply. **Order serial interface card (FW-
SP4l) or network interface card (FW-NIC),
monitor, mounting hardware, Fireworks
Application software and other optional cards
separately. ULI/ULC Listed.

FireWorks workstation Intel (r) Dual Core 3.0 GHz
processor comes with Windows 7 Ultimate 64-bit
OS, DVR-RW, 4 Gig RAM memory, 500 Gig Hard
drive, on board sound card, on board video, 8
USB ports, auto-ranging 120/220Vac 50/60 Hz
power supply. **Order serial interface card (FW-
SP4l) or network interface card (FW-NIC),
monitor, mounting hardware, Fireworks
Application software and other optional cards
separately. ULI/ULC Listed.

Win TV Card

RS-232 extender - PC mounting
RS-232 extender - Panel mounting

1082.60

2756.40

6890.90

1732.10

78.40

1600.00

1200.00

927.90

689.26
139.63

113.50

1391.90

1033.80

464.00

1579.10

16057.5
5

13762.5
6

1717.50
1654.20
1033.80
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F-XTR120

G1-C

G1-CVM
G1F-C
G1F-CVM
G1F-HD
G1F-HDV1575
G1F-HDVM
G1F-P

G1F-V1575
G1F-VM
G1-HD
G1-HDVM

G1iM
G1M-RM
G1M-RM
G1-P

G1R-C
G1R-CVM
G1RF-C
G1RF-CVM

G1RF-HD
G1RF-HDV1575

G1RF-HDVM
G1RF-P

G1RF-V1575
G1RF-VM
G1R-HD
G1R-HDVM
G1R-P

G1RT
G1RT-FIRE

G1R-VM
G1T
G1T-FIRE

G1-VM
G1WA-HDVMA

G1WA-VMA
G1WA-VMC

NAC Power Expansion Transformer, 120v,
increases 10 zone FACP NAC power to 7.0 amps

Chime, steady or temporal, hi/lo dB output - 24V,
White

Multi-cd chime-strobe, steady or temporal, hi/lo
dB - 24V, White

Chime, steady or temporal, hi/lo dB output, FIRE
markings - 24V, White

Multi-cd chime-strobe, steady or temporal, hi/lo
dB, FIRE markings - 24V, White

Temporal horn, hi/lo dB output - 24V, White
w/FIRE

Temporal Horn, 84.4 or 79.4 dBA, 15/75 cd
Strobe, White, "FIRE"

Multi-cd temporal horn-strobe, hi/lo dB - 24V,
White w/FIRE

Horn (steady tone) - 24V, White w/FIRE (Not
compatible with Signal Master)

Wall Strobe, 15/75 cd, White, /w FIRE

Multi-cd strobe - 24V, White w/FIRE

Temporal horn, hi/lo dB output - 24V, White
Multi-cd temporal horn-strobe, hi/lo dB - 24V,
White

Genesis Signal Master - Snap-on (piggyback).
Genesis Signal Master - Remote Mount.
Genesis Signal Master - Remote Mount.

Horn (steady tone) - 24V, White. (Not compatible
with Signal Master)

Chime, steady or temporal, hi/lo dB output - 24V,
Red

Multi-cd chime-strobe, steady or temporal, hi/lo
dB - 24V, Red

Chime, steady or temporal, hi/lo dB output, FIRE
markings - 24V, Red

Multi-cd chime-strobe, steady or temporal, hi/lo
dB, FIRE markings - 24V, Red

Temporal horn, hi/lo dB output - 24V, Red w/FIRE
Temporal Horn, 84.4 or 79.4 dBA, 15/75 cd
Strobe, Red, "FIRE"

Multi-cd temporal horn-strobe, hi/lo dB - 24V, Red
w/FIRE

Horn (steady tone) - 24V, Red w/FIRE (Not
compatible with Signal Master)

Wall Strobe, 15/75 cd, Red, /w FIRE

Multi-cd strobe - 24V, Red w/FIRE

Temporal horn, hi/lo dB output - 24V, Red
Multi-cd temporal horn-strobe, hi/lo dB - 24V, Red
Horn (steady tone) - 24V, Red. (Not compatible
with Signal Master)

Genesis 1-gang to 4" Trim, Red

Genesis 1-gang to 4" Trim, Red, with FIRE
marking.

Multi-cd strobe - 24V, Red

Genesis 1-gang to 4" Trim, White.

Genesis 1-gang to 4" Trim, White, with FIRE
marking.

Multi-cd strobe - 24V, White

G1 Wall, Horn-strobe, White Housing, Alert
Markings, Amber Lens

G1 Wall, Strobe, White Housing, Alert Markings,
Amber Lens

G1 Wall, Strobe, White Housing, Alert Markings,

98.20

70.80

146.20

70.80

146.20

34.90

102.49

73.00

17.90

78.07
55.60
34.90
73.00

61.40
61.40
61.40
17.90

70.80

146.20

70.80

146.20

34.90
102.49

73.00

17.90

78.07
55.60
34.90
73.00
17.90

6.90
6.90

55.60
6.90
6.90

55.60
77.42

60.20

55.60
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Notification Appliances

Notification Appliances
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Notification Appliances
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Notification Appliances
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Mass Notification System

Mass Notification System
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G1WN-VMA

G1WN-VMC

GIWT-ALERT
G4B

G4ERA-A

G4ERB
G4ERF-C

G4ERN-A
G4ERN-C
G4EWA-A

G4EWB
G4EWF-C

G4EWN-A

G4EWN-C
G4F-S2
G4F-S2V1575
G4F-S2VM

G4F-S7
G4F-S7V1575

G4F-S7VM

G4RB
G4RF-S2

G4RF-S2V1575

G4RF-S2VM

G4RF-S7

G4RF-S7V1575

G4RF-S7VM

G4R-S2
G4R-S2VM
G4R-S7
G4R-S7VM
G4-S2
G4-S2VM
G4-S7
G4-S7VM

G4WA-S2

G4WA-S2VMA

G4WA-S2VMC

G4WA-S7

G4WA-S7TVMA

G4WA-S7VMC

Clear Lens

G1 Wall, Strobe, White Housing, No Markings,
Amber Lens

G1 Wall, Strobe, White Housing, No Markings,
Clear Lens

G1 Wall, White Trim Ring, Alert Marking
Surface Box, White - for Genesis Speaker
Strobe Expander, Red, ALERT markings, Amber
Lens

G4 Dual-Strobe Format Surface Box, Red
Strobe Expander, Red, FIRE markings, Clear
Lens

Strobe Expander, Red, no markings, Amber Lens
Strobe Expander, Red, no markings, Clear Lens
Strobe Expander, White, ALERT markings,
Amber Lens

G4 Dual-Strobe Format Surface Box, White
Strobe Expander, White, FIRE markings, Clear
Lens

Strobe Expander, White, no markings, Amber
Lens

Strobe Expander, White, no markings, Clear Lens
Speaker (25V), multi-tap, White w/FIRE

25V Speaker, White, FIRE, Strobe 15/75 cd
Speaker-strobe (25V), multi-tap, multi-cd, White
wW/FIRE

Speaker (70V), multi-tap, White w/FIRE

70V Speaker, White, running man, FIRE, Strobe
15/75 cd

Speaker-strobe (70V), multi-tap, multi-cd, White
wW/FIRE

Surface Box, Red - for Genesis Speaker
Speaker (25V), multi-tap, Red w/FIRE

25V Speaker, Red, FIRE, Strobe 15/75 cd
Speaker-strobe (25V), multi-tap, multi-cd, Red
wW/FIRE

Speaker (70V), multi-tap, Red w/FIRE

70V Speaker, Red, running man, FIRE, Strobe
15/75 cd

Speaker-strobe (70V), multi-tap, multi-cd, Red
wW/FIRE

Speaker (25V), multi-tap, Red

Speaker-strobe (25V), multi-tap, multi-cd, Red
Speaker (70V), multi-tap, Red

Speaker-strobe (70V), multi-tap, multi-cd, Red
Speaker (25V), multi-tap, White

Speaker-strobe (25V), multi-tap, multi-cd, White
Speaker (70V), multi-tap, White

Speaker-strobe (70V), multi-tap, multi-cd, White
G4 Wall, 25 V Speaker only, White Housing, Alert
Markings, no strobe

G4 Wall, 25 V Speaker with Strobe, White
Housing, Alert Markings, Amber Lens

G4 Wall, 25 V Speaker with Strobe, White
Housing, Alert Markings, Clear Lens

G4 Wall, 70 V Speaker only, White Housing, Alert
Markings, no strobe

G4 Wall, 70 V Speaker with Strobe, White
Housing, Alert Markings, Amber Lens

G4 Wall, 70 V Speaker with Strobe, White
Housing, Alert Markings, Clear Lens

60.20

55.60

6.90
13.90
71.50

19.20
71.50

71.50
71.50
71.50

19.20
71.50

71.50

71.50
33.40
140.67
90.20

33.40
140.67

90.20

13.90
33.40
140.67
90.20

33.40
140.67

90.20

33.40
90.20
33.40
90.20
33.40
90.20
33.40
90.20
33.40

90.20

90.20

33.40

94.80

94.80
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G4WN-S2

G4WN-S2VMA

G4WN-S2vVMC

G4WN-S7

G4WN-S7VMA

G4WN-S7VMC
GCF-HDVM

GCF-HDVMH

GCFR-HDVM

GCFR-S7
GCFR-S7VM

GCFR-VM

GCF-S2

GCF-S2VM

GCF-S2VMH

GCF-S7

GCF-S7VM

GCF-S7VMH

GCF-VM

GCF-VMH

GC-HDVM

GC-HDVMH

GClI

GClI

GCIX
GCIX
GC-S2

GC-S2VvM

G4 Wall, 25 V Speaker only, White Housing, No
Markings, no strobe

G4 Wall, 25 V Speaker with Strobe, White
Housing, No Markings, Amber Lens

G4 Wall, 25 V Speaker with Strobe, White
Housing, No Markings, Clear Lens

G4 Wall, 70 V Speaker only, White Housing, No
Markings, no strobe

G4 Wall, 70 V Speaker with Strobe, White
Housing, No Markings, Amber Lens

G4 Wall, 70 V Speaker with Strobe, White
Housing, No Markings, Clear Lens

Ceiling mount horn-strobe, multi-cd
(15/30/75/95cd), temporal hi/lo dB output, 24V -
White w/FIRE

Ceiling mount horn-strobe, multi-cd (95-177cd),
temporal hi/lo dB output, 24V - White w/FIRE

Temporal Horn-Strobe, running man, Red, FIRE,
15, 30, 75, 95 cd

70V Speaker, Red, FIRE

70V Speaker, Red, FIRE, Strobe 15, 30, 75, 95
cd

Genesis Ceiling Strobe - 15-95 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker - 25V, FIRE marking,
mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 25V, 15-95
multi-cd, FIRE marking, mounts to 4" square x 2-
1/8" box

Genesis Ceiling Speaker-strobe - 25V, 95-177
multi-cd, FIRE marking, mounts to 4" square x 2-
1/8" box

Genesis Ceiling Speaker - 70V, FIRE marking,
mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 15-95
multi-cd, FIRE marking, mounts to 4" square x 2-
1/8" box

Genesis Ceiling Speaker-strobe - 70V, 95-177
multi-cd, FIRE marking, mounts to 4" square x 2-
1/8" box

Genesis Ceiling Strobe - 15-95 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Strobe - 95-177 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Ceiling mount horn-strobe, multi-cd
(15/30/75/95¢d), temporal hi/lo dB output, 24V -
White

Ceiling mount horn-strobe, multi-cd (95-177cd),
temporal hi/lo dB output, 24V - White

Remote Graphic Annunciator Interface, 11
outputs for common system indicators, 32 outputs
for zones, 5 inputs for common system switches,
includes snap mounting track

Remote Graphic Annunciator Interface, 11
outputs for common system indicators, 32 outputs
for zones, 5 inputs for common system switches,
includes snap mounting track

Remote Graphic driver expander

Remote Graphic driver expander

Genesis Ceiling Speaker - 25V, mounts to 4"
square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 25V, 15-95
multi-cd, mounts to 4" square x 2-1/8" box

33.40

90.20

90.20

33.40

94.80

94.80

80.50

92.00

80.50

35.70
90.20

60.10

35.70

90.20

101.70

35.70

90.20

101.70

60.10

71.90

80.50

92.00

422.80

422.80

283.60
283.60
35.70

90.20
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GC-S2VMH

GC-S7

GC-S7VM
GC-S7VMH

GC-VM

GC-VMH
GCWA-S2
GCWA-S2VMA
GCWA-S2vVMC
GCWA-S2VMHA

GCWA-S2VMHC

GCWA-S7
GCWA-S7VMA
GCWA-S7VMC
GCWA-S7VMHA

GCWA-S7VMHC
GCWA-VMA
GCWA-VMC
GCWA-VMHA
GCWA-VMHC

GCWN-S2
GCWN-S2VMA
GCWN-S2vMC
GCWN-S2VMHA

GCWN-S2VMHC

GCWN-S7

GCWN-S7VMA

Genesis Ceiling Speaker-strobe - 25V, 95-177
multi-cd, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker - 70V, mounts to 4"
square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 15-95
multi-cd, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 95-177
multi-cd, mounts to 4" square x 2-1/8" box

Genesis Ceiling Strobe - 15-95 multi-cd, mounts
to 4" square x 2-1/8" box

Genesis Ceiling Strobe - 95-177 multi-cd, mounts
to 4" square x 2-1/8" box

GC Ceiling, 25 V Speaker, White Housing, Alert
Markings

GC Ceiling, 25 V Speaker with Standard Range
Strobe, White Housing, Alert Markings, Amber
Lens

GC Ceiling, 25 V Speaker with Standard Range
Strobe, White Housing, Alert Markings, Clear
Lens

GC Ceilling, 25 V Speaker with High Range
Strobe, White Housing, Alert Markings, Amber
Lens

GC Ceiling, 25 V Speaker with High Range
Strobe, White Housing, Alert Markings, Clear
Lens

GC Ceilling, 70 V Speaker, White Housing, Alert
Markings

GC Ceiling, 70 V Speaker with Standard Range
Strobe, White Housing, Alert Markings, Amber
Lens

GC Ceiling, 70 V Speaker with Standard Range
Strobe, White Housing, Alert Markings, Clear
Lens

GC Celiling, 70 V Speaker with High Range
Strobe, White Housing, Alert Markings, Amber
Lens

GC Ceiling, 70 V Speaker with High Range
Strobe, White Housing, Alert Markings, Clear
Lens

GC Ceiling, Standard Range Strobe, White
Housing, Alert Markings, Amber Lens

GC Ceiling, Standard Range Strobe, White
Housing, Alert Markings, Clear Lens

GC Ceiling, High Range Strobe, White Housing,
Alert Markings, Amber Lens

GC Ceiling, High Range Strobe, White Housing,
Alert Markings, Clear Lens

GC Ceiling, 25 V Speaker, White Housing, No
Markings

GC Ceiling, 25 V Speaker with Standard Range
Strobe, White Housing, No Markings, Amber Lens
GC Ceiling, 25 V Speaker with Standard Range
Strobe, White Housing, No Markings, Clear Lens
GC Celiling, 25 V Speaker with High Range
Strobe, White Housing, No Markings, Amber Lens
GC Celiling, 25 V Speaker with High Range
Strobe, White Housing, No Markings, Clear Lens
GC Ceiling, 70 V Speaker, White Housing, No
Markings

GC Ceiling, 70 V Speaker with Standard Range
Strobe, White Housing, No Markings, Amber Lens

101.70

35.70

90.20

101.70

60.10

71.90

35.70

90.20

90.20

101.70

101.70

35.70

90.20

90.20

101.70

101.70

60.10

60.10

71.90

71.90

35.70

90.20

90.20

101.70

101.70

35.70

90.20
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GCWN-S7vVMC
GCWN-S7VMHA

GCWN-S7VMHC
GCWN-VMA
GCWN-VMC
GCWN-VMHA

GCWN-VMHC
GFD

GFD

HPSA15G2570
HPSA15R2570
i0500G

iO500GD

iO500R

iO500RD

i064G

i064GD

i0O64R

i0O64RD

iObldgdemo

i0O-CU

GC Ceiling, 70 V Speaker with Standard Range
Strobe, White Housing, No Markings, Clear Lens

GC Ceiling, 70 V Speaker with High Range
Strobe, White Housing, No Markings, Amber Lens

GC Ceiling, 70 V Speaker with High Range
Strobe, White Housing, No Markings, Clear Lens
GC Ceiling, Standard Range Strobe, White
Housing, No Markings, Amber Lens

GC Ceiling, Standard Range Strobe, White
Housing, No Markings, Clear Lens

GC Ceiling, High Range Strobe, White Housing,
No Markings, Amber Lens

GC Ceiling, High Range Strobe, White Housing,
No Markings, Clear Lens

Ground Fault Detection Module. One required for
every two 3-NSHM1/2s.

Ground Fault Detection Module. One required for
every two 3-NSHM1/2s.

15-watt loudspeaker, Gray

15-watt loudspeaker, Red

FACP, 1 intelligent Loop supporting 125
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Gray door,
115VAC, capacity for up (2) 18a/h batteries,
English

FACP, 1 intelligent Loop supporting 125
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Gray door,
115VAC, capacity for up (2) 18a/h batteries,
includes Dual line Dialer/modem, English
FACP, 1 intelligent Loop supporting 125
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Red door,
115VAC, capacity for up (2) 18a/h batteries,
English

FACP, 1 intelligent Loop supporting 125
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Red door,
115VAC, capacity for up (2) 18a/h batteries,
includes Dual line Dialer/modem, English
FACP, 1 Loop, 64 intelligent devices max, 2 Class
B NAC's, 4.25A power supply, Gray door,
115VAC, capacity for up (2) 10a/h batteries,
English

FACP, 1 Loop, 64 intelligent devices max, 2 Class
B NAC's, 4.25A power supply, Gray door,
115VAC, capacity for up (2) 10a/h batteries,
includes Dual line Dialer/modem, English
FACP, 1 Loop, 64 intelligent devices max, 2 Class
B NAC's, 4.25A power supply, Red door,
115VAC, capacity for up (2) 10a/h batteries,
English

FACP, 1 Loop, 64 intelligent devices max, 2 Class
B NAC's, 4.25A power supply, Red door,
115VAC, capacity for up (2) 10a/h batteries,
includes Dual line Dialer/modem, English

iO series demonstration expansion kit, provides
one building application display and protective
shipping/handling container

iO and FSP control panel series programming,
diagnostics and report software. Windows 2000,
XP and Vista compatible, CD-ROM

90.20

101.70

101.70

60.10

60.10

71.90

71.90

344.60

344.60

151.60
151.60
1134.10

1288.80

1134.10

1288.80

917.60

1010.40

917.60

1010.40

2474.40

20.70
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Speakers & Firephones
Speakers & Firephones
iO Series

iO Series

iO Series

iO Series

iO Series

iO Series

iO Series

iO Series

iO Series

FireShield Plus
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iO-CU
iODemo
IOP3A
IOP3A
JALX11

KPDISP
KPDISP-CF

KPDISP-ID

LKC-1
LKC-10
LKC-4
LKC-5
LKC-6
LKC-7
LKC-8
LKC-9
LKW-1
LKW-10
LKW-1R
LKW-4
LKW-5
LKW-6
LKW-7
LKW-8
LKW-9
LSRA-232

LSRA-PROG
LSRA-RK
LSRA-SB
LTP

M500MF
M500RF
M500SF
M500XF
M501MF
MFC-A

iO series programming, diagnostics and report
software. Windows 2000, XP and Vista
compatible, CD-ROM

iO series demonstration kit, includes one iO64
Gray cabinet, one device board and protective
shipping/handling container

Isolator Module - RS232. For use with short haul
modems, VDU-3, CCA Series, CGP Series and
FCOM-232, requires 1/2 size cabinet footprint.
Isolator Module - RS232. For use with short haul
modems, VDU-3, CCA Series, CGP Series and
FCOM-232, requires 1/2 size cabinet footprint.
Explosion proof outlet body with cover (1/2"
thread hubs back, four sides and cover) - Killark
model

KeyPad and Display

Keypad Display Configuration Software CD ROM.
No Software Key required to run this software.

KeyPad Display Unique Identification Cards -
Quantity 100
FIRE - Ceiling orientation

ALERT - Ceiling Orientation

SMOKE - Ceiling orientation

HALON - Ceiling orientation

CO2 - Ceiling orientation

EMERGENCY - Ceiling orientation

ALARM - Ceiling orientation

FUEGO - Ceiling orientation

FIRE - Wall orientation

ALERT - Wall Orientation

FIRE - Wall orientation (Red with White Lettering)
SMOKE - Wall orientation

HALON - Wall orientation

CO2 - Wall orientation

EMERGENCY - Wall orientation

ALARM - Wall orientation

FUEGO - Wall orientation

Printer/Programming Port for LSRA Series.
Mounts in annunciator when local printer is
required.

Removable Programming Port for LSRA Series
Remote Enable/Disable Keyswitch

Surface Mount Box - for LSRA series

Line Transient Protector. GAS discharge tube and
transzorb assembly unit used to protect data
lines, signal lines, initiating and indicating lines
when run between buildings or in areas of high
electrical noise. Mountsin 40 squar e
box.

Intelligent Monitor Module

Relay Module - Analog

Control Module - Analog

Intelligent Isolator Module

Intelligent Mini-Monitor Module

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED .
Supports one -MP1, two -MP2, or two -MP2L
Signature module mounting plates, or one URSM,
or one -UIO2R, one -UIOG6, or one -UIO6R
Signature plug-in module motherboards, or one -
REL Signature releasing module.

20.70

3711.60

703.60

703.60

168.60

893.60
11.60

110.40

11.27

7.80
11.27
11.27
11.27
11.27
11.27
11.27

7.80

7.80
11.27
11.27
11.27
11.27
11.27
11.27
11.27
92.00

92.00
82.50
58.90
173.50

156.20
195.80
195.80
162.80
147.40
104.40
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Replacements/Discontinued
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Replacements/Discontinued
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Replacements/Discontinued
iO Series
Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued

Computer Graphic
Annunciators
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MFC-A

MFC-A
MFC-A

MFC-A

MINI-MUX
MMXVR

MMXVR

MN-ABPM
MN-BRKT1

MN-BRKT2

MN-BRKT3

MN-COM1S
MN-ECCNS3
MN-ECCNS4
MN-FVPN

MN-FVPNTS6

MN-GVAMP4
MN-GVANT1
MN-GVANT2
MN-GVBATEX
MN-GVBT1

MN-GVBTH1
MN-GVCCL1

MN-GVCMP1

MN-GVCOM1
MN-GVCON1

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED .
Supports one -MP1, two -MP2, or two -MP2L
Signature module mounting plates, or one URSM,
or one -UIO2R, one -UIOB6, or one -UIO6R
Signature plug-in module motherboards, or one -
REL Signature releasing mod

Multifunction Fire Cabinet, 8" x 14" x 3.5" - Red.

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED .
Supports one -MP1, two -MP2, or two -MP2L
Signature module mounting plates, or one URSM,
or one -UIO2R, one -UIOB6, or one -UIO6R
Signature plug-in module motherboards, or one -
REL Signature releasing module.

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED .
Supports one -MP1, two -MP2, or two -MP2L
Signature module mounting plates, or one URSM,
or one -UIO2R, one -UIOG6, or one -UIO6R
Signature plug-in module motherboards, or one -
REL Signature releasing module.

Mini-mux

Standard output MULTI MODE fiber optic
transceiver. Plugs into 3-FIBMB2 or 3-FIBMB.
Uses ST connectors.

Standard output MULTI MODE fiber optic
transceiver. Plugs into 3-FIBMB2 or 3-FIBMB.
Uses ST connectors.

Audio Bridge, panel mount - Mounts on MN-
BRKT1 or MN-BRKT3

MN-FVPN, MN-ABPM, MN-PASM2, MN-COML1S,
MN-NETRLY4 and/or MN-NETSW(1)(2) mounting
bracket for EST3 enclosures

MN-COM1S, MN-NETSW1 or MN-NETSW2
mounting bracket for MFC-A enclosures or on 3-
CHAS7

MN-FVPN, MN-COM1S and/or MN-NETSW(1)(2)
mounting bracket for APS6A power supplies

UL 864 Listed FireWorks Communications
Ethernet Port, Command & Control. Comes with
power and RS232 data cables

Electronic Control Cabinet, 24 VDC, 1200W,
120V, 1Ph, Aluminum enclosure with stand-alone
controller. No speaker head. Without batteries.
Electronic Control Cabinet, 24 VDC, 1600W,
120V, 1Ph, Aluminum enclosure with stand-alone
controller. No speaker head. Without batteries.
Voice Over Internet Protocol (VolP)
encoder/decoder, includes power and audio
cable.

Replacement 6-position terminal strip for MN-
FVPN

HPSA 400 Watt replacement amplifier

HPSA Stand-Alone Omni-directional antenna kit
HPSA Stand-Alone Directional antenna kit

HPSA Extra battery cabinet (w/o batteries)

HPSA 24v battery compliment (2 12V batteries)
HPSA Battery heating system (requires 120 VAC)

HPSA Stand-Alone Control Software package
HPSA Stand-Alone Central Controller, FSK
format

HPSA site commissioning - 2 days max 4 HPSA,
w/o travel

HPSA Replacement 24 VDC Contactor

104.40

104.40
104.40

104.40

689.13
172.40

172.40

242.40

167.60

65.78

159.70

1130.50

22872.7
3

24727.2
7

1648.20

37.20

3814.70
536.00
856.00

2430.30

1789.90
385.40

18000.0
0
19812.0
0
17217.7
0
837.20
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Mass Notification System
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Mass Notification System
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Mass Notification System
Mass Notification System
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Mass Notification System
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Mass Notification System

Mass Notification System
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HPSA Exterior Directional high-power speaker 19351.1
MN-GVDO04 array, 400 watt. 90 degree coverage. 0
MN-GVDO04SA HPSA Exterior directional high-power speaker 20333.3

array, 400 watt. 90 degree coverage. For Stand- 3

alone operation. Does not include interface or

batteries.

HPSA Exterior Directional high-power speaker 22840.7
MN-GVDO08 array, 800 watt. 180 degree coverage. 0

HPSA Exterior Directional high-power speaker 26168.4
MN-GVD12 array, 1,200 watt. 270 degree coverage. 0

HPSA Exterior Directional high-power speaker 30137.0
MN-GVD16 array, 1,600 watt. 360 degree coverage. 0

HPSA Exterior Directional high-power speaker 41566.8
MN-GVD32 array, 3,200 watt. 360 degree coverage. 0

HPSA 2nd year extended warranty 3200 watt MN- 2834.20
MN-GVD32EXW GVD series

HPSA 2nd year extended warranty 400-1600 watt 2323.50
MN-GVD416EXW MN-GVD series
MN-GVDCS1 16556.6

HPSA Stand-Alone Dry Contact System Interface 7
MN-GVDSC2 HPSA Stand-Alone short-range 6 dry contact 556.00

interface
MN-GVDTMF1 HPSA Stand-Alone DTMF Format card 3764.00
MN-GVFSK1 HPSA Stand-Alone FSK Format card 1035.56
MN-GVFT1 HPSA factory training 5155.00

HPSA Cabinet heating element (requires 120 283.60
MN-GVHTR1 VAC)

HPSA Exterior Omni directional high-power 40113.9
MN-GVMO08 speaker array, 800 watt 0

HPSA Exterior Omni directional high-power 44523.4
MN-GVM16 speaker array, 1,600 watt 0

HPSA Exterior Omni directional high-power 50287.5
MN-GVM24 speaker array, 2,400 watt 0

HPSA 2nd year extended warranty 2400-3200 4270.70
MN-GVM2432EXW  watt MN-GVM series

HPSA Exterior Omni directional high-power 59312.7
MN-GVM32 speaker array, 3,200 watt 0

HPSA 2nd year extended warranty 800-1600 watt 3205.90
MN-GVM816EXW MN-GVM series
MN-GVMSG1 HPSA Stand-Alone Remote message unit 2000.00
MN-GVOSS1 HPSA On-site standard installation (excluding 34194.9

pole, wall bracket or room mount installation), w/o 0

travel

HPSA Pole mount kit for MN-GVD Directional 1718.40
MN-GVPMD HPSA

HPSA Pole mount kit for MN-GVM Omni- 1718.40
MN-GVPMM directional HPSA
MN-GVPS25 HPSA Replacement battery charger 1546.50
MN-GVRM HPSA Stand-Alone radio interface 226.67

HPSA Roof-mount apparatus for MN-GVD 3291.00
MN-GVRMAD Directional HPSA

HPSA Roof-mount apparatus for MN-GVM Omni- 3291.00
MN-GVRMAM directional HPSA
MN-GVRS HPSA Stand-Alone two-way radio system 2822.22
MN-GVSOCPU HPSA Stand-Alone CPU 8580.00

HPSA solar charging array (under 1600 watt) with 8053.80
MN-GVSOL1 power equalizer and regulator

HPSA solar charging array (over 1600 watt) with 11842.3
MN-GVSOL2 power equalizer and regulator 0

10739.6

MN-GVSP1 HPSA 2-piece steel pole 0
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MN-GVSPTP1

MN-GVST1
MN-GVSV1
MN-GVTRVL1
MN-GVTST1

MN-GVWBD1

MN-GVWBM1
MN-GVWP1

MN-GVZINTD4
MN-HSHHPS110

MN-NETRLY4

MN-NETSW1
MN-NRBK1

MN-NRMP
MN-PASM2

MN-TK10
MPSR1-D45W-GE

MPSR1-D45WX-
GE

MPSR1-D45WX-
GE-B

MPSR1-D45WX-
GE-F

MPSR1-DHTW-GE
MPSR1-S45W-GE
MPSR1-SHTW-GE
MPSR2-D45W-GE
MPSR2-DHTW-GE
MPSR2-S45W-GE

MPSR2-S45W-GE-
NYW

MPSR2-SHTW-GE
MPSR2-SHTW-
GE-NYW
MPSRGR10

MPSRHEX

HPSA Speaker circuit transient protector (4
circuits) 2 required for any system with 5-8
amplifiers

HPSA On-site training, w/o travel

HPSA Site verification/assessment, w/o travel
Travel expenses - call for quote

HPSA Cabinet low temperature sensor

HPSA Wall-mount bracket for MN-GVD
Directional HPSA

HPSA Wall-mount bracket for MN-GVM Omni-
directional HPSA

HPSA wood pole

HPSA to EST3 Interface (hard wire). With
purchase of HPSA

HS Series Hand-held portable amplified
loudspeaker system. Comes with rechargeable
battery, 110 VAC charger, MP3 player,
Record/Play microphone, Carrying Strap,
Optimizer Software, Operations Manual
Ethernet controllable multi /O module. 4
unsupervised inputs & 4 unsupervised outputs.
Comes with one MN-NRKBL1.

UL Listed multimode fiber optic Ethernet switch.
24 Vdc. 4 RJ45 ports.

Replacement mounting bracket with end caps for
single MN-NETRLY4

Mounting plate to allow up to 2 MN-NETRLY4
modules to be mounted on a MN-BRKT1 bracket

Preamp audio supervision module. Provides
Form C dry contact for audio or module failure.
10 Position, 4 pole terminal kit for use with MN-
NETRLY4 or MN-FVPN

FA Man Stat, WP Single Action, Key Reset,
DPDT, Cat 45 Key, Term., DPDT,

FA Man Stat, XP/WP Single Action, Key Reset,
Cat 45 Key, Term., DPDT, English markings

FA Man Stat, XP/WP Single Action, Key Reset,
Cat 45 Key, Term., DPDT, English/French
markings

FA Man Stat, XP/WP Single Action, Key Reset,
Cat 45 Key, Term., DPDT, French markings

FA Man Stat, WP, Single Action, Hex Reset,
,Term., DPDT,

FA Man Stat, WP Single Action, Key Reset,
SPST, Cat 45 Key, Term., SPST,

FA Man Stat, WP Single Action,, SPST, Hex Key,
Term., SPST,

FA Man Stat, WP Double Action, Key Reset,
DPDT, Cat 45 Key, Term., DPDT,

FA Man Stat, WP, Double Action, Hex Reset,
Term., DPDT,

FA Man Stat, WP Double Action, Key Reset,
Term., SPST, Cat 45 Key

FA Man Stat, WP Double Action, Key Reset, Cat
45 Key, NYC White Stripe, Term., SPST

FA Man Stat, WP Double Action, Hex Reset,
Term., SPST,

FA Man Stat, WP Double Action, Hex Reset, NYC
White Stripe, Term., SPST,

Replacement glass rods for MPSR, 10/pack

Replacement Hex Key for MPSR stations

309.30

10653.7
0
9141.60

0.00
147.30
2732.20

2732.20

7732.50
3665.90

14153.8
5

698.50

3894.84

58.70

50.50

276.24

148.60

169.60

775.30

861.40

861.40

158.90

104.30

104.30

176.40

169.60

111.10

111.10

115.00

115.00

25.10

9.80
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MPSR-LP

MPSR-LPB

MPSR-LPF

MR101/C
MR101/T
MR104C
MR104T
MR199X13
MR199X13/C
MR199X14
MR199X14/C
MR201/C
MR201/T
MR204/C
MR204/T
MR601/S
MR601/T
MR604/T
MR608/S
MR608/T
MR701/S
MR701/T
MR704/S
MR704/T
MR708/S
MR708/T
MR801/S
MR801/T
MR804/S
MR804/T
MR808/S
MR808/T
MS-G

NT-A

OSY-2

P-024953

P-027193

P-039250

P-047546-0025

P-047701-0313380

P-047701-0313402

P-847492-0050
P-847567-0017

FA Man Stat, Dual Action level (add to MPSR1-
D45WX-GE units), English markings

FA Man Stat, Dual Action level (add to MPSR1-
D45WX-GE units), English/French markings

FA Man Stat, Dual Action level (add to MPSR1-
D45WX-GE units), French markings

Single SPDT with LED in Metal Enclosure

Single SPDT with LED Track Mounting
4-Position SPDT with LED in Metal Enclosure
4-Position SPDT with LED Track Mounting
DPDT, 24 Vdc, Relay Only

DPDT, 24 Vdc, Relay Mounted in Enclosure
DPDT, 120 Vac, Relay Only

DPDT, 120 Vac, Relay Mounted in Enclosure
DPDT Relay /w LED & Metal Enclosure

Single SPDT with LED Track Mounting
4-Position SPDT with LED in Metal Enclosure
4-Position SPDT with LED Track Mounting

One SPDT with LED Switch Mounting Spacers
One SPDT with LED Switch & Mounting Track
4-Pos. SPDT with LED Switch & Mounting Track
8-Pos. SPDT with LED Switch Mounting Spacers
8-Pos. SPDT with LED Switch & Mounting Track
Single SPDT with LED & Mounting Spacers
Single SPDT with LED track Mounting Hardware
4-Pos. SPDT with LED & Mounting Spacers
4-Pos. SPDT with LED Track Mounting Hardware
8-Position SPDT with LED & Mounting Spacers
8-Pos. SPDT with LED Track Mounting Hardware
Single SPDT with LED & Mounting Spacers
Single SPDT with LED Track Mounting Hardware
4-Position SPDT with LED & Mounting Spacers
4-Pos. SPDT with LED Track Mounting Hardware
8-Position SPDT with LED & Mounting Spacers
8-Pos. SPDT with LED Track Mounting Hardware
Guard Patrol Station - Key operated, brushed
aluminum finish, "PATROL" markings

Class A RS-485 Remote Annunciation Card,
includes QS-232. Requires 1 option space.

Detector, Gate Valve - Metal, Red

Key - for Presignal Manual Pull Stations
Surface Box, Cast

Surface Box

Smoke Detector Test Spray (Aerosol Canister).
Use with 6258 installation/test tool.

405 Strobe Adapter Plate - White, adapts strobe
to BDF

405 Strobe Adapter Plate - Red, adapts strobe to
BDF

Detector Test Magnet

Smoke Detector Tester (Plastic Test Chamber
Only)

32.50

36.10

36.10

32.30
20.20
114.90
74.70
45.50
92.00
45.50
92.00
37.40
25.40
136.20
96.60
20.20
20.20
77.70
152.30
152.30
16.20
16.20
58.70
58.70
106.90
106.90
16.20
16.20
58.70
58.70
106.90
106.90
113.80

184.04

103.60

4.30

46.60

25.90

34.90

8.46

8.46

63.00
12.70
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Replacements/Discontinued
Replacements/Discontinued
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PAM1
PC-1326

PC-1386
PC-1386B

PCCA
PCCA5
PCWD3
PDX
PIBV2

PK-1346
PP46137-0067

PP46152-3573

PP46152-3574

PP46152-3575

PP46292-0200

PROGCABLE-1

PS10-4B
PT-1391
PT-1S

PT-1S
PT-1S
PT-1S
QS1-1-G-1

QS1-1-R-1

QS1-CPU-1
QS-1-VR
QS-1-VR-R

QS-232

QS-2-VR
QS-2-VR-R

QS4-12-G-1

QS4-12-R-1

Single SPDT with LED (Adhesive Tape Mounting)
Proximity Card Molded card EST Brand -
Contains 100 cards

Proximity Cards ISO EST brand - Contains 200
cards

Proximity Cards ISO No EST Brand - Contains
200 cards

PC AC Power Conduit Adapter

AC cable conduit Adapter for UL5

PC watch-dog card for UL5 computers.

Driver Mounting Extrusion

Detector, Post Indicator Butterfly Valve - Metal,
Red

Proximity Key Fob - Contains 50 Key Fobs

Replacement Break Glass insert for 6831-1 and
6831-3 frontplates

EST2 retrofit of Edwards 6500 panel. Metal work
to mount one EST2 in a 24"w x 36"h x 6"d
Edwards 6500 cabinet. Use with 2-WB box.
EST2 retrofit of Edwards 6500 panel. Metal work
to mount one EST2 in a 24"w x 48"h x 6"d
Edwards 6500 cabinet. Use with 2-WB box.
EST2 retrofit of Edwards 6500 panel. Metal work
to mount one EST2 in a 24"w x 72"h x 6"d
Edwards 6500 cabinet. Use with 2-WB box.
Surface Box - for 1534-1

Programming Cable for QuickStart series.
Connects PC to Bar code scanner port.

Power Supply, Replacement
Proximity Tags - Contains 50 Tags

System Printer - Desk Top Style. Serial port
connection

System Printer - Desk Top Style. Serial port
connection

System Printer - Desk Top Style. Serial port
connection

System Printer - Desk Top Style

1 Loop System w/CPU, PS, 1 SLIC card, 1 option
Gray surface mount enclosure, 115VAC Xformer,
English.

1 Loop System w/CPU, PS, 1 SLIC card, 1 option
Red surface mount enclosure, 115VAC Xformer,
English.

Conventional System CPU/Display, 1 annunciator
option, NA English

Key locked outer door for 1 option enclosure,
Gray.

Key locked outer door for 1 option enclosure,
Red.

UART Card, plugs into CPU. Required for
annunciator printer support when wired Class A or
when programming annunciator using Config.
Utility.

Key locked outer door for 5 and 12 option
enclosures, Gray.

Key locked outer door for 5 and 12 option
enclosures, Red.

Multi Loop System w/CPU, PS, 12 option Gray
surface mount enclosure, 115VAC Xformer,
English. Requires QS-Cablel12 for row 2 modules.
Multi Loop System w/CPU, PS, 12 option Red
surface mount enclosure, 115VAC Xformer,

21.90
738.58

2996.20

2996.20

86.25
128.90
845.50

60.18
103.60

894.29
30.46

618.60

721.70

824.80

26.00

24.64

1500.00
484.31
1148.50

1148.50

1148.50

1148.50

1826.00

1826.00

1304.60

124.86

124.86

61.38

161.16

161.16

1632.40

1632.40
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QS4-5-G-1
QS4-5-R-1

QS4-CPU-1

QS4-CPU-2

QSA-1-F

QSA-1-F-VR

QSA-1-S

QSA-1-S-VR

QSA-2-F

QSA-2-F-VR

QSA-2-S

QSA-2-S-VR

QSC-12-G-1
QSC-12-R-1
QSC-5-G-1
QSC-5-R-1

QS-CABLE12
QSCBL-3

QSC-CPU-1
QSC-CPU-2

QS-CU

QS-FUSE
QS-SCAN
QS-XFMR-1
RA400Z
RACCDR
RACCR

English. Requires QS-Cablel2 for row 2 modules.

Multi Loop System w/CPU, PS, 5 option Gray
surface mount enclosure, 115VAC Xformer,
English.

Multi Loop System w/CPU, PS, 5 option Red
surface mount enclosure, 115VAC Xformer,
English.

Multi Loop System CPU/Display, 1 annunciator
option, NA English.

Multi Loop Remote Annunciator CPU/Display, 2
annunciator option, English, w/RAl interface.

Annunciator Cabinet, Gray flush mount, 30 zone,
W/RAI assy.

Annunciator Cabinet, Gray flush mount, 30 zone,
W/RAI assy, key locked outer door.

Annunciator Cabinet, Gray surface mount, 30
zone, W/RAI assy.

Annunciator Cabinet, Gray surface mount, 30
zone, W/RAI assy, key locked outer door.

Annunciator Cabinet, Gray flush mount, 60 zone,
w/RAI assy.

Annunciator Cabinet, Gray flush mount, 60 zone,
W/RAI assy, key locked outer door.

Annunciator Cabinet, Gray surface mount, 60
zone, W/RAI assy.

Annunciator Cabinet, Gray surface mount, 60
zone, W/RAI assy, key locked outer door.

Conventional System w/CPU, PS, 12 option Gray
enclosure, 115VAC transformer, English.
Requires QS-Cablel2 for row 2 modules.
Conventional System w/CPU, PS, 12 option Red
surface mount enclosure, 115VAC Xformer,

English. Requires QS-Cable12 for row 2 modules.

Conventional System w/CPU, PS, 5 option Gray
surface mount enclosure, 115VAC Xformer,
English.

Conventional System w/CPU, PS, 5 option Red
surface mount enclosure, 115VAC Xformer,
English.

Expansion Cable for 12 option cabinet.

QS Replacement cable for Transformer to Power
supplying 12 space cabinet

Conventional Remote Annunciator CPU/Display,
1 annunciator option, English, w/RAI interface

Conventional Remote Annunciator CPU/Display,
2 annunciator option, English, w/RAl interface

QuickStart Panel Configuration Utility Program.
P/N 260097 needed to download panel. P/N
240507 & 360136 needed to download remote
annunciator or order Progcable-1 to use bar code
scanner port on both types.

QS Replacement Fuse for Primary power input.
QuickStart Scanner & Programming pamphlet.
QS Replacement Fuse for Primary power input.
Remote LED

Outer Door for RACCR wallbox

Remote Closet Cabinet Wallbox - Red. Supports
two SIGA-AAxx audio amplifier, and one SIGA-
APS power supply. Order above equipment,
batteries and door separately.

1487.20

1487.20

1247.52

1360.92

215.60

228.80

215.60

228.80

257.40

270.60

257.40

270.60

1304.60

1304.60

1148.40

1148.40

73.70
67.20

1020.70

1134.10

122.76

40.38
343.54
201.52

47.50
136.18
226.82
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RA-ENC1
RA-ENC1
RA-ENC2
RA-ENC3
RA-LED16ZC
RA-LED24zC

RC-BRKT
RELA-ABT

RELA-EOL
RELA-EOL

RELA-SRV

RKEY
RKU-36

RKU-42
RKU-61
RKU-61-24B
RKU-70
RKU-77

RLCD
RLCD-C
RLCD-CR
RLCD-R

RLCM/B
RLCM/B-S
RLED24

RLED24R

RLED-C

Single unit remote annunciator enclosure, 4" box
mount, key locked door, plexiglass window, gray

Single unit remote annunciator enclosure, 4" box
mount, key locked door, plexiglass window, beige

Dual unit remote annunciator enclosure, 4" box
mount, key locked door, plexiglass window, beige

Three unit remote annunciator enclosure, 4" box
mount, key locked door, plexiglass window, beige

Blank Zone Card insert for RLEDx controllers
Blank Zone Card insert for RLED24x controllers
Redundant command center relay bracket
Manual Abort Station - for releasing module

End of Line Relay Device - polarized\n
End of Line Relay Device - polarized

Service Disconnect Keyswitch - for releasing
module

Remote Key switch. Single gang mount, Provides
keyed control to enable/disable common control
switches on remote annunciators

190 Equi p m8a6nb" UsableJpace.
41.0875 x 22.375 x 18.5. White finish. 21 panel
spaces.

190 Equi p mé2DtUsdble Sdace. 46.3 x
22.375 x 18.5. White finish. 24 panel spaces.

190 Equi p mélRb" UsableSpace. 65.6
X 22.375 x 18.5. White finish. 35 panel spaces.

19" Black Rack Mount Cabinet

190 Equi p m&o0tUsdble Sdace. 74.4 x
22.375 x 18.5. White finish. 40 panel spaces.

190 Equi p m&7notUsdble Space. 81.4 x
22.375 x 18.5. White finish. 44 panel spaces.

Remote Annunciator, 80 character LCD, Common
System indicators, Beige housing, mounts to 4"
box w/supplied ring

Remote Annunciator, 80 character LCD, Common
System indicators and controls, Beige housing,
mounts to 4" box w/supplied ring

Remote Annunciator, 80 character LCD, Common
System indicators and controls, Red housing,
mounts to 4" box w/supplied ring

Remote Annunciator, 80 character LCD, Common
System indicators, Red housing, mounts to 4" box
w/supplied ring

Semi-flush Wall Box - for Remote LCD Command
Module

Surface Wall Box - for Remote LCD Command
Module

Remote Annunciator Expander, 24 zones w/2
leds per zone, Beige housing, mounts to 4" box
w/supplied ring. Requires RLCD, RLCD-C or
RLED-C master

Remote Annunciator Expander, 24 zones w/2
leds per zone, Red housing, mounts to 4" box
w/supplied ring. Requires RLCD, RLCD-C or
RLED-C master

Remote Annunciator, 16 Zone w/2 led's per zone,
customizable insert labels, Common System
indicators and controls, Beige housing, mounts to

103.10

103.10

128.90

154.70

20.70

20.70

167.60
103.40

114.88
114.88

103.40

65.70

702.30

733.80

841.50

3200.00

936.00

1034.30

489.80

515.50

515.50

489.80

66.50

66.50

360.90

360.90

412.40
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RLED-CR

RPM

RPM

RQS1-CPU-1
RQS4-CPU-1

RQS4-CPU-2
RQSC-CPU-1
RQSC-CPU-2
RR-32RL

RSA4-CPU

RSAN-6

RTS451
RTS-451KEY
RZBN12-6/3/MFC
RZBN12-6/3/[RZMP
RZBV12-6/3/RZMP
RZMP

SA-232

SA-CLA
SA-DACT
SA-ETH

SAN-4

SAN-8

SAN-COMM/D

4" box w/supplied ring

Remote Annunciator, 16 Zone w/2 led's per zone,
customizable insert labels, Common System
indicators and controls, Red housing, mounts to
4" box w/supplied ring

Reverse Polarity Module. Provides: (1) alarm
reverse polarity circuit; (1) supervisory reverse
polarity circuit; (1) trouble reverse polarity circuit.
Requires 1/2 size cabinet footprint and 24 VDC.
Reverse Polarity Module. Provides: (1) alarm
reverse polarity circuit; (1) supervisory reverse
polarity circuit; (1) trouble reverse polarity circuit.
Requires 1/2 size cabinet footprint and 24 VDC.
Replacement, Single Loop CPU/Display, English

Replacement, Multi-loop CPU/Display, 1
annunciator option, English

Replacement, Multi-loop CPU/Display, 2
annunciator option, English

Replacement, Conventional CPU/Display, 1
annunciator option, English.

Replacement, Conventional CPU/Display, 2
annunciator option, English.

ADA Pull Station Relocator - lowers existing pull
station to regulation ADA height

CPU & Power Card. Annunciator Power Supply
and communications card. Up to 4 per control
panel, mounts to back of Annunciator cabinet.
One required for each Annunciator.

Annunci ator Rack. 190
requires 10 1/ 2hithholdsrsik i
Annunciator modul es. 1

Must order SAN-CPU card.
Remote Test Station with Magnetic Switch

Remote Test Station with Key Switch
Remote Zone Module - Class B, with Cabinet
Remote Zone Module - Class B, with Plate
Remote Zone Module - Class B, with Plate
Adapt assembly to mount RZB12-6

Serial Interface, RS232, 4 terminal connections
for supervised/unsupervised printers and
connection to PC's

Class A NAC module, for 64pt systems only,
mounts to main board

Dialer/Modem, two telephone line connections,
RJ31, mounts to base plate.

Ethernet Port Interface, RJ45, mounts to base
plate.

Annunciator Cabinet. Cabinet only, holds four
Annunciator modules. Must order SAN-CPU card.
Add suffix "R" to catalog number for RED cabinet.
Annunciator Cabinet. Cabinet only, holds eight
Annunciator modules. Contains mounting space
for up to two SAN-CPU cards. Must order SAN-
CPU card. Add suffix "R" to catalog number for
Red cabinet.

Common Control Module. Provision for
connection of Reset, Alarm Silence, Trouble
Silence, Drill or Lamptest Switches. Power on
LED, Trouble LED, Alarm Silenced LED, Trouble
Silenced LED and Drill LED. Uses 8 input and 8
output addresses. Order switches and LEDs

r
c
0

412.40

330.90

330.90

1054.80
1074.70

1141.90

907.28

964.04

68.40

700.00

184.00

79.30
114.20
1519.50
1351.20
1605.50
80.90
103.10

103.10

268.10

515.50

428.00

624.00

700.00
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SAN-CPU

SAN-MICII

SA-TRIM1
SA-TRIM2
SD-2W

SD-2WPCB
SD-4WPCBJ

SD-4WPCBT

SD-GSK
SD-MAG

SD-MAG

SD-MAG
SD-PH

SDR-32

SDR-32C

SDR-32K

SDR-32K-C
SD-RJ10

SD-RJ10
SD-RJ15

SD-RJ15
SD-RJ5

SD-RJ5
SD-T120

SD-T120

SD-T18

separately.

CPU & Power Card. Power supply and
communications card for SAN series
annunciators. Uses 1 panel address (96 inputs,
96 outputs), mounts to back of SAN-4, SAN-8 or
to the RSAN-6 cabinet. One required for each
SAN Annunciator.

Paging Microphone with Pre-amp. Uses 1 SAN
module slot. Connects to AA75 or FAX series
amplifier. May be mounted in remote location
from amplifiers. Provides pre-amp supervision.
Requires 24 VDC.

Trim Kit for semi-flush mounting 64pt systems
Trim Kit for semi-flush mounting 500pt systems

Conventional SuperDuct Detector

Replacement PCB, 2-wire sensor kit
SuperDuct, Replacement PCB/4-wire sensor kit
(RJ45)

SuperDuct, Replacement PCB/4-wire sensor kit
(terminals)

SuperDuct, Cover gasket kit

SuperDuct, Test magnet kit

SuperDuct, Test magnet kit

SuperDuct, Test magnet kit
Super Duct Protective Housing

Thirty-two Open/Collector Outputs. Uses one
Annunciator module slot. Uses 32 output
addresses. May be used for interface to graphic
Annunciator. Power for external devices must be
provided by external P.S. 16 mA maximum per
output @ 24 VDC.

Thirty-two Open/Collector Outputs. Circuit card
only version of SDR-32.

Thirty-two Open/Collector Outputs. Same as
SDR-32 but current limiting must be done
externally. Used for interface to graphics or
external relays, incandescent lamps, etc. Power
for external devices must be provided by external
P.S. 100 mA maximum per output @ 24 VDC.
Thirty-two Open/Collector Outputs. Circuit card
only version of SDR-32K.

SuperDuct, RJ45 wiring harness kit - 10 ft

SuperDuct, RJ45 wiring harness kit - 10 ft
SuperDuct 4-wire, RJ45 wiring harness kit - 15 ft

SuperDuct 4-wire, RJ45 wiring harness kit - 15 ft
SuperDuct, RJ45 wiring harness kit - 5 ft

SuperDuct, RJ45 wiring harness kit - 5 ft
SuperDuct, Air sample tube, 120 inch

SuperDuct, Air sample tube, 120 inch

SuperDuct, Air sample tube, 18 inch

770.00

714.56

43.40
53.70
197.10

99.70
107.80

98.50

13.10
3.40

3.40

3.40
257.80

476.42

476.42

476.42

476.42

29.60

29.60
38.90

38.90
20.20

20.20
23.10

23.10

12.70
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SD-T18
SD-T24
SD-T24
SD-T36
SD-T36
SD-T42
SD-T42
SD-T60
SD-T60
SD-T78
SD-T78
SD-T8
SD-T8
SD-TRK
SD-TRK
SD-TRK4
SD-TRM
SD-TRM
SD-TRM4

SDU-CBL
SD-VTK

SD-VTK

SFS1-ELEC
SFS1-ELEC
SHO-4

SIGA-270
SIGA-270L
SIGA-270P
SIGA-278
SIGA2-COS

SIGA2-HCOS

SIGA2-HFS

SuperDuct, Air sample tube, 18 inch
SuperDuct, Air sample tube, 24 inch
SuperDuct, Air sample tube, 24 inch
SuperDuct, Air sample tube, 36 inch
SuperDuct, Air sample tube, 36 inch
SuperDuct, Air sample tube, 42 inch
SuperDuct, Air sample tube, 42 inch
SuperDuct, Air sample tube, 60 inch
SuperDuct, Air sample tube, 60 inch
SuperDuct, Air sample tube, 78 inch
SuperDuct, Air sample tube, 78 inch
SuperDuct, Air sample tube, 8 inch

SuperDuct, Air sample tube, 8 inch

SuperDuct, Remote test station, keyed - 2-wire
and Siga

SuperDuct, Remote test station, keyed - 2-wire
and Siga

SuperDuct, Remote test/reset station, keyed - 4-
wire

SuperDuct, Remote test station, magnetic - 2-wire
and Siga

SuperDuct, Remote test station, magnetic - 2-wire
and Siga

SuperDuct, Remote test/reset station, magnet - 4-
wire

Super Cable

SuperDuct, Air velocity test kit (stoppers only, etc)

SuperDuct, Air velocity test kit (stoppers only, etc)

Base Electronics, replacement, EST

Base Electronics, replacement, EST

Four HOA Switch Unit. 3 position rotary switch; 2
Yellow LEDs and 1 Green LED per switch, Uses
one Annunciator module slot. Uses 8 input
addresses and 8 output addresses. Includes
legend sheets.

Manual Pull Station - Single Action, 1-stage

Manual Pull Station - 1-Stage, "LOCAL ALARM"
marking
Manual Pull Station - Single Action, 2-stage

Manual Pull Station - Double Action, 1-stage
Intelligent Second Generation CO sensor

Intelligent Second Generation Combination Fixed
Temperature / Rate-of-Rise Heat Detector - 135F,
15F per minute and CO sensor

Intelligent Second Generation Fixed Temperature
Heat Detector - 135F

12.70

12.70

12.70

12.70

12.70

12.70

12.70

13.90

13.90

16.20

16.20

9.30

9.30

63.40

63.40

63.40

42.70

42.70

42.70

133.40
78.40

78.40

3000.00
3000.00
412.40

104.40

111.30

139.20

111.30

123.80

134.10

69.70
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SIGA2-HRS
SIGA2-PCOS

SIGA2-PHCOS

SIGA2-PHS
SIGA2-PS

SIGA-AA30
SIGA-AA50

SIGA-AB4
SIGA-AB4G

SIGA-ABAGT

SIGA-APS

SIGA-CC1

SIGA-CC1S

SIGA-CC2
SIGA-CC2A

SIGA-CR
SIGA-CRR

SIGA-CT1

SIGA-CT1HT

Intelligent Second Generation Fixed Temperature
/ Rate-of-Rise Heat Detector - 135F, 15F per
minute

Intelligent Second Generation Combination Photo
Electric and CO sensor

Intelligent Second Generation Combination
Photoelectric, Fixed Temperature / Rate-of-Rise
Heat Detector - 135F, 15F per minute and CO
sensor

Intelligent Second Generation 3D Multisensor
Detector - Photoelectric, Heat

Intelligent Second Generation Photoelectric
Smoke Detector

Intelligent Audio Amplifier - 30 Watt. Two riser
inputs, 1/25 Vrms. Output selectable 25/70 Vrms.
Communicates with panel via Signature Data
Circuit. Mounts in 2-WB3(R), 2-WB7(R) or
RACCR.

Intelligent Audio Amplifier - 50 Watt. Two riser
inputs, 1Vrms or 25 Vrms. Output selectable
25/70 Vrms. Communicates with panel via
Signature Data Circuit. Mounts in 2-WB3(R), 2-
WB7(R) or RACCR.

Audi bl e (Sounder) Base.
1/8" deep) North American electrical box.

Audi bl e (Sounder) Base.
1/8" deep) North American electrical box.

Audi bl e (Sounder) Base.
1/8" deep) North American electrical box. For use
with the SIGA-TCDR module only

Intelligent Auxiliary Power Supply - 6.4 Amp.
Mounts in 2-WB7(R) or RACCR boxes. Provides
two 3.2 Amp 24 Vdc regulated outputs.
Communicates on Signature Data Circuit with
main control panel.

Single Input (Riser) Module. Features a built-in
RING TONE generator; use for switching a single
signal or audio circuit.

Single Input (Riser) Module with strobe
synchronization output

Dual Input (Riser) Module. Use for switching
(selecting) either of two signal or audio input
circuits to one signal output circuit.

Dual Input (Riser) Module. Use for switching
(selecting) either of two signal or audio input
circuits to one signal output circuit. Class A
Control Relay Module. Select for either N.O. or
N.C. operation. Rated at 2 amps (24Vdc)

Polarity Reversal Relay Module. Reverses polarity
of 24 Vdc riser to sound a group of audible bases.

Single Input Module. Single circuit input module
for use with Normally Open Contact devices. Four
selectable personality codes for Alarm latching, or
Alarm Delayed latching, or non-latching monitor
or latching supervisory.

Single Input Module. Single circuit input module
for use with Normally Open Contact devices. Four
selectable personality codes for Alarm latching, or
Alarm Delayed latching, or non-latching monitor
or latching supervisory. For Use in high
tepmerature enviroments

69.70

154.70

175.30

113.60

92.80

579.30

695.30

93.90

74.70

77.40

1134.10

104.40

139.20

134.50

149.40

97.40

98.60

70.70

70.70
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SIGA-CT2

SIGA-DG
SIGA-DGMF

SIGA-DGSB

SIGA-DH

SIGA-DMP

SIGA-DTS

SIGA-HFS

SIGA-HRS

SIGA-IB
SIGA-1B4
SIGA-IM
SIGA-10
SIGA-IPHS
SIGA-IPHSB

SIGA-IS
SIGA-LED

SIGA-MAB

SIGA-MB4

SIGA-MCC1
SIGA-MCC1S
SIGA-MCC2
SIGA-MCC2A
SIGA-MCR

SIGA-MCRR

Dual Input Module. Two circuit input module for
use with Normally Open Contact devices. Four
selectable personality codes (on each circuit) for
Alarm latching, or Alarm Delayed latching, or non-
latching monitor or latching supervisory.

Detector (Smoke) Guard. Covers detectors
mounted to flush electric boxes. Compatible with -
IPHS and -PS 1st generation Signature detectors.
Detector (Smoke) Guard Mounting Flange.
Provides secure mounting while offering easy
guard removal. Includes tamper hardware.
Detector (Smoke) Guard Surface Box - for SIGA-
DG

Duct Smoke Detector Housing. For Signature
Series Detectors only. Use in ducts up to 10 feet
wide. Use with SIGA-PS, SIGA-PHS, SIGA-IPHS
detector only. Requires SIGA-SB, SIGA-IB, or
SIGA-RB Detector Base for wiring. Requires 6261
series Air Sampling Tube.

Detector Mounting Plate. For raised floor and
plenum applications. Order detector mounting
base and detector separately. Compatible with -
PS, -PHS and -IPHS detectors and -SB, -RB and
-IB bases. NOTE: SIGA-IPHS 4D detector is
limited to operation in air velocities less than 500
feet per minute.

Duct Smoke Detector Test Station. 2-gang plastic
plate c/w key switch, 2 keys. Use with Duct
Detector Only

Intelligent Fixed Temperature Heat Detector -
135F

Intelligent Fixed Temperature / Rate-of-Rise Heat
Detector - 135F, 15F per minute

Detector Base with Isolator

Detector Base with Isolator - for 4" sq. box,
includes -TS4 skirt

Isolator Module. Use to isolate wiring faults on
Class A (Style 7) loops.

Universal Input/Output Module - input with
programmable output

Intelligent 4D Multisensor Detector - lonization,
Photoelectric, Heat

Intelligent 4D Multisensor Detector, BLACK -
lonization, Photoelectric, Heat

Intelligent lonization Smoke Detector

Remote Alarm LED. Use with -SB and -SB4
Standard Base only

Universal Class A/B Module - UIO Mount

Module Mounting Bracket - for 4" Square Electric
Box. Mounting kit allows installing 2 single gang
Signature modules into a single 4" sq. box.
Single Input (Riser) Module - UIO Mount.

Single Input (Riser) Module with synchronization
output - UIO Mount
Dual Input (Riser) Module - UIO Mount.

Synchronized Signal Module /w 2 Risers in, 1
Output Ckt, CI'A'
Control Relay Module - UIO Mount.

Polarity Reversal Relay Module - UIO Mount.

120.50

46.50

34.90

58.10

120.60

104.40

98.60

80.00

80.00

56.90

59.80

84.70

139.20

120.50

143.80

156.00
23.30

132.10

23.30

97.40

139.20

129.90

149.40

92.80

95.10
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SIGA-MCT2

SIGA-MD
SIGA-MDM

SIGA-MDS
SIGA-MIO

SIGA-MM1

SIGA-MP1
SIGA-MP2
SIGA-MP2L

SIGA-MRM1

SIGA-PHS

SIGA-PRO

SIGA-PS
SIGA-RB

SIGA-RB4
SIGA-REL
SIGA-RM1
SIGA-SB
SIGA-SB4
SIGA-SD
SIGA-SDPCB

SIGA-SEC2
SIGA-ST

SIGA-TCDR
SIGA-TS

SIGA-TS4

SIGA-TSB

Dual Input Module - UIO mount.

Signature PIR Motion Detector

Digital Message Module - UIO Mount. Takes one
position in the SIGA-UIO Motherboard. Provides
storage for two 30 second messages.

Signature PIR Motion Detector Swivel mount

Input/Output Module - UIO Mount. Multifunction
module with input and programmable output

Monitor Module - Single Input. Single circuit input
module for use with Normally Open Contact
devices. Factory programmed for Non-latching
monitor operation.

Signature Module Mounting Plate, 1-footprint.
Space for up to four 2-gang Signature modules or
eight 1-gang Signature modules.

Signature Module Mounting Plate, 1/2-footprint.
Space for up to two 2-gang Signature modules or
four 1-gang Signature modules.

Signature Module Mounting Plate, 1/2 Extended
footprint. Space for up to three 2-gang Signature
modules or six 1-gang Signature modules.

Riser Monitor Module - UIO Mount. Use for
monitoring power, audio, or telephone riser

Intelligent 3D Multisensor Detector -
Photoelectric, Heat

Signature Device Programming/Service Tool.
Allows programming of Signature devices without
using PC. Use for retrieving information from
Signature device History Log and Trouble Codes.
Intelligent Photoelectric Smoke Detector

Detector Base with Form 'C' Relay

Detector Base with Form 'C' Relay - for 4" sq. box,
includes -TS4 skirt
Agent Releasing Module - Intelligent, 2-circuit

Riser Monitor Module. Use for monitoring power,
audio, or telephone riser.
Detector Base - Standard

Detector Base - Standard, for 4" sqg. box, includes
-TS4 skirt
SuperDuct, Signature Series duct smoke detector

SuperDuct, Replacement PCB/Signature sensor
kit

Dual Input Security Module.

Service Tool Update Kit - for 6258. Includes
detector removal tool and vacuum attachment.
Use with conventional vacuum cleaner to remove
dust and debris from Signature detectors.
Temporal Coder for SIGA-ABAGT Sounder Bases

Trim Skirt/Ring - for Octagon Electric Box

Trim Skirt/Ring - for 4" Square Electric Box. Use
to hide imperfections around electric boxes not
completely hidden by standard bases. (Included
with all 4" Bases)

Trim Skirt/Ring - BLACK. Use with SIGA-IPHSB
to hide white detector base.

113.60
166.70
811.10

191.90
127.60

70.70

31.30

25.60

27.90

139.20

130.00

910.40

106.00
48.20

48.20

463.50

139.20

14.00

15.80

267.80

109.40

72.50
54.10

115.50

3.60

3.60

4.70
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SIGA-UIO2R

SIGA-UIO6

SIGA-UIO6R
SIGA-UM

SIGA-WTM

SIN-16

SIN-16-C

SL20L5S

SL30
SL30-1
SL30L

SLIC

SLU-16R
SLU-16Y

SM-EXT1

SMK
SM-TEST
SMXHI2
SMXHI2
SMXLO2

SMXLO2

Universal Input/Output Module Motherboard - 2
Position, w/Riser Selection. Use for M series
modules.

Universal Input/Output Module Motherboard - 6
Position. Use for M series modules.

Universal Input/Output Module Motherboard - 6
Position w/Riser Selection. Use for M series
modules.

Universal Class A/B Module. Select from 15
personality codes including Class A or B initiating
circuits, Class A or B signaling circuits.
Combination Waterflow/Tamper Module. Two
circuit input module for use with Normally Open
Contact devices. The first circuit is factory
programmed to latch as an alarm after a contact
closure of 16 seconds in duration. The second
input will latch as a Supervisory input upon
closure of a Normally open contact.

Sixteen Input Unit. Uses one Annunciator module
slot. Uses 16 input addresses. Inputs are optically
isolated.

Sixteen Input Unit. Circuit card only version of
SIN-16.

Annunciator Module, 20 LED's/groups with Text
Label area per group, 5 switches/LED's with text
Labeling

Annunciator Module, zones 1-30, 2 LEDs/zone
w/location button.

Annunciator Module, zones 31-60, 2 LEDs/zone
w/location button.

Annunciator Module, 30 LED's/groups, Text Label
area per group, no switches

Signature Loop Controller w/2 NACs, supports up
to 250 devices, requires 1 option space.

Sixteen LED - Red. Uses one Annunciator
module slot, uses 15 output addresses. Includes
legend sheets.

Sixteen LED - Yellow. Uses one Annunciator
module slot, uses 15 output addresses. Includes
legend sheets.

Extension Tube Applicator (Homeguard #1490)
for Smoke Detector test spray.

Smoke Power Module. 1 required per system
when using Siga-UM's or MAB's for connecting to
2 wire conventional detectors

Canned Smoke (Test Spray), 1-case (contains 24
cans of spray (p/n P-047546-0025) and 1 - 1490
applicator tube).

High output SINGLE MODE fiber optic
transceiver. Plugs into 3-FIBMB2. Uses duplex
SC connectors.

High output SINGLE MODE fiber optic
transceiver. Plugs into 3-FIBMB2. Uses duplex
SC connectors.

Standard output SINGLE MODE fiber optic
transceiver. Plugs into NOCF. Uses duplex SC
connectors.

Standard output SINGLE MODE fiber optic
transceiver. Plugs into NOCF. Uses duplex SC
connectors.

104.40

111.30

132.10

139.20

120.50

433.10

453.64

245.42

24542

24542

24542

981.32

374.34

374.34

23.10

63.80

763.60

1722.80

1722.80

1091.20

1091.20
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SRR

SOFTKEYUSB

SRU-8

ST15
ST10
ST3

ST5
STI-1100

STI-1130
STI-1200
STI-1230
STI-1250

STI-3002

STI-3003
STI-3004
STI-3100
STI-3150

STONCO27

SV

SV+

SWU-8
SWU-8/3

TCS-6
TRIM-1
TRIM-12
TRIM-12R
TRIM-1R

Software CD and USB style Key for Fire and
Access Control. (To ensure proper configuration,
please do not place web orders for this item or
any related software options.) One required for
each PC onto which Fire or Access software is
loaded. Includes getting started manual. Fire and
Access control software option that are needed
must be ordered separately.

8-Relay Unit. Uses one Annunciator module slot.
Uses 8 output addresses.

Sampling Tube, Metal, 1.5 ft

Sampling Tube, Metal, 10 ft

Sampling Tube, Metal, 3 ft

Sampling Tube, Metal, 5 ft

Stopper Il with Horn (9V battery) - for Flush
Stations

Stopper Il with Horn (9V battery) - for Surface
Stations, includes STI-3100

Stopper Il without Horn - for Flush Stations

Stopper Il without Horn - for Surface Stations,
includes STI-3100

Stopper Il without Horn, Weatherproof - for Flush
Stations

Weatherproofing Gasket - for converting STI-
1200 to weatherproof (2 gaskets required for each
cover)

Weatherproofing Gasket - for Conduit Entry into
STI-3100

Conduit Insert - for plugging unused conduit entry
into STI-3100

2" Spacer - for converting flush cover to surface
cover

Stopper Il without Horn, Weatherproof - for
Surface Stations

40 We grtodf, ®atagon backbox and cover
(1/ 20 thread hubs back,

SiteVision - Software PIN letter. Allows use of
existing CCTV monitors with control of CCTV
(CCVE) system. No on-screen control provided at
Fire PC. Supported systems :Pelco. (To ensure
proper configuration, please do not place web
orders for this item.)

SiteVision - Software PIN letter. Provides on
Screen annunciation at FireWorks PC. Allows
control of cameras through CCTV matrix or
multiplexer. Supported Systems : Pelco. Order
video card set part number FW-VID separately.
(To ensure proper configuration, please do not
place web orders for this item.)

8-Switch Unit. 2 position switch; 2 Yellow LEDs
per switch, Uses one Annunciator module slot.
Uses 8 input addresses and 16 output addresses
and 8 output addresses. Includes legend sheets.
8-Switch Unit. 2 position switch; 2 Yellow LEDs
per switch, Uses one Annunciator module slot.
Uses 16 input addresses and 16 output
addresses. Includes legend sheets.

6-position handset storage cabinet.

Trim Kit - Gray, 1 option card enclosure.
Trim Kit - Gray, 12 option card enclosure.
Trim Kit - Red, 12 option card enclosure.
Trim Kit - Red, 1 option card enclosure.

661.95

465.08

15.40
35.10
13.80
16.90
170.70

190.30

113.80

119.00

139.70

13.50

10.50

10.50

26.90

155.20

20.20

502.63

861.50

419.66

381.50

817.90
79.20
92.40
92.40
79.20
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TRIM-5
TRIM-5R
TRIM6

TS7-2

TS7-2T
UIO-12/MFC

UIO-12/RZMP
VMR201/C

VP-1
VP-3
WFEDT

WG4GSKT

WGA4RF-H

WG4RF-HVMC

WG4RF-HVMHC

WG4RF-S

WG4RF-SVMC

WG4RF-SVMHC

WG4RN-H

WG4RN-HVMC

WG4RN-HVMHC

WG4RN-S

WG4RN-SVMC

WG4RN-SVMHC

WG4RTS

WG4WA-S

WG4WA-SVMA

WG4WA-SVMC

WG4WA-SVMHA

WG4WA-SVMHC

Trim Kit - Gray, 5 option card enclosure.

Trim Kit - Red, 5 option card enclosure.

Flush Trim Ring

2 Wire Smoke Detector 12/24Vdc, 711U head /w
701U base

2 Wire Sm Det 12/24Vdc, heat, remote A/T LED,
721UT/w702 base

Universal I/0 Module with Cabinet

Universal I/0 Module with Plate

Single SPDT Relay with LED - Red Metal
Enclosure
Ventilation Panel 1-3/4

Ventilation Panel 3-1 / 2 0
Detector, Waterflow with Retard - Pipe Tee Mount

Outdoor Rated Wall/Ceiling Speaker/strobe
smooth surface replacement gasket, Genesis
WG4 appliance family

Outdoor Rated Wall/Ceiling Horn only, Red
w/FIRE marking

Outdoor Rated Wall/Ceiling Horn/strobe, Red
w/FIRE marking, Standard Output Strobe, Clear
Lens

Outdoor Rated Wall/Ceiling Horn/strobe, Red
w/FIRE marking, High Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Speaker only
(25/70V), multi-tap, Red w/FIRE marking
Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, Red w/FIRE marking,
15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, Red w/FIRE marking,
102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Horn only, Red w/o
marking

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/o
marking, Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/o
marking, High Output Strobe, Clear Lens
Outdoor Rated Wall/Ceiling Speaker only
(25/70V), multi-tap, Red w/o marking

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, Red w/o marking, 15/29/70/87
cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, Red w/o marking,
102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
Surface Trim Skirt, Red - for Genesis WG4
appliance family

Outdoor Rated Wall/Ceiling Speaker only
(25/70V), multi-tap, White w/ALERT marking
Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/ALERT marking,
15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/ALERT marking,
15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/ALERT marking,
102/123/147/161 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/ALERT marking,

79.20
79.20
60.00
55.90

58.70

1522.10
1430.80
41.40

17.80
20.20
270.90
9.22

120.73

157.11

167.44

141.44

184.67

192.89

118.31

154.69

165.02

141.44

184.67

192.89

18.33

141.44

184.67

184.67

192.89

192.89
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WGAWF-H

WG4WF-HVMC
WG4WF-HVMHC

WG4AWF-S
WG4WF-SVMC

WG4WF-SVMHC

WG4WN-H
WG4WN-HVMC

WG4WN-HVMHC

WG4WN-S
WG4WN-SVMA
WG4WN-SVMC
WG4WN-SVMHA
WG4WN-SVMHC

WGAWTS
XAL250

XALS3

XGD
XTR3A120
ZA8-2
ZB16-4

ZR8

102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Horn only, White
W/FIRE marking

Outdoor Rated Wall/Ceiling Horn/strobe, White
w/FIRE marking, Standard Output Strobe, Clear
Lens

Outdoor Rated Wall/Ceiling Horn/strobe, White
w/FIRE marking, High Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Speaker only
(25/70V), multi-tap, White w/FIRE marking
Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/FIRE marking,
15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/FIRE marking,
102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Horn only, White w/o
marking

Outdoor Rated Wall/Ceiling Horn/strobe, White
w/o marking, Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, White
w/o marking, High Output Strobe, Clear Lens
Outdoor Rated Wall/Ceiling Speaker only
(25/70V), multi-tap, White w/o marking
Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/o marking,
15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/o marking,
15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/o marking,
102/123/147/161 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe
(25/70V), multi-tap, White w/o marking,
102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe
Surface Skirt, White - for Genesis WG4 appliance
family

Expansion Loop for iO500 systems, 125
detectors/125 modules, mounts on main board

Manual Station, Explosionproof. Listed for Class |
Div. 1 & 2, Groups C & D; Class Il Div. 1 & 2,
Groups E, F & G; Class lll; NEMA 7C,D; NEMA
9E,F,G

Driver, 24 LEDs and 12 switches

120 volt Power Expander Transformer for 1004

Conventional Zone Card, 8 Class A Ckts, 2
convert to NACs, requires 2 option spaces

Conventional Zone Card, 16 Class B Ckits, 4
convert to NACs, requires 2 option spaces.

Relay Card, 8 configurable/programmable Form A
contacts, requires 1 option space.

128.60

165.02

175.36

141.44

184.67

192.89

126.18

162.60

172.96

141.44

184.67

184.67

192.89

192.89

18.33

927.90

970.00

198.56
181.50
368.06
490.72

343.54

STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

Notification Appliances

Notification Appliances

Notification Appliances
Speakers & Firephones

Speakers & Firephones

Speakers & Firephones

Notification Appliances

Notification Appliances
Notification Appliances

Speakers & Firephones

Speakers & Firephones

Speakers & Firephones

Speakers & Firephones

Speakers & Firephones

Speakers & Firephones

iO Series

Replacements/Discontinued

Replacements/Discontinued
Replacements/Discontinued
Replacements/Discontinued

Replacements/Discontinued

Replacements/Discontinued




Part Number
EST3x System

3x-SFS1B

3x-SFS1Bi

3x-SFS1R

3x-SFS1Ri

3-SDC1

3-SDDC1

3-SSDC1

3-AADC1

3-ZA20A

3-ZA20B

3-ZA40A

3-ZA40B

3-IDC 8/4
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Product Description

Complete FACP Packages

FACP, complete system with User Interface, cpu, 1
Loop w/ 2nd loop expansion, 3 option card slots, 4 class
b NAC's, Universal 110/220v 10 amp power supply,
Bronze door, English, order 3-SDC1 for second loop
FACP, complete system with User Interface, cpu, 1
Loop w/ 2nd loop expansion, 3 option card slots, 4 class
b NAC's, Universal 110/220v 10 amp power supply,
Bronze door, Language selectable, order 3-SDC1 for
second loop

FACP, complete system with User Interface, cpu, 1
Loop w/ 2nd loop expansion, 3 option card slots, 4 class
b NAC's, Universal 110/220v 10 amp power supply, Red
door, English, order 3-SDC1 for second loop

FACP, complete system with User Interface, cpu, 1
Loop w/ 2nd loop expansion, 3 option card slots, 4 class
b NAC's, Universal 110/220v 10 amp power supply, Red
door, Language selectable, order 3-SDC1 for second
loop

Optional Rail & Lim Modules

Signature Driver Card. Used to upgrade 3-SSDC1 to 3-
SDDC1 & add 2nd loop to 3X controllers. Supports one loop
of Signature devices up to 125 detector and 125 module
addresses.

Signature Dual Driver Controller. Mounts to local rail and
takes one LRM space. Supports two loops of Signature
devices up to 250 detector and 250 module addresses.
Supports one User Interface Module.

Single Signature Driver Controller. Mounts to local rail and
takes one LRM space. Supports one loop of Signature
devices up to 125 detector and 125 module addresses.
Supports one User Interface Module.

Analog Addressable Device Controller - Supports F series
Inteligent sensors 200 & 500 series Addressable-Analog
Devices for retrofit of existing systems. Supports one User
Interface module.

Zoned Amplifier, 20 Watt, Class A/B. 20 Watt selectable for
25 or 70 Vrms Class A/B Output. Mounts in 1 LRM space. Has
built in Class A/B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 20 Watt, Class B. 20 Watt selectable for 25
or 70 Vrms Class B Output. Mounts in 1 LRM space. Has built
in Class B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class A/B. 40 Watt selectable for
25 or 70 Vrms Class A/B Output. Mounts in 1 LRM space. Has
built in Class A/B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class B. 40 Watt selectable for 25
or 70 Vrms Class B Output. Mounts in 1 LRM space. Has built
in Class B NAC rated at 3.5 Amps. Supports one user
interface module.

Initiating Device Circuit Module. Mounts to local rail and takes
one LRM space. Supports connection of 8 traditional Class B
input circuits. Up to 4 input circuits can convert to Class B
NACs. Supports one User interface module.

Network Communication Options

User Net

5111.11

5111.11

5111.11

511111

1378.20

2813.80

1550.60

2297.00

901.70

827.00

1125.60

1031.40

827.00

Agency Listing

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC,CS, FDNY
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3x-NET8

3x-NET

3x-FIB

3x-FIB8
MMXVR

SMXHI2

SMXLO2

3-NSHM1

3-NSHM2

GFD

3X-ETH1

3-RS232

3-MODCOM
3-MODCOMP

3-OPS

4X-LKF

4X-LKE

4X-LKS

4X-LKC

4X-LKR

4x-12/S1GY

4x-12/S1RY

4x-12RY

4x-12SR

4x-24R
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Network Option Card, RS485, 8 node maximum, Class
A/B wiring, use on 3-SFS systems only.

Network Option Card, RS485, Class A/B wiring, for
connection to EST3 systems

Fiber Optic Communications Interface, Class A/B Network,
Class A/B Audio Data. Provides single and/or multi mode
Network and Digital Audio fiber optic connections. Order
required number of SMXLO2, SMXHI2, or MMXVR
transceivers separately. For connection of 3X systems to
EST3 systems.

Network Option Card, Fiber, 8 node maximum, uses
MMXVR, SMXHI, SMXLO, use on 3-SFS systems only.

Standard output MULTI MODE fiber optic transceiver. Plugs
into 3-FIBMB2 or 3-FIBMB. Uses ST connectors.

High output SINGLE MODE fiber optic transceiver. Plugs into
3-FIBMB2. Uses duplex SC connectors.

Standard output SINGLE MODE fiber optic transceiver. Plugs
into NOCF. Uses duplex SC connectors.

Network Short Haul Modem Communications Interface, single
modem connection. Order GFD separately.

Network Short Haul Modem Communications Interface, two
modem connections. Order GFD separately.

Ground Fault Detection Module. One required for every two 3-
NSHM1/2s.

External communication Options

Ethernet Adapter, 10/100, provides ethernet connection from
system to 3-SDU for programming and diagnostics remotely,
uses standard ethernet cable (not supplied)

RS-232 Communication Card. Mounts to the 3X-CPU and
provides two separate isolated RS-232 ports.

Modem / Communicator (DACT). Takes one local rail space

Modem / Communicator (DACT) / Pager interface (TAP
protocol). Takes one local rail space.

Off Premise Signaling Module. Mounts to local rail and takes
one LRM space. Provides reverse polarity operations,
municipal loop connection, trouble contacts selectable for NO
or NC. Supports one User interface module.

Language Kits

Language Kit, ULC French, for 4X-LCD-LC and 3X
international versions

Language Kit, EN54 English, for 4X-LCD-LC and 3X
international versions

Language Kit, UL Spanish, for 4X-LCD-LC and 3X
international versions

Language Kit, Chinese, for 4X-LCD-LC and 3X international
versions

Language Kit, EN54 Russian, for 4X-LCD-LC and 3X
international versions

LED and Switch Modules

LED Display/Control Module - 12 Switches, 1 Green, 1 Yellow
LED per switch

LED Display/Control Module - 12 Switches, 1 Red, 1 Yellow
LED per switch

LED Display Module - 12 pairs of LEDs (1 Red; 1 Yellow)
LED Display/Control Module - 12 Switches with 12 Red LEDs

LED Display Module - 24 Red

1222.00

1666.00

1400.00

750.00
172.40
1722.80
1091.20
2044.50
3319.30

344.60

400.00

448.00

715.60
2105.30

413.60

80.00
80.00
80.00
80.00

80.00

490.00
490.00
356.00
440.00

356.00

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL

UL,ULC,CS, FDNY

UL,ULC

UL,ULC

UL,ULC

UL

UL

UL,ULC

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC
UL,ULC

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY




y v°' “?a

‘*"}\’_ﬁ” ” ~z~)
s

BaB
Snient

%

4x-24Y

4x-4/3SGYWR

4x-6/3S1G2Y

4x-6/3S1GYR

3X-PMI

3-REMICA

4X-CAB6D
4X-CAB6DR
CAB6B

CAB6BEQ
TRIM6

CLA-PS10

3-ANNCPU3
3-EVDVRA

3-EVDVRX

3-EVPWR

3-EVPWRA

GClI

GCIX

PT-1S

EAEC

PS10-4B
SFS1-ELEC
SFS1i-ELEC
4x-LCD

4x-LCD-LC
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LED Display Module - 24 Yellow

LED & Switch Module, 4 groups of 3 switches and 4 leds, LED
colors, Green, Red, Yellow and White

LED & Switch Module - 6 Groups of 3 Switches with 1 LED
each

LED & Switch Module - 6 Groups of 3 Switches with 1 LED
each

Audio Control & Distribution

Audio System Control and Paging Interface, includes audio
control unit, interconnect cables, mounting plate, paging
interface w/paging microphone and user controls, mounts in
2nd tier in 3X cabinet

Remote Mic. for use with 3-ANN Series Annunciators. Takes 2
spaces in 3-6ANN or 3-10ANN

Enclosures Accessories

Replacement Door, Bronze, EST

Replacement Door, Red, EST

Backbox, black

Seismic hardening kit for CAB6B

Flush Trim Ring

Control Panel Optional Modules

4 circuit Class A Adapter, PS10 NAC's

Remote Graphic Annunciator Components

The following EST3 graphic equipment can be used with
EST3x with the appropriate network cards only
Annunciator CPU. One Required per graphic annunciator.
LED/SWITCH Driver Module Assembly. Assembled version of
3-EVDVR, comes packaged with cables, mounting hardware
installation instructions used for third party graphics. Mounts
in 3-EVDVRX.

Plastic mounting extrusion. Mounts up to three 3-EVDVRA
modules.

Power Supply. Graphic Power Supply. Supports up to 18 3-
EVDVR modules used in factory assembled graphics. See
"Computer Graphic Annunciation (CGA)" price list for
complete graphic details.

Power Supply Assembly. Assembled version of 3-EVPWR,
comes packaged with cables, mounting hardware and
mounting plate for 3-ANNCPUL. Used for third party graphics.
Remote Graphic Annunciator Interface, 11 outputs for
common system indicators, 32 outputs for zones, 5 inputs for
common system switches, includes snap mounting track
Remote Graphic driver expander

Printers

System Printer - Desk Top Style. Serial port connection

Replacement Parts

Emergency Audio Evacuation Controller, board only, for
replacing controller in 3X-PMI

Power Supply, Replacement

Base Electronics, replacement, EST

Base Electronics, replacement, EST

Main User Interface Assembly, monochrome 8 Line 1/4 VGA
LCD, 4 controls plus Rotary knob, English language

Main User Interface Assembly, monochrome 8 Line 1/4 VGA
LCD, 4 controls plus Rotary knob, insertable language,
shipped w/english inserts, order alternate languages
separately

356.00

490.00

473.00

473.00

1600.00

735.10

200.00

200.00
300.00
175.30

60.00

120.00

689.10
608.80

57.50

373.30

545.70

422.80

283.60

1148.50

900.00

1500.00
3000.00
3000.00

700.00

700.00

UL,ULC,CS,FDNY
UL,ULC,CS,FDNY
UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,CS,FDNY

UL,ULC,F

UL, ULC
UL, ULC
UL, ULC
UL
UL, ULC

UL,ULC,CS

UL, ULC
UL, ULC

UL, ULC

UL, ULC

UL, ULC

UL, ULC

UL,CS,B,CC,ULC,F

UL, ULC

UL, ULC
UL, ULC
UL, ULC
UL, ULC

UL, ULC
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Product Description

EST3 Integrated Multiplex System

3-LCD

3-LCDXL1

3-LCDXL1KBL

3-LDSM

3-LKE
3-LKF
3-LKFXL
3-LKR
3-LKS
3-12/S1GY
3-12/S1RY
3-12/s2yY

3-12RY
3-12SG

3-12SR

3-12SY

3-24G

3-24R

3-24Y

3-4/3SGYWR

3-6/3S1G2Y

3-6/3S1GYR

3-CPUDR

3-FP

3-LRMF

Display/Control User Interface Modules
Liquid Crystal Display Module. Mounts to 3-CPU(1).

Large Format Liquid Crystal Display Module. Mounts to 3-
CPU(1/3). Requires 4 control/display spaces on operator layer

3-LCDXL1 cable kit use when mounting 3-LCDXL1 in 3-xANN
annunciators.

LED Display Support Module. Mounts to local rail and takes
one LRM space. Supports one User Interface Module. Use
when there are more Display/Control Modules required than
LRMs to support them.

UK English Label Kit

French Label Kit

French Label Kit for 3-LCDXL

Russian Label Kit

Spanish Label Kit

LED and Switch Modules

LED Display/Control Module - 12 Switches, 1 Green, 1 Yellow
LED per switch

LED Display/Control Module - 12 Switches, 1 Red, 1 Yellow
LED per switch

LED Display/Control Module - 12 Switches with 2 Yellow LEDs
per switch

LED Display Module - 12 pairs of LEDs (1 Red; 1 Yellow)

LED Display/Control Module - 12 Switches with 12 Green
LEDs

LED Display/Control Module - 12 Switches with 12 Red LEDs

LED Display/Control Module - 12 Switches with 12 Yellow
LEDs

LED Display Module - 24 Green
LED Display Module - 24 Red
LED Display Module - 24 Yellow

12 switches in 4 groups of three switches, switch one with a
Green LED, switch two with Yellow and White LEDs and
switch three with a Red LED.

LED & Switch Module - 6 Groups of 3 Switches with 1 LED
each. LEDs provided Green, Yellow and Yellow

LED & Switch Module - 6 Groups of 3 Switches with 1 LED
each. LEDs provided Green, Yellow and Red

Two plastic doors c/w 3-FP filler plates. Used to cover
3-ANNCPU and 3-CPU3 where no display modules are
present. One required per CPU when not 3-LCD or 3-
LCDXL1 is mounted.

Plastic Filler plate. One needed for each Display/Control
module door where no LED/Switch modules are located.
(280053)

Blank LRM Filler (plastic). Mount in blank LRM space.

Local Rail Module

User Net

390.60

644.60

37.90

218.30

36.90
120.60
120.60
120.60
120.60
505.40
505.40
505.40

367.60
453.80

453.80

453.80

367.60

367.60

367.60

505.40

488.20

488.20

12.50

1.60

59.80

Agency Listing

UL,ULC,CS,FDNY,F
UL,ULC

UL,ULC

UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F

UL,ULC,CS,F
UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F

UL, CS
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F

UL, ULC, CS

UL, ULC, CS

UL,ULC,CS,FDNY,F
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3-AADC1

3-CPU3

3-FIBMB2

3-IDC 8/4

3-MODCOM
3-MODCOMP

3-NSHM1
3-NSHM2

3-0OPS

3-RS232
3-RS485A

3-RS485B

3-SAC

3-SDC1

3-SDDC1
3-SSDC1
3-ZA20A
3-ZA20B
3-ZA40A

3-ZA40B
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Analog Addressable Device Controller - Supports F series
Inteligent sensors 200 & 500 series Addressable-Analog
Devices for retrofit of existing systems. Supports one User
Interface module.

Central Processor Unit Module, Mounts to local rail at a
dedicated location. Takes two local rail module spaces.
Supports 3-LCD(XL), 3-RS485A/B/R, 3-RS232.

Fiber Optic Communications Interface, Class A/B Network,
Class A/B Audio Data. Provides single and/or multi mode
Network and Digital Audio fiber optic connections. Order
required number of SMXLO, SMXHI2, or MMXVR transceivers
separately.

Initiating Device Circuit Module. Mounts to local rail and takes
one LRM space. Supports connection of 8 traditional Class B
input circuits. Up to 4 input circuits can convert to Class B
NACs. Supports one User interface module.

Modem / Communicator (DACT). Takes one local rail space

Modem / Communicator (DACT) / Pager interface (TAP
protocol). Takes one local rail space.

Network Short Haul Modem Communications Interface, single
modem connection. Order GFD separately.

Network Short Haul Modem Communications Interface, two
modem connections. Order GFD separately.

Off Premise Signaling Module. Mounts to local rail and takes
one LRM space. Provides reverse polarity operations,
municipal loop connection, trouble contacts selectable for NO
or NC. Supports one User interface module.

RS-232 Communication Card. Mounts to the 3-CPU(1) and
provides two separate isolated RS-232 ports.

Network Communications Card, Class A. Mounts to the 3-
CPU1 and supports Class A/B Network and Audio Data

Network Communications Card, Class B. Mounts to the 3-
CPU(1) and supports Class A/B Network and Class B Audio
Data

Security Access Control Module. Order EOL-120L end of line
resistor separately

Signature Driver Card. Used to upgrade 3-SSDC1 to 3-
SDDCL1. Supports one loop of Signature devices up to 125
detector and 125 module addresses.

Signature Dual Driver Controller. Mounts to local rail and
takes one LRM space. Supports two loops of Signature
devices up to 250 detector and 250 module addresses.
Supports one User Interface Module.

Single Signature Driver Controller. Mounts to local rail and
takes one LRM space. Supports one loop of Signature
devices up to 125 detector and 125 module addresses.
Supports one User Interface Module.

Zoned Amplifier, 20 Watt, Class A/B. 20 Watt selectable for
25 or 70 Vrms Class A/B Output. Mounts in 1 LRM space. Has
built in Class A/B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 20 Watt, Class B. 20 Watt selectable for 25
or 70 Vrms Class B Output. Mounts in 1 LRM space. Has built
in Class B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class A/B. 40 Watt selectable for
25 or 70 Vrms Class A/B Output. Mounts in 1 LRM space. Has
built in Class A/B NAC rated at 3.5 Amps. Supports one user
interface module.

Zoned Amplifier, 40 Watt, Class B. 40 Watt selectable for 25
or 70 Vrms Class B Output. Mounts in 1 LRM space. Has built
in Class B NAC rated at 3.5 Amps. Supports one user
interface module.

2297.00

1194.50

918.90

827.00

715.60
2105.30

2044.50

3319.30

413.60

448.00

568.60

476.70

896.00

1378.20

2813.80

1550.60

901.70

827.00

1125.60

1031.40

UL,ULC

UL,ULC

UL,ULC

UL,ULC,CS,FDNY,F

UL,ULC
UL,ULC

UL

UL

UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F

UL,ULC,F

UL,ULC,F

UL,ULC

UL,ULC

UL,ULC

UL,ULCF

UL,ULCF

UL,ULCF

UL,ULCF




a6
SRR

3-ZA95

EOL-120L
GFD

MMXVR
SMXHI2
SMXLO2

3-CBLKIT1
3-CHAS7

3-CHASS4

3-BBC/M

3-BBCMON

3-BPS/M

3-PPS/M

3-ASU
3-ASU/4

3-ASU/4-CC
3-ASU/FT

3-ASU/FT-CC
3-ASU/FTRC

3-ASU-CC
3-ASUMX/100
3-FTCU

3-FTCU-CC
3-FTEQ

3-REMICA

3-REMICP
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Zoned Amplifier, 95 Watt, Class B. 95 Watt selectable for 25
or 70 Vrms Class B Output. Mounts in 2 LRM spaces.
Supports two user interface modules.

End of Line Resistor - 120 Ohm with wire leads

Ground Fault Detection Module. One required for every two 3-
NSHM1/2s.

Standard output MULTI MODE fiber optic transceiver. Plugs
into 3-FIBMB2 or 3-FIBMB. Uses ST connectors.

High output SINGLE MODE fiber optic transceiver. Plugs into
3-FIBMB2. Uses duplex SC connectors.

Standard output SINGLE MODE fiber optic transceiver. Plugs
into NOCF. Uses duplex SC connectors.

Chassis Assemblies
Chassis Extension Cable

Chassis Assembly. Fits in any Lobby or Remote Closet
Cabinet except CAB5 Series. Provides space for up to seven
LRMs. Rear space for up to two power supplies.

Chassis w/space for 3-ASU or 3-REMICP and 4 LRMs

Power Supplies " EST3"

Booster Power Supply / Charger with Local Rail Module. 120V
50/60 Hz. Takes one Footprint in wallbox and one local Rail
module space. Supports one user interface module. Provides
7 amp at nominal 24V dc. Provides two 3.5 Amp auxiliary
power limited output

Booster Power Supply / Charger Local Rail Module ONLY.
Upgrades 3-BPS/M to 3-BCC/M. Replaces existing 3-
BPSMON. Supports one user interface module. Charges 65
AH batteries.

Booster Power Supply with Local Rail Module. 120V 50/60 Hz.
Takes one Footprint in wallbox and one local Rail module
space. Supports one user interface module. Provides 7 amp
at nominal 24V dc. Provides two 3.5 Amp auxiliary power
limited outputs.

Primary Power Supply with Local Rail Module. 120V 50/60 Hz.
Takes one Footprint in wallbox and one local Rail module
space. Supports one user interface module. Provides 7 A at
nominal 24V dc. Provides two 3.5 Amp auxiliary power limited
outputs. Charges u

Audio and Firefighters Telephone Control

Audio Source Unit with mounting Chassis, Microphone,
Paging Controls and Inner door Filler Plate.

Audio Source Unit with mounting Chassis, space for 4 local
rail modules, Microphone and Paging Controls

Audio Source Unit, 4 Spaces - Chicago.

Audio Source Unit with mounting Chassis, Microphone,
Paging Controls and Firefighters telephone.

Audio Source Unit w/FF Phone - Chicago.

Audio Source Unit with Local Microphone, Firefighters
Telephone and call in buzzer control.

Audio Source Unit - Chicago.

Audio Source Unit Memory Expansion, 100 minutes
Fire Fighters Telephone Control Unit.

Firefighter's Telephone Control - Chicago.

Seismic hardening kit for 3-ASU/FT or 3-FTCU telephone
handset.

Remote Mic. for use with 3-ANN Series Annunciators. Takes 2
spaces in 3-6ANN or 3-10ANN

Remote Microphone for use in CAB Series Cabinets.
Requires 3-CHASS4 for mounting

2223.60

15.78
344.60

172.40
1722.80
1091.20

189.60
436.50

165.50

1378.20

746.60

1327.80

1274.90

1964.00
2113.30

2113.30
3950.80

3950.80
3950.80

1964.00
2297.00
1987.00

1987.00
144.40

735.10

735.10

UL,ULC,F

UL,ULC

UL,ULC
UL,ULC

UL,ULC

UL,ULC,CS,FDNY,F

UL,ULC,F

UL,ULC

UL,ULC

UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F

uLC
UL,ULC,CS,FDNY

UL,ULC

UL,ULC,CS,FDNY,F

UL

UL,ULC,F

UL,ULC,F
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3-CAB14B
3-CAB14D
3-CAB14DR
3-CAB21B
3-CAB21D
3-CAB21DR
3-CAB5
3-CAB5R
3-CAB7B
3-CAB7D
3-CAB7DR

3-CABEQ

3-RCC14R
3-RCC21R
3-RCC7R

3-RCCEQ50

3-RCCEQ65

3-BATS

3-BTSEN
3-CClI
3-LKCC
3-MPFIB
3-TAMP

3-TAMP5
3-TAMPRCC
3-XFP
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Lobby Enclosures

All Lobby Enclosures and Cabinets are finished in Gray (or
Red when noted below) and come with Display Windows and
provision for right or left hand door hinge

Wallbox with 2 Chassis Spaces

Door for CAB14B Series Wallbox

Door (Red) for CAB14B Series Wallbox
Wallbox with 3 Chassis Spaces

Door for CAB21B Series Wallbox

Door (Red) for CAB21B Series Wallbox

Complete Cabinet. Wallbox and door ¢/w 5 Local Rail
Modules spaces.

Complete Cabinet (Red). Wallbox and door ¢/w 5 Local Ralil
Modules spaces.

Wallbox with 1 Chassis Space
Door for CAB7B Series Wallbox
Door (Red) for CAB7B Series Wallbox

3-CAB - Seismic Battery hold down for 3-CAB 7, 14 or 21.
Supports two 12V batteries from 10 Amp hrs up to 18 Ahrs.
Comes with EST3 Chassis hardening hardware and
instructions

Remote Closet Cabinets

Remote Closet Enclosure - Red
Remote Closet Enclosure - Red
Remote Closet Enclosure - Red

3-RCC series cabinet - Seismic Battery hold down for 3-
RCC1XXR series. Supports one set of 50 Amp hr (two
batteries) Order 3-RCC14R or 3-RCC21R separately.
3-RCC series cabinet - Seismic Battery hold down. Supports
one set of 65 Ahr (two batteries) batteries (one battery in
bottom of cabinet, one battery mounted on 3-BATS. Order 3-
RCCxxR cabinet and 3-BATS separately.

Cabinet Accessories

Battery Shelf - for RCCxx Series Cabinets. Takes one chassis
space in a RCC cabinet. Provides space for up to one 65AH
battery.

Battery Distribution Module.

City of Chicago Interface.

Label Kit & Cover Plate - Chicago.

3-FIB(A) Mounting Plate - for 3-CAB5 enclosures

Tamper Switch - for CAB7, 14 and 21 Series Cabinets and
BPS6A, BPS10A, APS6A and APS10A power supplies
Tamper Switch - for CAB5 Series Cabinets

Tamper Switch - For 3-RCC Cabinets.

Extender Filler Plate. Mounts on inner door of CAB series
enclosures. Covers unused chassis spaces.

608.80
746.60
746.60
769.60
941.90
941.90
386.10
386.10
379.10
488.20
488.20

340.30

1016.50
1504.60
781.10

165.00

680.50

45.90

261.90
2107.60
57.50
18.50
69.00

69.00
69.00
34.60

UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F
UL,ULC,CS,FDNY,F

UL,ULC,CS,FDNY,F

UL,ULC,CS

UL,ULC,CS
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ATCK

BC-1
BC-1R

BC-1EQ

FSB-PC2
FSB-PCLW

FSB-BRKT2

RC-BRKT

1B3-125

1B3-250

3-ATPINT

ARA-1

ARM-8

ATP

MFC-A

BP1
BP2
BP3

BP6

VP-1
VP-3

RKU-36

RKU-42

STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

Attack Rated door Kit for RCC7R Cabinet. Required for
UL1635 central station transmitters 2 Minute attack rating.

Battery Cabinet. 14.0" x 18.25" x 7.25" Free standing cabinet
with key lock. Supports up to 40 Ah batteries will hold up to
two 12V24A batteries.

Battery Cabinet - Red. 14.0" x 18.25" x 7.25" Free standing
cabinet with key lock. Supports up to 40 Ah batteries will hold
up to two 12V24A batteries.

BC-1 - Seismic Battery hold down for BC-1. Supports up to
two 40 Ahr batteries. Order BC-1 Separately.

EST3 to BMS Communications Bridge. Mounts on separately
ordered FSB-BRKT2.

EST3 to BMS Communications Bridge. Mounts on separately
ordered FSB-BRKT2.

Mounting bracket for FSB-PC2 or FSB-PCLW. Allows FSB
series to mount in an MFC-A cabinet or on the side of an
EST3 Chass7.

Redundant command center relay bracket

Amplifiers and Components

Audio Amplifier, 125 Watt, 25V/70V - c/w battery backup input
terminals; use with ATP use SIGA-MRM1 or SIGA-RM1 to
suppervise audio Riser.

Audio Amplifier, 250 Watt, 25V/70V - c/w battery backup input
terminals; use with ATP. 1B3 Amplifiers provide battery-
backup Input terminals. 5.25" high uses 3 panel spaces. Use
with ATP. use SIGA-MRML1 or SIGA-RML1 to suppervise audio
Riser

Audio Terminal Panel Interface Module. Interfaces 3-ZAxx
Amplifiers to ATP.

Auxiliary Relay. Mounts in ARM-8. 7 amp contacts rated for
inductive loads. Provides 2 Form C contacts.

Auxiliary Relay Module. Requires 1 full size cabinet footprint.
Includes one ARA-1 relay; may contain up to seven ARA-1
relays.

Amplifier Terminal Panel. Provides terminals for connection of
two amplifiers 1B3-125 or 1B3-250. Provides amplifier battery
backup (40 AH max.). 1 required for each 2 amplifiers.
Requires 2 supervisory zones to monitor fail conditions and 1
dry relay con

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED . Supports
one -MP1, two -MP2, or two -MP2L Signature module
mounting plates, or one URSM, or one -UIO2R, one -UIO6, or
one -UIO6R Signature plug-in module motherboards, or one -
REL Signature releasing mod

Amplifier Cabinet Filler Panels

Blank Panel for 19" Enclosure, 1 panel space - 1.75" x 19"

Blank Panel for 19" Enclosure, 2 panel spaces - 3.5" x 19"
Blank Panel for 19" Enclosure, 3 panel spaces - 5.25" x 19"

Blank Panel for 19" Rack /w 2.5 FP spaces, 6 panel spaces -
10.5" x 19"

Ventilation Panel 1-3/4

Ventilation Panel 3-1 / 2 0

Life Safety System

19" Free Standing Amplifier Cabinets

190 Equi p ma6nrs" UsableSpace. 41.0875 x 22.375
x 18.5. White finish. 21 panel spaces.

190 Equi p mé2DtUsdble Sdace. 46.3 x 22.375 x
18.5. White finish. 24 panel spaces.

448.00

223.00
223.00

175.30

2294.00
2294.00

61.90

167.60

1137.10

1889.10

229.80

72.20

292.90

1487.20

104.40

48.30
53.00
66.70

89.70

17.80
20.20

702.30

733.80

UL,ULC

UL,CS,B,CC,ULC,F
UL,CS,B,CC,ULC,F

UL

UL
UL

UL

UL,ULC

UL,ULC

UL,ULC

UL,ULC,CS

UL,CS,B,ULC,CC,F

UL,CS,B,ULC,CC,F

UL,CS,B,ULC

UL,ULC,CS,F.M

UL,CS,B,CC,ULC,F
UL,CS,B,CC,ULC,F
UL,CS,B,CC,ULC,F

UL

UL

UL
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RKU-61
RKU-70

RKU-77

3-LCDANN

RLCM/B
RLCM/B-S

10ANN/B

10ANN/B-S
3-10ANN

3-4ANN

3-6ANN

3-ANNSM
4ANN/B
4ANN/B-S
6ANN/B
6ANN/B-S

3-ANNCPU3
3-EVDVRA

3-EVDVRX

3-EVPWR

3-EVPWRA

PT-1S

KPDISP
KPDISP-ID

24DC12
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190 Equiapkm6l2b" Ustble Space. 65.6 x 22.375 x
18.5. White finish. 35 panel spaces.

190 Equi p meoDtUsdble Shace. 74.4 x 22.375 x
18.5. White finish. 40 panel spaces.

190 Equi p m&ndtUsalke Shace. 81.4 x 22.375 x
18.5. White finish. 44 panel spaces.

Remote LCD Command Module Annunciator

Remote LCD Command Module Annunciator. Includes LCD
display, CPU and Doors. Order surface or semi-flush mount
wallbox separately.

Semi-flush Wall Box - for Remote LCD Command Module
Surface Wall Box - for Remote LCD Command Module
Remote LED Annunciator

Semi-flush Annunciator Wall Box.

Surface Annunciator Wall Box

Ten Position Base Annunciator. Includes Door, CPU card, two
annunciator support modules and nine blank filler plates.
Space provided for up to eight Control/Display Modules and
one 3-LCD Liquid Crystal Display Module.

Four Position Base Annunciator. Includes Door, CPU card,
two annunciator support modules. Space provided for up to
two Control/Display Modules and one 3-LCD Liquid Crystal
Display Module or one 3-LCDXL1 (order 3-LCDXL1KBL
separately).

Six Position Base Annunciator. Includes Door, CPU card, two
annunciator support modules and five blank filler plates.
Space provided for up to four Control/Display Modules and
one 3-LCD Liquid Crystal Display Module.

Annunciator Support Module. Takes one space in Annunciator
box. Supports one Control/Display module.

Semi-flush Annunciator Wall Box

Surface Annunciator Wall Box

Semi-flush Annunciator Wall Box

Surface Annunciator Wall Box

Remote Graphic Annunciator Components

Annunciator CPU. One Required per graphic annunciator.
LED/SWITCH Driver Module Assembly. Assembled version of
3-EVDVR, comes packaged with cables, mounting hardware
installation instructions used for third party graphics. Mounts
in 3-EVDVRX.

Plastic mounting extrusion. Mounts up to three 3-EVDVRA
modules.

Power Supply. Graphic Power Supply. Supports up to 18 3-
EVDVR modules used in factory assembled graphics. See
"Computer Graphic Annunciation (CGA)" price list for
complete graphic details.

Power Supply Assembly. Assembled version of 3-EVPWR,
comes packaged with cables, mounting hardware and
mounting plate for 3-ANNCPUL. Used for third party graphics.
Printers "EST3"

System Printer - Desk Top Style. Serial port connection

Security / Fire Keypad

KeyPad and Display

KeyPad Display Unique Identification Cards - Quantity 100
Security Accessories

24 volt DC to 12 V DC converter power supply. Provides 12V
DC output from 24Vdc input to power 12Vdc security devices.
Output rated at 1Adc. Provides ground isolation for Grade A
bell housing supervision. Actual supervision done by other

841.50
936.00

1034.30

1125.60

66.50
66.50

85.60

85.60
1164.70

898.00

890.10

110.40
64.70
64.70
73.20
73.20

689.10
608.80

57.50

373.30

545.70

1148.50

893.60
110.40

109.20

UL
UL

UL

UL

UL,ULC,CS
UL,ULC,CS

UL,ULC,CS

UL,ULC,CS
UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS
UL,ULC,CS
UL,ULC,CS
UL,ULC,CS
UL,ULC,CS

UL,ULC
UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,CS,B,CC,ULC,F

UL,ULC
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Security Signature Modules
SIGA-MD Signature PIR Motion Detector 166.70 UL,ULC
SIGA-MDS Signature PIR Motion Detector Swivel mount 191.90 UL,ULC
SIGA-SEC2 Dual Input Security Module. 72.50 UL,ULC

Security Software Options
KeyPad Display Configuration Software is only required for
systems that do not have Access Control Software listed
above. No Software Key required to run this software.
KPDISP-CF Keypad Display Configuration Software CD ROM. No 11.60
Software Key required to run this software.

Part Number Product Description User Net Agency Listing
iO Series Fire Control
Panels

Intelligent Analog Control Panels
i0500G FACP, 1 intelligent Loop supporting 125 1134.10 UL,ULC,CS, FDNY
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Gray door,
115VAC, capacity for up (2) 18a/h batteries,
English
i0O500GD FACP, 1 intelligent Loop supporting 125 1288.80 UL,ULC,CS, FDNY
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Gray door,
115VAC, capacity for up (2) 18a/h batteries,
includes Dual line Dialer/modem, English
iO500R FACP, 1 intelligent Loop supporting 125 1134.10 UL,ULC,CS, FDNY
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Red door,
115VAC, capacity for up (2) 18a/h batteries,
English
iO500RD FACP, 1 intelligent Loop supporting 125 1288.80 UL,ULC,CS, FDNY
detectors/125 modules, 2nd loop optional, 4
Class B NAC's, 6.5A power supply, Red door,
115VAC, capacity for up (2) 18a/h batteries,
includes Dual line Dialer/modem, English
i064G FACP, 1 Loop, 64 intelligent devices max, 2 917.60 UL,ULC,CS, FDNY
Class B NAC's, 4.25A power supply, Gray
door, 115VAC, capacity for up (2) 10a/h
batteries, English
i064GD FACP, 1 Loop, 64 intelligent devices max, 2 1010.40 UL,ULC,CS, FDNY
Class B NAC's, 4.25A power supply, Gray
door, 115VAC, capacity for up (2) 10a/h
batteries, includes Dual line Dialer/modem,
English
i064R FACP, 1 Loop, 64 intelligent devices max, 2 917.60 UL,ULC,CS, FDNY
Class B NAC's, 4.25A power supply, Red door,
115VAC, capacity for up (2) 10a/h batteries,
English
i064RD FACP, 1 Loop, 64 intelligent devices max, 2 1010.40 UL,ULC,CS, FDNY
Class B NAC's, 4.25A power supply, Red door,
115VAC, capacity for up (2) 10a/h batteries,
includes Dual line Dialer/modem, English
Option Modules and accessories for iO
series
D16L-iO-1 16 Zone LED annunciator, 2 led's per zone, 206.20 UL,ULC,CS, FDNY
customizable insert labels, left side mounting,
zones 1-16
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D16L-i0-2

SA-232

SA-CLA

SA-DACT

SA-ETH

SA-TRIM1

SA-TRIM2

XAL250

GClI

GCIX

RLCD

RLCD-C

RLCD-CR

RLCD-R

RLED24

RLED24R

RLED-C

RLED-CR

7300073

7120313-01
7120313-02
RA-ENC1

16 Zone LED annunciator, 2 led's per zone,
customizable insert labels, right side mounting,
zones 17-32, requires D16L-iO-1

Serial Interface, RS232, 4 terminal connections
for supervised/unsupervised printers and
connection to PC's

Class A NAC module, for 64pt systems only,
mounts to main board

Dialer/Modem, two telephone line connections,
RJ31, mounts to base plate.

Ethernet Port Interface, RJ45, mounts to base
plate.

Trim Kit for semi-flush mounting 64pt systems
Trim Kit for semi-flush mounting 500pt systems

Expansion Loop for iO500 systems, 125
detectors/125 modules, mounts on main board

Remote Annunciators for iO series

Remote Graphic Annunciator Interface, 11
outputs for common system indicators, 32
outputs for zones, 5 inputs for common system
switches, includes snap mounting track
Remote Graphic driver expander

Remote Annunciator, 80 character LCD,
Common System indicators, Beige housing,
mounts to 4" box w/supplied ring

Remote Annunciator, 80 character LCD,
Common System indicators and controls,
Beige housing, mounts to 4" box w/supplied
ring

Remote Annunciator, 80 character LCD,
Common System indicators and controls, Red
housing, mounts to 4" box w/supplied ring
Remote Annunciator, 80 character LCD,
Common System indicators, Red housing,
mounts to 4" box w/supplied ring

Remote Annunciator Expander, 24 zones w/2
leds per zone, Beige housing, mounts to 4" box
w/supplied ring. Requires RLCD, RLCD-C or
RLED-C master

Remote Annunciator Expander, 24 zones w/2
leds per zone, Red housing, mounts to 4" box
w/supplied ring. Requires RLCD, RLCD-C or
RLED-C master

Remote Annunciator, 16 Zone w/2 led's per
zone, customizable insert labels, Common
System indicators and controls, Beige housing,
mounts to 4" box w/supplied ring

Remote Annunciator, 16 Zone w/2 led's per
zone, customizable insert labels, Common
System indicators and controls, Red housing,
mounts to 4" box w/supplied ring

Remote Annunciator Accessories

24" expander cable assembly, includes cable
and hardware

12" expander cable (cable only)

24" expander cable (cable only)

Single unit remote annunciator enclosure, 4"
box mount, key locked door, plexiglass window,
beige

103.10

103.10

103.10

268.10

515.50

43.40

53.70

927.90

422.80

283.60

489.80

515.50

515.50

489.80

360.90

360.90

412.40

412.40

41.30

20.70
36.10
103.10
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UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY
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RA-ENC2

RA-ENC3

LSRA-SB

RA-LED16ZC
RA-LED24zC

RKEY

260097

i0-CU

BC-1

BC-1R

BC-1EQ

CT™M

IOP3A

MFC-A

PT-1S

RPM

SMK

iObldgdemo

iODemo

Dual unit remote annunciator enclosure, 4" box
mount, key locked door, plexiglass window,
beige

Three unit remote annunciator enclosure, 4"
box mount, key locked door, plexiglass window,
beige

Surface Mount Box - for LSRA series

Blank Zone Card insert for RLEDx controllers

Blank Zone Card insert for RLED24x
controllers

Remote Key switch. Single gang mount,
Provides keyed control to enable/disable
common control switches on remote
annunciators

Programming Tools

Cable, RS232, 4 wire, 9 pin computer
connector, flying leads

iO series programming, diagnostics and report
software. Windows 2000, XP and Vista
compatible, CD-ROM

System Accessories

Battery Cabinet. 14.0" x 18.25" x 7.25" Free
standing cabinet with key lock. Supports up to
40 Ah batteries will hold up to two 12V24A
batteries.

Battery Cabinet - Red. 14.0" x 18.25" x 7.25"
Free standing cabinet with key lock. Supports
up to 40 Ah batteries will hold up to two
12V24A batteries.

BC-1 - Seismic Battery hold down for BC-1.
Supports up to two 40 Ahr batteries. Order BC-
1 Separately.

City Tie Module. Mounts in 2-gang electric box.
Provides connection to a local energy fire
alarm box.

Isolator Module - RS232. For use with short
haul modems, VDU-3, CCA Series, CGP
Series and FCOM-232, requires 1/2 size
cabinet footprint.

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED
. Supports one -MP1, two -MP2, or two -MP2L
Signature module mounting plates, or one
URSM, or one -UIO2R, one -UIOG6, or one -
UIO6R Signature plug-in module
motherboards, or one -REL Signature releasing
module.

System Printer - Desk Top Style

Reverse Polarity Module. Provides: (1) alarm
reverse polarity circuit; (1) supervisory reverse
polarity circuit; (1) trouble reverse polarity
circuit. Requires 1/2 size cabinet footprint and
24 VDC.

Smoke Power Module. 1 required per system
when using Siga-UM's or MAB's for connecting
to 2 wire conventional detectors
Demonstration Units

iO series demonstration expansion kit, provides
one building application display and protective
shipping/handling container

iO series demonstration kit, includes one i064
Gray cabinet, one device board and protective
shipping/handling container

128.90

154.70

58.90

20.70
20.70

65.70

51.60

20.70

223.00

223.00

175.30

157.00

703.60

104.40

1148.50

330.90

63.80

2474.40

3711.60
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UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,ULC,CS, FDNY

UL,CS,B,CC,ULC,F

UL,CS,B,CC,ULC,F

UL

UL,ULC,CS

UL,ULC

UL,ULC,CS,F.M

UL,CS,B,CC,ULC,F

UL,CS,B,CC,ULC,F

UL,ULC,CS, FDNY
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Part Number Product Description User Net Agency Listing
FireShield
Plus

3 Zone System

FSP302R Conventional Fire Alarm Control Panel, 3 Class B IDC zones, 2 422.80 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 10Ah batteries

FSP302RD Conventional Fire Alarm Control Panel, 3 Class B IDC zones, 2 680.50 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 10Ah batteries, includes upload/download DACT

FSP302G Conventional Fire Alarm Control Panel, 3 Class B IDC zones, 2 422.80 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 10Ah batteries

FSP302GD Conventional Fire Alarm Control Panel, 3 Class B IDC zones, 2 680.50 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 10Ah batteries, includes upload/download DACT

F-TRIM35G Semi Flush Trim Kit for 3 or 5 zone enclosures, Gray 4470 UL,ULC,CS, FDNY
F-TRIM35R Semi Flush Trim Kit for 3 or 5 zone enclosures, Red 4470 UL,ULC,CS, FDNY

5 Zone System

FSP502R Conventional Fire Alarm Control Panel, 5 Class B IDC zones, 2 49490 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 10Ah batteries

FSP502RD Conventional Fire Alarm Control Panel, 5 Class B IDC zones, 2 748.60 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 10Ah batteries, includes upload/download DACT

FSP502G Conventional Fire Alarm Control Panel, 5 Class B IDC zones, 2 49490 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 10Ah batteries

FSP502GD Conventional Fire Alarm Control Panel, 5 Class B IDC zones, 2 748.60 UL,ULC,CS, FDNY
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 10Ah batteries, includes upload/download DACT

F-TRIM35G Semi Flush Trim Kit for 3 or 5 zone enclosures, Gray 44.70 UL,ULC,CS, FDNY
F-TRIM35R Semi Flush Trim Kit for 3 or 5 zone enclosures, Red 44.70 UL,ULC,CS, FDNY

10 Zone System

FSP1004R Conventional Fire Alarm Control Panel, 10 Class B IDC zones, 4 773.30 UL,ULC,CS
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 17Ah batteries

FSP1004RD Conventional Fire Alarm Control Panel, 10 Class B IDC zones, 4 1031.00 UL,ULC,CS
Class B NAC's, 3.5A NAC Power, Red enclosure, 120V, capacity
for (2) 17Ah batteries, includes upload/download DACT

FSP1004G Conventional Fire Alarm Control Panel, 10 Class B IDC zones, 4 773.30 UL,ULC,CS
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 17Ah batteries

FSP1004GD  Conventional Fire Alarm Control Panel, 10 Class B IDC zones, 4 1031.00 UL,ULC,CS
Class B NAC's, 3.5A NAC Power, Gray enclosure, 120V,
capacity for (2) 17Ah batteries, includes upload/download DACT

F-TRIM10G Semi Flush Trim Kit for 10 zone enclosures, Gray 55.80 UL,ULC,CS
F-TRIM10R Semi Flush Trim Kit for 10 zone enclosures, Red 55.80 UL,ULC,CS
F-XTR120 NAC Power Expansion Transformer, 120v, increases 10 zone 98.20 UL,ULC,CS

FACP NAC power to 7.0 amps
FireShield Plus Off Premise Communication Options
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F-DACT

CT™M

RPM

FSRSI
FSRZI-A
FSRZI-SA

FSAT2
FSAT3
FSAT4

FSRA10

FSRA10C

RA-ENC1

FSRRM24

FSRRM-S11

FSUIM
MFC-A
EOL3.6-1.1
EOL47PK7

i0-CU
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F-Series upload/download DACT and modem, dual line, w/ 2X16 268.10
LCD, mounts to main assembly, (2) 7' cords included

City Tie Interface (requires one NAC circuit), mounts in 4" 157.00
electrical box
Reverse Polarity Module. Provides: (1) alarm reverse polarity 330.90

circuit; (1) supervisory reverse polarity circuit; (1) trouble reverse
polarity circuit. Requires 1/2 size cabinet footprint and 24 VDC.

FireShield Plus Remote LED Annunciators

Remote System Indicator, Power, Alarm, Supervisory, Trouble 67.00
and Ground Fault LED's with local buzzer, single gang, includes

white Trim Plate

Remote Zone Indicator, contains 5 red LED's for alarm zone 67.00
indication, jumper selectable zone settings, single gang,

includes white trim plate

Remote Zone Indicator, contains 5 bi-color LED's (Red/Yellow) 72.20
for alarm or supervisory zone indication, jumper selectable zone

settings, single gang, includes white trim plate

Remote Annunciator Trim Plate - 2 Gang - White 13.50
Remote Annunciator Trim Plate - 3 Gang - White 20.20
Remote Annunciator Trim Plate - 4 Gang - White 31.30
FireShield Plus Remote 10 zone LED Annunciators

Remote LED Annunciator, includes common system indicators, 350.60

10 zone indicators, White housing, mounts to 4" electrical box,

FOR USE w/ 10 zone panels only

Remote LED Annunciator, includes common system indicators, 391.80
10 zone indicators and common control switches, White

housing, mounts to 4" electrical box, FOR USE w/ 10 zone

panels only

Single unit remote annunciator enclosure, 4" box mount, key 103.10
locked door, plexiglass window, gray

FireShield Plus Remote Relays and Interfaces

Remote Relay Module, 5 Form C contacts, jumper selectable 111.60
operation, includes mounting track
11" Snap Track Holds 2-4 RRMs. Used to Mount FSRRMs in 38.10

MFC-A or other listed enclosure. MFC-A will hold two FSRRM-
11s.

Common Function Graphic Driver/Interface - 9 relays and 5 204.20
switch inputs for common system indicators and controls
Multifunction Fire Cabinet, 8" x 14" x 3.5" - Red. 104.40

FireShield Plus Accessories

Resistor Kit includes 1-3.6K Ohm and 1-1.1K Ohm 13.98
End of Line Resistor - 4.7k Ohm - Pack of 7 36.98
FireShield Plus Software

iO and FSP control panel series programming, diagnostics and 20.70

report software. Windows 2000, XP and Vista compatible, CD-
ROM

UL,ULC,CS

UL,ULC,CS

UL,CS,B,CC,ULC,F

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS
UL,ULC,CS
UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS,F.M

UL,ULC
UL,ULC,CS
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Product Description

Computer/Graphic Annunciators

FWULSW7

FWULSRAIDW7

FW-
19LCDWRACK
FW-
42L.CDHMK1
FW-
42L.CDVMK1
FW-
42L.CDVMK2
FW-RACKKB

FW-
RACKPCUL5

FW-NCCA5
RKU-61-24B

FW-19LCDWTS

FW-22LCDWTS

FW-42LCDWTS

FW-SP4

FW-NIC
MFC-A

FireWorks Interactive Graphical User Interface
FireWorks workstation Intel (r) Dual Core 3.0 GHz processor
comes with Windows 7 Ultimate 64-bit OS, DVR-RW, 4 Gig
RAM memory, 500 Gig Hard drive, on board sound card, on
board video, 8 USB ports, auto-ranging 120/220Vac 50/60 Hz
power supply. **Order serial interface card (FW-SP4l) or
network interface card (FW-NIC), monitor, mounting
hardware, Fireworks Application software and other optional
cards separately. ULI/ULC Listed.

FireWorks workstation Intel (r) Dual Core 3.0 GHz processor
comes with Windows 7 Ultimate 64-bit OS, DVR-RW, 4 Gig
RAM memory, Two 500 Gig Hard drives configured for RAID
1 (mirroring) operation, on board sound card, on board video,
8 USB ports, auto-ranging 120/220Vac 50/60 Hz power
supply. **Order serial interface card (FW-SP4l) or network
interface card (FW-NIC), monitor, mounting hardware,
Fireworks Application software and other optional cards
separately. ULI/ULC Listed.

Computer Enclosures and Mounting Equipment for FW
Series PC and Monitors

Rack mount kit for model FW-19LCDWTS monitor

42" wall mount bracket kit - single display, horizontal
42" wall mount bracket kit - single display, vertical

42" wall mount bracket kit - dual display, vertical
Keyboard Rack mount kit - Black - 2 EIA panel spaces
required

Computer Rack mount kit - 4 EIA panel spaces required,
comes with slides and rack handles.

Network conduit adapter. Use with FW-NIC provides
connection for Ethernet cable conduit.

19" Black Rack Mount Cabinet

Monitors

19" LCD, 1680 X 1050, Capacitive touch screen, USB,
Customer Stand and Packaging.

22" 16:9 LCD, 115 Vac, 1680x1050 resolution, capacitive
touch screen, with integral speakers. Comes with desk
stand, cable set and driver disk.

42" 16:9 LCD, 115 Vac, 1920x1080 resolution, surface
acoustic wave (SAW) touch screen. Comes cable set and
driver disk. Requires mounting bracket kit.

Option Cards and Modules

Serial Port for UL/ULC listed FW4UL4 workstations provides
four additional serial ports

UL/ULC Listed Ethernet 100Base-TX Network Interface Card.
Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED . Supports
one -MP1, two -MP2, or two -MP2L Signature module
mounting plates, or one URSM, or one -UIO2R, one -UIO6, or
one -UIO6R Signature plug-in module motherboards, or one -
REL Signature releasing module.

Software

Order software (FireKey and accompanying software
option(s) FW-CGSUL etc.), Computer, Monitor, and adder
modules as separate line items. When ordering FW-FC
(Factory Configured FireWorks PC) please ensure the FW-
FC is the FIRST ITEM on your purchase order followed by the
PC (FW "X" series). Follow the PC line item with any modules

User Net

13762.5
6

16057.5
5

747.50

721.70

927.90

1495.00

1033.80

464.00

113.50

3200.00

10129.7
0
8223.30

19589.0
0

1579.10

1391.90
104.40

Agency Listing

UL,ULC

UL,ULC

UL,ULC
UL

UL,ULC

UL,ULC

UL,ULC

UL,ULC
UL,ULC,CS,F.M
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FIREKEYUSB

FW-1S
FW-4S

FW-10S

FW-CGS

FW-CGSUL

FW-DARCOM
FW-IPMON1000

MN-COM1S

PT-1S

85012-0014
85012-0019
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to be installed into the PC.

Fire Software CD ROM, and USB software key. (To ensure
proper configuration, please do not place web orders for this
item or any related software options.) One required for each
PC running EST Fire software. Includes software Key and
getting started manual. Order Product Initialization
Number(PIN) letter Fire software separately.

Web Client Single Seat

Used in conjunction with FW-1S provides 4 additional
concurrent remote client seats for a total of 5 concurrent
seats supported.

Used in conjunction with FW-1S and FW-4S to provide a total
of 15 concurrent remote client seats .

Color Graphics Software PIN letter. Allows full 6 view port
display. No common control. (To ensure proper configuration,
please do not place web orders for this item.)

Color Graphics Software PIN letter. Full 6 view port display
graphics with common controls. Install on UL listed hardware.
(To ensure proper configuration, please do not place web
orders for this item.)

Provides connectivity for 1 to 8 Digital Alarm Receivers

IP Monitoring for 1000 connections to iO series panels.
Requires companion software option FW-DARCOM.
LAN/WAN Network Components

UL 864 Listed FireWorks Communications Ethernet Port,
Command & Control. Comes with power and RS232 data
cables

Printers

System Printer - Desk Top Style. Serial port connection

Technical Manuals & Installation Aids (CGA)
FireWorks Demo DVD - Fire/Security/Access Control version
FireWorks Demo DVD - Fire Demonstration Version

344.60

433.10
1082.60

1958.90

2756.40

6890.90

1732.10
927.90

1130.50

1148.50

23.10
23.10

UL,CS,B,CC,ULC,F

Part Number

User Net

Agency

ECS/MNS
Solutions

G1WA-HDVMA
G1WA-VMA
G1WA-VMC
G1WN-VMA
G1WN-VMC
GIWT-ALERT

G4ERA-A
G4ERB
G4ERF-C
G4ERN-A
G4ERN-C
G4EWA-A
G4EWB

Product Description

G1 Series ECS/MNS Appliances

G1 Wall, Horn-strobe, White Housing, Alert Markings, Amber Lens

G1 Wall, Strobe, White Housing, Alert Markings, Amber Lens
G1 Wall, Strobe, White Housing, Alert Markings, Clear Lens
G1 Wall, Strobe, White Housing, No Markings, Amber Lens
G1 Wall, Strobe, White Housing, No Markings, Clear Lens
G1 Wall, White Trim Ring, Alert Marking

G4 Series ECS/MNS/LSS Wall-Mount Strobe Expanders
Strobe Expander, Red, ALERT markings, Amber Lens

G4 Dual-Strobe Format Surface Box, Red

Strobe Expander, Red, FIRE markings, Clear Lens

Strobe Expander, Red, no markings, Amber Lens

Strobe Expander, Red, no markings, Clear Lens

Strobe Expander, White, ALERT markings, Amber Lens

G4 Dual-Strobe Format Surface Box, White

77.42
60.20
55.60
60.20
55.60

6.90

71.50
19.20
71.50
71.50
71.50
71.50
19.20

Listing
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G4EWF-C
G4EWN-A
G4EWN-C

G4WA-S2

G4WA-S2VMA

G4WA-S2VMC
G4WA-S7

G4WA-S7VMA

G4WA-S7VMC
G4WN-S2

G4WN-S2VMA

G4WN-S2vVMC
G4WN-S7

G4WN-S7VMA

G4WN-S7VMC

GCWA-S2

GCWA-S2VMA

GCWA-S2vVMC
GCWA-
S2VMHA
GCWA-
S2VMHC

GCWA-S7

GCWA-S7VMA

GCWA-S7VMC
GCWA-
S7VMHA
GCWA-
S7VMHC

GCWA-VMA

GCWA-VMC

GCWA-VMHA

GCWA-VMHC
GCWN-S2

GCWN-S2VMA

GCWN-S2vMC
GCWN-
S2VMHA
GCWN-
S2VMHC

GCWN-S7

Strobe Expander, White, FIRE markings, Clear Lens
Strobe Expander, White, no markings, Amber Lens
Strobe Expander, White, no markings, Clear Lens
G4 Series ECS/MNS Wall-Mount Appliances

G4 Wall, 25 V Speaker only, White Housing, Alert Markings, no strobe
G4 Wall, 25 V Speaker with Strobe, White Housing, Alert Markings,
Amber Lens

G4 Wall, 25 V Speaker with Strobe, White Housing, Alert Markings,
Clear Lens

G4 Wall, 70 V Speaker only, White Housing, Alert Markings, no strobe
G4 Wall, 70 V Speaker with Strobe, White Housing, Alert Markings,
Amber Lens

G4 Wall, 70 V Speaker with Strobe, White Housing, Alert Markings,
Clear Lens

G4 Wall, 25 V Speaker only, White Housing, No Markings, no strobe
G4 Wall, 25 V Speaker with Strobe, White Housing, No Markings,
Amber Lens

G4 Wall, 25 V Speaker with Strobe, White Housing, No Markings,
Clear Lens

G4 Wall, 70 V Speaker only, White Housing, No Markings, no strobe
G4 Wall, 70 V Speaker with Strobe, White Housing, No Markings,
Amber Lens

G4 Wall, 70 V Speaker with Strobe, White Housing, No Markings,
Clear Lens

GC Series ECS/MNS Ceiling/Wall-Mount Appliances

GC Ceiling, 25 V Speaker, White Housing, Alert Markings

GC Ceilling, 25 V Speaker with Standard Range Strobe, White
Housing, Alert Markings, Amber Lens

GC Ceiling, 25 V Speaker with Standard Range Strobe, White
Housing, Alert Markings, Clear Lens

GC Ceilling, 25 V Speaker with High Range Strobe, White Housing,
Alert Markings, Amber Lens

GC Ceiling, 25 V Speaker with High Range Strobe, White Housing,
Alert Markings, Clear Lens

GC Ceiling, 70 V Speaker, White Housing, Alert Markings

GC Ceiling, 70 V Speaker with Standard Range Strobe, White
Housing, Alert Markings, Amber Lens

GC Ceiling, 70 V Speaker with Standard Range Strobe, White
Housing, Alert Markings, Clear Lens

GC Ceiling, 70 V Speaker with High Range Strobe, White Housing,
Alert Markings, Amber Lens

GC Ceiling, 70 V Speaker with High Range Strobe, White Housing,
Alert Markings, Clear Lens

GC Ceiling, Standard Range Strobe, White Housing, Alert Markings,
Amber Lens

GC Ceiling, Standard Range Strobe, White Housing, Alert Markings,
Clear Lens

GC Ceiling, High Range Strobe, White Housing, Alert Markings, Amber

Lens
GC Ceiling, High Range Strobe, White Housing, Alert Markings, Clear
Lens

GC Ceiling, 25 V Speaker, White Housing, No Markings

GC Ceiling, 25 V Speaker with Standard Range Strobe, White
Housing, No Markings, Amber Lens

GC Ceiling, 25 V Speaker with Standard Range Strobe, White
Housing, No Markings, Clear Lens

GC Ceiling, 25 V Speaker with High Range Strobe, White Housing, No
Markings, Amber Lens

GC Ceiling, 25 V Speaker with High Range Strobe, White Housing, No
Markings, Clear Lens

GC Ceilling, 70 V Speaker, White Housing, No Markings
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71.50
71.50
71.50

33.40
90.20

90.20
33.40

94.80

94.80
33.40

90.20

90.20
33.40

94.80

94.80
35.70
90.20

90.20
101.70

101.70
35.70

90.20

90.20
101.70
101.70

60.10

60.10

71.90

71.90
35.70

90.20

90.20
101.70

101.70
35.70
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GCWN-S7VMA

GCWN-S7vVMC
GCWN-
S7VMHA
GCWN-
S7VMHC

GCWN-VMA

GCWN-VMC

GCWN-VMHA

GCWN-VMHC

MN-GVAMP4

MN-GVBATEX
MN-GVBT1
MN-GVBTH1

MN-GVCOM1
MN-GVCON1

MN-GVDO04

MN-GVDO08

MN-GVD12

MN-GVD16

MN-GVD32
MN-
GVD32EXW
MN-
GVD416EXW
MN-GVFT1

MN-GVHTR1

MN-GVMO08

MN-GVM16

MN-GVM24
MN-
GVM2432EXW

MN-GVM32
MN-
GVMS816EXW
MN-GVOSS1

MN-GVPMD
MN-GVPMM
MN-GVPS25
MN-GVRMAD

GC Ceiling, 70 V Speaker with Standard Range Strobe, White
Housing, No Markings, Amber Lens

GC Ceiling, 70 V Speaker with Standard Range Strobe, White
Housing, No Markings, Clear Lens

GC Ceiling, 70 V Speaker with High Range Strobe, White Housing, No
Markings, Amber Lens

GC Ceiling, 70 V Speaker with High Range Strobe, White Housing, No
Markings, Clear Lens

GC Ceiling, Standard Range Strobe, White Housing, No Markings,
Amber Lens

GC Ceiling, Standard Range Strobe, White Housing, No Markings,
Clear Lens

GC Ceiling, High Range Strobe, White Housing, No Markings, Amber
Lens

GC Ceiling, High Range Strobe, White Housing, No Markings, Clear
Lens

High Power Speaker Arrays

HPSAs are all custom built and require EST3/FireWorks interfaces (at

additional cost). They cannot be ordered on-line. Contact your District

Manager for assistance in pricing/ordering these units.

HPSA 400 Watt replacement amplifier

HPSA Extra battery cabinet (w/o batteries)

HPSA 24v battery compliment (2 12V batteries)
HPSA Battery heating system (requires 120 VAC)

HPSA site commissioning - 2 days max 4 HPSA, w/o travel

HPSA Replacement 24 VDC Contactor

HPSA Exterior Directional high-power speaker array, 400 watt. 90
degree coverage.

HPSA Exterior Directional high-power speaker array, 800 watt. 180
degree coverage.

HPSA Exterior Directional high-power speaker array, 1,200 watt. 270
degree coverage.

HPSA Exterior Directional high-power speaker array, 1,600 watt. 360
degree coverage.

HPSA Exterior Directional high-power speaker array, 3,200 watt. 360
degree coverage.

HPSA 2nd year extended warranty 3200 watt MN-GVD series

HPSA 2nd year extended warranty 400-1600 watt MN-GVD series
HPSA factory training
HPSA Cabinet heating element (requires 120 VAC)

HPSA Exterior Omni directional high-power speaker array, 800 watt
HPSA Exterior Omni directional high-power speaker array, 1,600 watt
HPSA Exterior Omni directional high-power speaker array, 2,400 watt
HPSA 2nd year extended warranty 2400-3200 watt MN-GVM series
HPSA Exterior Omni directional high-power speaker array, 3,200 watt

HPSA 2nd year extended warranty 800-1600 watt MN-GVM series
HPSA On-site standard installation (excluding pole, wall bracket or
room mount installation), w/o travel

HPSA Pole mount kit for MN-GVD Directional HPSA

HPSA Pole mount kit for MN-GVM Omni-directional HPSA

HPSA Replacement battery charger

HPSA Roof-mount apparatus for MN-GVD Directional HPSA
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90.20

90.20

101.70

101.70

60.10

60.10

71.90

71.90

3814.70
2430.30
1789.90
385.40
17217.7
0
837.20
19351.1
0
22840.7
0
26168.4
0
30137.0
0
41566.8
0

2834.20

2323.50
5155.00

283.60
40113.9
0
44523.4
0
50287.5
0

4270.70
59312.7
0

3205.90
34194.9

0
1718.40
1718.40
1546.50
3291.00
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MN-GVRMAM
MN-GVSOL1
MN-GVSOL2

MN-GVSP1
MN-GVSPTP1

MN-GVST1
MN-GVSV1
MN-GVTRVL1
MN-GVTST1
MN-GVWBD1
MN-GVWBM1
MN-GVWP1
MN-GVZINTD4

MN-ECCNS3

MN-ECCNS4
MN-GVANT1
MN-GVANT2

MN-GVCCL1

MN-GVCMP1

MN-GVDO0O4SA

MN-GVDCS1
MN-GVDSC2
MN-GVDTMF1
MN-GVFSK1
MN-GVMSG1
MN-GVRM
MN-GVRS
MN-GVSOCPU

MN-
HSHHPS110

MN-ABPM
MN-BRKT1

MN-BRKT2

MN-BRKT3
MN-FVPN

MN-FVPNTS6
MN-NETRLY4

MN-NRBK1
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HPSA Roof-mount apparatus for MN-GVM Omni-directional HPSA
HPSA solar charging array (under 1600 watt) with power equalizer and
regulator

HPSA solar charging array (over 1600 watt) with power equalizer and
regulator

HPSA 2-piece steel pole

HPSA Speaker circuit transient protector (4 circuits) 2 required for any
system with 5-8 amplifiers

HPSA On-site training, w/o travel

HPSA Site verification/assessment, w/o travel

Travel expenses - call for quote

HPSA Cabinet low temperature sensor

HPSA Wall-mount bracket for MN-GVD Directional HPSA
HPSA Wall-mount bracket for MN-GVM Omni-directional HPSA
HPSA wood pole

HPSA to EST3 Interface (hard wire). With purchase of HPSA
Electronic Control Cabinet, 24 VDC, 1200W, 120V, 1Ph, Aluminum
enclosure with stand-alone controller. No speaker head. Without
batteries.

Electronic Control Cabinet, 24 VDC, 1600W, 120V, 1Ph, Aluminum
enclosure with stand-alone controller. No speaker head. Without
batteries.

HPSA Stand-Alone Omni-directional antenna kit

HPSA Stand-Alone Directional antenna kit
HPSA Stand-Alone Control Software package

HPSA Stand-Alone Central Controller, FSK format

HPSA Exterior directional high-power speaker array, 400 watt. 90
degree coverage. For Stand-alone operation. Does not include
interface or batteries.

HPSA Stand-Alone Dry Contact System Interface
HPSA Stand-Alone short-range 6 dry contact interface
HPSA Stand-Alone DTMF Format card

HPSA Stand-Alone FSK Format card

HPSA Stand-Alone Remote message unit

HPSA Stand-Alone radio interface

HPSA Stand-Alone two-way radio system

HPSA Stand-Alone CPU

HS Series Hand-held portable amplified loudspeaker system. Comes
with rechargeable battery, 110 VAC charger, MP3 player, Record/Play
microphone, Carrying Strap, Optimizer Software, Operations Manual
ECS/MNS/LSS Control Equipment

Audio Bridge, panel mount - Mounts on MN-BRKT1 or MN-BRKT3

MN-FVPN, MN-ABPM, MN-PASM2, MN-COM1S, MN-NETRLY4 and/or
MN-NETSW/(1)(2) mounting bracket for EST3 enclosures

MN-COM1S, MN-NETSW1 or MN-NETSW2 mounting bracket for
MFC-A enclosures or on 3-CHAS7

MN-FVPN, MN-COML1S and/or MN-NETSW/(1)(2) mounting bracket for
APS6A power supplies

Voice Over Internet Protocol (VolP) encoder/decoder, includes power
and audio cable.

Replacement 6-position terminal strip for MN-FVPN

Ethernet controllable multi I/O module. 4 unsupervised inputs & 4
unsupervised outputs. Comes with one MN-NRKBL1.

Replacement mounting bracket with end caps for single MN-NETRLY4

3291.00

8053.80
11842.3
0
10739.6
0

309.30
10653.7
0

9141.60

147.30
2732.20
2732.20
7732.50
3665.90

22872.7
3

24727.2
7

536.00

856.00
18000.0
0
19812.0
0

20333.3
3
16556.6
7

556.00
3764.00
1035.56
2000.00

226.67
2822.22
8580.00

14153.8
5

242.40

167.60

65.78

159.70
1648.20

37.20

698.50
58.70

UL
UL

UL

UL

UL

UL
UL

UL
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MN-NRMP Mounting plate to allow up to 2 MN-NETRLY4 modules to be mounted UL
on a MN-BRKT1 bracket 50.50
MN-PASM2 Preamp audio supervision module. Provides Form C dry contact for 276.24 UL
audio or module failure.
MN-TK10 10 Position, 4 pole terminal kit for use with MN-NETRLY4 or MN-FVPN 148.60 UL
Agency
Part Number Product Description User Net Listing
Intelligent
Signature
Devices
Detectors - Signature
SIGA2-PS Intelligent Second Generation Photoelectric Smoke Detector 92.80 UL,ULC
SIGA2-PHS Intelligent Second Generation 3D Multisensor Detector - 113.60 UL,ULC
Photoelectric, Heat
SIGA2-HFS Intelligent Second Generation Fixed Temperature Heat Detector - 69.70 UL,ULC
135F
SIGA2-HRS Intelligent Second Generation Fixed Temperature / Rate-of-Rise 69.70 UL,ULC
Heat Detector - 135F, 15F per minute
SIGA2-COS Intelligent Second Generation CO sensor 123.80 UL,ULC
SIGA2-HCOS Intelligent Second Generation Combination Fixed Temperature / 134.10 UL,ULC
Rate-of-Rise Heat Detector - 135F, 15F per minute and CO sensor
SIGA2-PCOS Intelligent Second Generation Combination Photo Electric and CO 154.70 UL,ULC
sensor
SIGA2- Intelligent Second Generation Combination Photoelectric, Fixed 175.30 UL,ULC
PHCOS Temperature / Rate-of-Rise Heat Detector - 135F, 15F per minute
and CO sensor
SIGA-IPHS Intelligent 4D Multisensor Detector - lonization, Photoelectric, Heat 120.50 UL,CS,ULC,B,F
SIGA-IPHSB Intelligent 4D Multisensor Detector, BLACK - lonization, 143.80 UL,CS,ULC,B,F
Photoelectric, Heat
Detectors and Accessories
Detector Bases and Accessories - Signature
SIGA-SB Detector Base - Standard 14.00 UL,ULC,F,CS,B
SIGA-SB4 Detector Base - Standard, for 4" sq. box, includes -TS4 skirt 15.80 UL,ULC,F,CS,B
SIGA-RB Detector Base with Form 'C' Relay 48.20 UL,ULC,F,CS,B
SIGA-RB4 Detector Base with Form 'C' Relay - for 4" sq. box, includes -TS4 48.20 UL,ULC,F,CS,B
skirt
SIGA-IB Detector Base with Isolator 56.90 UL,ULC,F,CS,B
SIGA-IB4 Detector Base with Isolator - for 4" sq. box, includes -TS4 skirt 59.80 UL,ULC,F,CS,B
SIGA-AB4G Audi bl e (Sounder ) Bas el/8"ddepuNorths 74.70 UL,uULC
American electrical box.
SIGA-ABAGT Audi bl e (Sounder ) Bas el/8"ddepuNorths 77.40 UL,uULC
American electrical box. For use with the SIGA-TCDR module only
AB4G-SB Surface box - for sounder base (use with -AB4G models only) 14.00 UL,uULC
SIGA-DG Detector (Smoke) Guard. Covers detectors mounted to flush electric 46.50 UL,ULC,F,CS
boxes. Compatible with -IPHS and -PS 1st generation Signature
detectors.
SIGA-DGMF  Detector (Smoke) Guard Mounting Flange. Provides secure 34.90 UL,ULC
mounting while offering easy guard removal. Includes tamper
hardware.
SIGA-DGSB Detector (Smoke) Guard Surface Box - for SIGA-DG 58.10 UL,ULC
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SIGA-DMP

SIGA-LED

SIGA-ST

SIGA-TS
SIGA-TS4

SIGA-TSB

SIGA-DH

6261-001
6261-002
6261-003
6261-006
6261-010
SIGA-DTS

SIGA-SD
SD-MAG
SD-T8
SD-T18
SD-T24
SD-T36
SD-T42
SD-T60
SD-T78
SD-T120
SD-TRK
SD-TRM
SD-PH
6263-SG

SD-VTK

SIGA-270

SIGA-270L
SIGA-270P

SIGA-278
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Detector Mounting Plate. For raised floor and plenum applications.
Order detector mounting base and detector separately. Compatible
with -PS, -PHS and -IPHS detectors and -SB, -RB and -IB bases.
NOTE: SIGA-IPHS 4D detector is limited to operation in air
velocities less than 500 feet per minute.

Remote Alarm LED. Use with -SB and -SB4 Standard Base only

Service Tool Update Kit - for 6258. Includes detector removal tool
and vacuum attachment. Use with conventional vacuum cleaner to
remove dust and debris from Signature detectors.

Trim Skirt/Ring - for Octagon Electric Box

Trim Skirt/Ring - for 4" Square Electric Box. Use to hide
imperfections around electric boxes not completely hidden by
standard bases. (Included with all 4" Bases)

Trim Skirt/Ring - BLACK. Use with SIGA-IPHSB to hide white
detector base.

Detectors - Duct Housings and Accessories - Signature

Duct Smoke Detector Housing. For Signature Series Detectors only.

Use in ducts up to 10 feet wide. Use with SIGA-PS, SIGA-PHS,
SIGA-IPHS detector only. Requires SIGA-SB, SIGA-IB, or SIGA-RB
Detector Base for wiring. Requires 6261 series Air Sampling Tube.
Air Sampling Tube - 8" Long

Air Sampling Tube - 24" Long

Air Sampling Tube - 42" Long

Air Sampling tube - 78" Long

Air Sampling Tube - 120" Long

Duct Smoke Detector Test Station. 2-gang plastic plate c/w key
switch, 2 keys. Use with Duct Detector Only

SuperDuct, Signature Series duct smoke detector

SuperDuct, Test magnet kit

SuperDuct, Air sample tube, 8 inch

SuperDuct, Air sample tube, 18 inch

SuperDuct, Air sample tube, 24 inch

SuperDuct, Air sample tube, 36 inch

SuperDuct, Air sample tube, 42 inch

SuperDuct, Air sample tube, 60 inch

SuperDuct, Air sample tube, 78 inch

SuperDuct, Air sample tube, 120 inch

SuperDuct, Remote test station, keyed - 2-wire and Siga
SuperDuct, Remote test station, magnetic - 2-wire and Siga
Super Duct Protective Housing

Air Velocity Test Kit - for Signature Series Duct Housing. Includes
air velocity meter, psychrometer and test fixture for measurement of
velocity of duct air flow and relative humidity.

SuperDuct, Air velocity test kit (stoppers only, etc)

Fire Alarm Stations - Intelligent

Signature Manual Stations use the same accessories as
conventional style stations. Refer to price list section "CID".
Manual Pull Station - Single Action, 1-stage

Manual Pull Station - 1-Stage, "LOCAL ALARM" marking
Manual Pull Station - Single Action, 2-stage

Manual Pull Station - Double Action, 1-stage

Installation Aides, Manuals, and Training - Signature

104.40 UL,ULC,F,CS,B

23.30 UL,ULC,F,CS,B

54.10
3.60 UL
3.60 UL
4.70 UL

120.60 UL,ULC,F,CS,B

12.00 UL
16.00 UL
16.00 UL
20.00 UL
28.00 UL

98.60 U,UC,F,CS

267.80 UL
3.40 UL
9.30 UL

12.70 UL
12.70 UL
12.70 UL
12.70 UL
13.90 UL
16.20 UL
23.10 UL
63.40 UL
42.70 UL
257.80
644.40
78.40 UL

104.40 UL,ULC,F,CSB

111.30 U
139.20 UL,ULC,F,CS,B

111.30 UL,ULC,F,CS.B
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SIGA-PRO

235196P

MFC-A

SIGA-MB4

SIGA-MP1

SIGA-MP2

SIGA-MP2L

SIGA-UIO2R

SIGA-UIO6

SIGA-UIO6R

SIGA-AA30

SIGA-AA50

SIGA-CC1

SIGA-CC1S
SIGA-CC2

SIGA-CC2A

SIGA-CR

SIGA-CRR

SIGA-CT1

SIGA-CT1HT
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Signature Device Programming/Service Tool. Allows programming
of Signature devices without using PC. Use for retrieving information
from Signature device History Log and Trouble Codes.

Module Accessories - Signature

Universal I/O Motherboards are required for UIO plug-in modules.
Module Mounting Plates can be used to mount multiple 1 & 2-gang
modules.

Transient Protector - for Bell and Horn Circuits. Provides transient
protection to -CC1, -MCC1, -CC2, -MCC2, -UM and -MAB modules.

Multifunction Fire Cabinet, 8" x 14" x 3.5" - RED . Supports one -
MP1, two -MP2, or two -MP2L Signature module mounting plates, or
one URSM, or one -UIO2R, one -UIOB6, or one -UIO6R Signature
plug-in module motherboards, or one -REL Signature releasing
module.

Module Mounting Bracket - for 4" Square Electric Box. Mounting kit
allows installing 2 single gang Signature modules into a single 4" sq.
box.

Signature Module Mounting Plate, 1-footprint. Space for up to four 2-
gang Signature modules or eight 1-gang Signature modules.

Signature Module Mounting Plate, 1/2-footprint. Space for up to two
2-gang Signature modules or four 1-gang Signature modules.

Signature Module Mounting Plate, 1/2 Extended footprint. Space for
up to three 2-gang Signature modules or six 1-gang Signature
modules.

Universal Input/Output Module Motherboard - 2 Position, w/Riser
Selection. Use for M series modules.

Universal Input/Output Module Motherboard - 6 Position. Use for M
series modules.

Universal Input/Output Module Motherboard - 6 Position w/Riser
Selection. Use for M series modules.

Modules - Signature

Intelligent Audio Amplifier - 30 Watt. Two riser inputs, 1/25 Vrms.
Output selectable 25/70 Vrms. Communicates with panel via
Signature Data Circuit. Mounts in 2-WB3(R), 2-WB7(R) or RACCR.

Intelligent Audio Amplifier - 50 Watt. Two riser inputs, 1Vrms or 25
Vrms. Output selectable 25/70 Vrms. Communicates with panel via
Signature Data Circuit. Mounts in 2-WB3(R), 2-WB7(R) or RACCR.

Single Input (Riser) Module. Features a built-in RING TONE
generator; use for switching a single signal or audio circuit.

Single Input (Riser) Module with strobe synchronization output

Dual Input (Riser) Module. Use for switching (selecting) either of two
signal or audio input circuits to one signal output circuit.

Dual Input (Riser) Module. Use for switching (selecting) either of two
signal or audio input circuits to one signal output circuit. Class A

Control Relay Module. Select for either N.O. or N.C. operation.
Rated at 2 amps (24Vdc)

Polarity Reversal Relay Module. Reverses polarity of 24 Vdc riser to
sound a group of audible bases.

Single Input Module. Single circuit input module for use with
Normally Open Contact devices. Four selectable personality codes
for Alarm latching, or Alarm Delayed latching, or non-latching
monitor or latching supervisory.

Single Input Module. Single circuit input module for use with
Normally Open Contact devices. Four selectable personality codes
for Alarm latching, or Alarm Delayed latching, or non-latching
monitor or latching supervisory. For Use in high tepmerature
enviroments

910.40

3.50

104.40

23.30

31.30

25.60

27.90

104.40

111.30

132.10

579.30

695.30

104.40

139.20
134.50

149.40

97.40

98.60

70.70

70.70

UL

UL

UL,ULC,CS,FM

UL,ULC,F,CS

UL,ULC

UL,ULC

UL,ULC

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,CS

UL,ULC,CS

UL,ULC,F,CS,B

UL,ULC,CS,F
UL,ULC,F,CS

UL,ULC,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC




a6
SRR

SIGA-CT2

SIGA-IM

SIGA-10
SIGA-MAB
SIGA-MCC1

SIGA-
MCC1S
SIGA-MCC2

SIGA-
MCC2A
SIGA-MCR

SIGA-MCRR
SIGA-MCT2
SIGA-MDM

SIGA-MIO

SIGA-MM1

SIGA-MRM1
SIGA-RM1

SIGA-TCDR
SIGA-UM

SIGA-WTM

276A-REL
278A-REL
RELA-ABT

RELA-EOL
RELA-SRV
SIGA-REL
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Dual Input Module. Two circuit input module for use with Normally
Open Contact devices. Four selectable personality codes (on each
circuit) for Alarm latching, or Alarm Delayed latching, or non-latching
monitor or latching supervisory.

Isolator Module. Use to isolate wiring faults on Class A (Style 7)
loops.

Universal Input/Output Module - input with programmable output
Universal Class A/B Module - UIO Mount

Single Input (Riser) Module - UIO Mount.

Single Input (Riser) Module with synchronization output - UIO Mount

Dual Input (Riser) Module - UIO Mount.
Synchronized Signal Module /w 2 Risers in, 1 Output Ckt, CI A’

Control Relay Module - UIO Mount.

Polarity Reversal Relay Module - UIO Mount.

Dual Input Module - UIO mount.

Digital Message Module - UIO Mount. Takes one position in the
SIGA-UIO Motherboard. Provides storage for two 30 second
messages.

Input/Output Module - UIO Mount. Multifunction module with input
and programmable output

Monitor Module - Single Input. Single circuit input module for use
with Normally Open Contact devices. Factory programmed for Non-
latching monitor operation.

Riser Monitor Module - UIO Mount. Use for monitoring power, audio,
or telephone riser

Riser Monitor Module. Use for monitoring power, audio, or telephone
riser.

Temporal Coder for SIGA-ABAGT Sounder Bases

Universal Class A/B Module. Select from 15 personality codes
including Class A or B initiating circuits, Class A or B signaling
circuits.

Combination Waterflow/Tamper Module. Two circuit input module
for use with Normally Open Contact devices. The first circuit is
factory programmed to latch as an alarm after a contact closure of
16 seconds in duration. The second input will latch as a Supervisory
input upon closure of a Normally open contact.

Releasing Module and Accessories - Signature

Manual Release Station - single action

Manual Release Station - double action

Manual Abort Station - for releasing module

End of Line Relay Device - polarized
Service Disconnect Keyswitch - for releasing module
Agent Releasing Module - Intelligent, 2-circuit

120.50

84.70

139.20
132.10

97.40
139.20

129.90
149.40

92.80
95.10
113.60
811.10

127.60

70.70

139.20

139.20

115.50
139.20

120.50

104.40
110.20
103.40

114.88
103.40
463.50

U,UCF,CS

UL,ULC,F,CS

UL,ULC,F,CS
UL,ULC,F,CS
UL,ULC,F,CS
UL,ULC,F,CS

UL,ULC,F,CS
UL,ULC,CS

UL,ULC,F,CS
UL,ULC,F,CS
UL,ULC,F,CS
UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC
UL,ULC,F,CS

UL,ULC,F,CS

UL,ULC,F,CS
UL,ULC,F,CS

UL,ULC,CS,FM

UL,ULC,F,CS
UL,ULC,F,CS
UL,ULC,F,CS

Part Number

Product Description

Conventional Initiating

Devices

5956A

270A-DPO

Remote LED Alarm Indicator, 1-gang SS
plate - for remote indication of smoke
detector alarm

Fire Alarm Stations - Conventional
Fire Alarm Manual Station - Double Pole,
60 Wire Leads

User Net

23.30

60.10

Agency Listing

UL,ULC

UL,CS,B




y A “?a

s

270A-SPO

270-DPO

270P-DPO

270P-SPO

270-SPO

276B-1110

276B-1120

276B-1320

276B-1420

277B-1110

277B-1120

278B-1110

278B-1120

278B-1320

278B-1420

278B-2110

278B-2320

279B-1110

279B-1120

279B-1320

1534-1

MS-G

MPSR1-D45WX-GE

MPSR1-D45WX-GE-B

MPSR1-D45WX-GE-F

MPSR-LP

:, ) STATE OF UTAH CONTRACT NUMBERMAS87
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Fire Alarm Manual Station-Si ng |l e
Wire Leads

Fire Alarm Manual Station - Double Pole,
Terminals

Fire Alarm Manual Station - Double Pole,
Presignal

Fire Alarm Manual Station - Single Pole,
Presignal

Fire Alarm Manual Station - Single Pole,
Terminals

Fire Alarm Manual Station - Single Pole,
Tool Reset, terminals

Fire Alarm Manual Station - single pole,
key reset, terminals

Fire Alarm Manual Station - Double Pole,
Key Reset, terminals

Fire Alarm Manual Station - Double Pole, 1
Open & 1 Closed Contact, Key Reset,
terminals

Fire Alarm Manual Station - single pole,
single action, tool reset, wire leads

Fire Alarm Manual Station - Single Pole,
Key Reset, wire leads

Fire Alarm Manual Station - Single Pole,
Tool Reset, double action, wire leads
Fire Alarm Manual Station - single pole,
key reset, double action, terminals

Fire Alarm Manual Station - Double Pole,
Key Reset, double action, terminals

Fire Alarm Manual Station - Double Pole, 1
Open 1 Closed Contact, Key Reset, double
action, terminals

Fire Alarm Station, Presignal, Single Pole,
double action, tool reset, terminals

Fire Alarm Manual Station - Presignal,
Double Pole, Key Reset, double action,
terminals

Fire Alarm Manual Station - single pole,
tool reset, double action, wire leads

Fire Alarm Manual Station - Single Pole,
Key Reset, double action, wire leads
Fire Alarm Manual Station - Double Pole,
Key Reset, double action, wire leads
1-Stage, Single Action - Specialty
Institutional Manual Station - Key
Operated. Tamperproof screws, flush
mounts to single gan
Surface mounts to PP46292-0200 box.
Guard Patrol Station - Key operated,
brushed aluminum finish, "PATROL"
markings

Explosion/Weatherproof

FA Man Stat, XP/WP Single Action, Key
Reset, Cat 45 Key, Term., DPDT, English
markings

FA Man Stat, XP/WP Single Action, Key
Reset, Cat 45 Key, Term., DPDT,
English/French markings

FA Man Stat, XP/WP Single Action, Key
Reset, Cat 45 Key, Term., DPDT, French
markings

FA Man Stat, Dual Action level (add to
MPSR1-D45WX-GE units), English
markings
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F 26.90
61.00
84.80
71.50
29.10
29.10
33.20
66.20

82.80

26.90
30.10
33.20
38.30
62.10

84.80

93.10

93.10

29.10
37.30

51.80

108.60

¢

113.80

775.30

861.40

861.40

32.50

UL,CS,B
UL,B
UL,B
UL,B

UL,CS,B,F
UL
UL,ULC
UL

UL

UL
UL
UL
UL,ULC
UL

UL

UL

UL

UL
UL

UL

Cs
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MPSR-LPB

MPSR-LPF

MPSR1-D45W-GE
MPSR1-DHTW-GE
MPSR1-S45W-GE
MPSR1-SHTW-GE
MPSR2-D45W-GE
MPSR2-DHTW-GE
MPSR2-S45W-GE

MPSR2-S45W-GE-NYW

MPSR2-SHTW-GE

MPSR2-SHTW-GE-NYW

MPSRGR10

MPSRHEX

270-GLR

276B-RSB
276-GLR

276-K1

276-K2

276-R
P-024953
P-027193
P-039250
PP46292-0200
RR-32RL

STI-1100
STI-1130

STI-1200
STI-1230

STI-1250

FA Man Stat, Dual Action level (add to
MPSR1-D45WX-GE units), English/French
markings

FA Man Stat, Dual Action level (add to
MPSR1-D45WX-GE units), French
markings

Fire Alarm Stations - Outdoor

FA Man Stat, WP Single Action, Key
Reset, DPDT, Cat 45 Key, Term., DPDT,
FA Man Stat, WP, Single Action, Hex
Reset, ,Term., DPDT,

FA Man Stat, WP Single Action, Key
Reset, SPST, Cat 45 Key, Term., SPST,
FA Man Stat, WP Single Action,, SPST,
Hex Key, Term., SPST,

FA Man Stat, WP Double Action, Key
Reset, DPDT, Cat 45 Key, Term., DPDT,
FA Man Stat, WP, Double Action, Hex
Reset, Term., DPDT,

FA Man Stat, WP Double Action, Key
Reset, Term., SPST, Cat 45 Key

FA Man Stat, WP Double Action, Key
Reset, Cat 45 Key, NYC White Stripe,
Term., SPST

FA Man Stat, WP Double Action, Hex
Reset, Term., SPST,

FA Man Stat, WP Double Action, Hex
Reset, NYC White Stripe, Term., SPST,
Fire Alarm Stations - Outdoor
Accessory

Replacement glass rods for MPSR,
10/pack

Replacement Hex Key for MPSR stations
Accessories - Fire Alarm Stations
Glass Rods - for 270 Series Manual
Stations (1 package w/20 rods per
package)

Surface Back Box - RED, Steel

Glass Rods - for 276, 277, 278, 279 Series
Manual Stations (1 package w/12 rods per
package)

Reset Key & Tag (for 'Key-Reset' Manual
Stations)

Key & Tag (for Presignal Manual Stations)
Resistor Kit - 560 ohms

Key - for Presignal Manual Pull Stations
Surface Box, Cast

Surface Box

Surface Box - for 1534-1

ADA Pull Station Relocator - lowers
existing pull station to regulation ADA
height

Accessories - Stopper Il (Pull Station
Covers)

Stopper Il with Horn (9V battery) - for Flush
Stations

Stopper Il with Horn (9V battery) - for
Surface Stations, includes STI-3100
Stopper Il without Horn - for Flush Stations
Stopper Il without Horn - for Surface
Stations, includes STI-3100

Stopper Il without Horn, Weatherproof - for
Flush Stations
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36.10

36.10

169.60

158.90

104.30

104.30

176.40

169.60

111.10

111.10

115.00

115.00

25.10

9.80

24.40

15.10
24.90

15.00

17.70
4.70
4.30

46.60

25.90

26.00

68.40

170.70

190.30

113.80
119.00

139.70

UL
UL
UL
UL
UL
UL
UL

UL

UL

UL

UL

UL
UL
UL
UL

UL,F
UL,F

UL,F
UL,F
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STI-3002

STI-3003
STI-3004
STI-3100

STI-3150

280A-PL

C-TRIM

SD-MAG
SD-RJ10
SD-RJ15

SD-RJ5
SD-T120
SD-T18
SD-T24
SD-T36
SD-T42
SD-T60
SD-T78
SD-T8
SD-TRK

SD-TRK4
SD-TRM
SD-TRM4

SD-VTK

CF135-2
CF200-2
CR135-2

CR200-2

302-135
302-194

302-AW-135

STATE OF UTAH CONTRACT NUMBERIMAS87

Weatherproofing Gasket - for converting
STI-1200 to weatherproof (2 gaskets
required for each cover)

Weatherproofing Gasket - for Conduit
Entry into STI-3100

Conduit Insert - for plugging unused
conduit entry into STI-3100

2" Spacer - for converting flush cover to
surface cover

Stopper Il without Horn, Weatherproof - for
Surface Stations

Accessories - Heat Detectors
WARNING: Heat Detectors are Not Life
Safety Devices, Use For Property
Protection Only.

Plastic Mounting Plate, Reversible - for
280 Series Detectors

Surface Trim Ring - for covering 4" square
box when mounting smoke/heat detectors
Accessories - Smoke Detector (Duct)
SuperDuct, Test magnet kit

SuperDuct, RJ45 wiring harness kit - 10 ft
SuperDuct 4-wire, RJ45 wiring harness kit
-15ft

SuperDuct, RJ45 wiring harness kit - 5 ft
SuperDuct, Air sample tube, 120 inch
SuperDuct, Air sample tube, 18 inch
SuperDuct, Air sample tube, 24 inch
SuperDuct, Air sample tube, 36 inch
SuperDuct, Air sample tube, 42 inch
SuperDuct, Air sample tube, 60 inch
SuperDuct, Air sample tube, 78 inch
SuperDuct, Air sample tube, 8 inch
SuperDuct, Remote test station, keyed - 2-
wire and Siga

SuperDuct, Remote test/reset station,
keyed - 4-wire

SuperDuct, Remote test station, magnetic -
2-wire and Siga

SuperDuct, Remote test/reset station,
magnet - 4-wire

SuperDuct, Air velocity test kit (stoppers
only, etc)

Detectors - Heat (Double Pole)
WARNING: Heat Detectors are Not Life
Safety Devices, Use For Property
Protection Only.

Heat Detector, 135F Fixed Temperature
Heat Detector, 200F Fixed Temperature
Heat Detector, 135F ROR/Fixed
Temperature

Heat Detector, 200F ROR/Fixed
Temperature

Detectors - Rate Compensation Heat
(for Explosion/Weather/Moisture Proof
and Ordinary Location)

Heat Det. - Rate Compensation, Interior
Vertical Surface Mount FM & UL - 135°F
Heat Det. - Rate Compensation, Interior
Vertical Surface Mount FM & UL - 194°F
Heat Detector - Rate Compensation, All-
weather Vertical Mounting FM & UL -

August 26, 2014

13.50

10.50
10.50
26.90

155.20

4.60

17.60

3.40
29.60
38.90

20.20
23.10
12.70
12.70
12.70
12.70
13.90
16.20

9.30
63.40

63.40
42.70
42.70

78.40

55.60
55.60
55.60

55.60

41.00
41.00

44.40

UL

UL
UL
UL

UL
UL
UL
UL
UL
UL
UL
UL
UL
UL

UL
UL
UL

UL

UL,ULC,CS
UL,ULC,CS
UL,ULC,CS

UL,ULC,CS

UL,CS,B,CC
UL,CS,B,CC

UL,CS,B,CC
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302-AW-194

302-EPM-135

302-EPM-194

302-ET-135

302-ET-194

AP-P

JALX11

STONCO27

281B-PL

282B-PL

283B-PL

284B-PL

ESD-4WJ

ESD-CJ
ESD-CT
ESD-SJ
ESD-ST
SD-2W

SD-VTK

511C
521B

521BXT

521INCSXT

52INCRXT
711U

711UT
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135°F

Heat Detector - Rate Compensation, All- 44.40
weather Vertical Mounting FM & UL -194°F

Heat Det. - Rate Compensation, Explosion 85.40

Proof Mounting UL - 135°F (Requires

JALX11 or equal)

Heat Det. - Rate Compensation, Explosion 85.40
Proof Mounting UL - 194°F (Requires

JALX11 or equal)

Heat Detector - Rate Compensation, All- 44.40
weather Vertical, Box Mount (1/2 NPT), FM

& UL - 135°F (Requires STONCO27 or

equal)

Heat Detector - Rate Compensation, All- 44.40
weather Vertical, Box Mount (1/2 NPT), FM

& UL - 194°F (Requires STONCO27 or

equal)

Detectors - Rate Compensation Heat,

Accessories

Heat Det. - Rate Compensation, Adapter 7.80
plate for mounting 302 and 302-AW to any

3" outlet box or 4" octagon outlet box.

Explosion proof outlet body with cover 168.60
(1/2" thread hubs back, four sides and

cover) - Killark model

4 0 We grodf, @atagon backbox and 20.20
cover (1/206 thread h

and cover)

Detectors - Heat (Single Pole)

All models UL rated for 50' spacing.

WARNING: Heat Detectors are Not Life

Safety Devices, Use For Property

Protection Only.

Heat Detector, ROR/FT, 135°F, with 16.00
Plastic Mounting Plate

Heat Detector, ROR/FT, 194°F, with 16.00
Plastic Mounting Plate

Heat Detector, FT, 135°F, with Plastic 16.00
Mounting Plate

Heat Detector, FT, 194°F, with Plastic 16.00

Mounting Plate
Detectors - Smoke (Duct)

SuperDuct, Controller w/sensor (RJ45), 4- 260.30
wire

SuperDuct, Controller (RJ45), 4-wire 132.10
SuperDuct, Controller (terminals), 4-wire 132.10
SuperDuct, Sensor (RJ45), 4-wire 121.40
SuperDuct, Sensor (terminals), 4-wire 121.40
Conventional SuperDuct Detector 197.10
SuperDuct, Air velocity test kit (stoppers 78.40
only, etc)

Detectors - Smoke (Area)

2 Wire Smoke Detector 12/24Vdc 49.50
2 Wire Smoke Detector, 6-33Vdc 52.60
2 Wire Smoke Det 6-33Vdc w/ smart heat 56.30
135FT & Rof R

2 Wire Smoke Det 8.5-33Vdc /w smart 68.20
heat 135FT & R of R, relay

2 Wire Sm Det, 8.5-33Vdc w/sm heat 81.90
135FT & RR, 85dbA Sounder

2 Wire Smoke Detector 12/24Vdc 54.00
2 Wire Smoke Detector 12/24Vdc, fast 60.00

response /w heat

UL,CS,B,CC

UL

UL

UL

UL

UL

UL

UL

UL,F,CS,B
UL,F,CS,B
UL,F,CS,B

UL,F,CS,B

UL

UL
UL
UL
UL
UL
UL

UL,CS
UL,CS
UL,CS

UL,CS
UL,CS

UL,CS
UL,CS
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721UT
713-5U

TS7-2

TS7-2T

211-10PKG

1206B

204-12/24VG

701U

702U
SM-EXT1

SM-TEST

250-CO

250-COPLT-5PKG

23901-01

EC5000R

EC-100R

EC-50R

EC-LLT

OSY-2
PIBV2
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2 Wire Smoke Detector 12/24Vdc, fast 66.00
response /w remote A/T LED

2 Wire Electronic Heat Detector 32.00
2 Wire Smoke Detector 12/24Vdc, 711U 55.90
head /w 701U base

2 Wire Sm Det 12/24Vdc, heat, remote A/T 58.70
LED, 721UT/w702 base

Accessories - Smoke Detectors (Area)

Replacement Optical Chambers (10 Pack) 61.90
- for 2M series photoelectric models

Detector Wire Guard. Provides physical 38.00
protection for heat detectors and smoke

detectors without affecting detector

performance.

E.O.L., Power Supervision Relay - for 4- 37.30
wire applications

6" Mounting Base for 711U and 711UT, 3 12.00
terminals

6" Universal Base, 700 Series /w 6 12.50
terminals for all heads

Extension Tube Applicator (Homeguard 23.10
#1490) for Smoke Detector test spray.

Canned Smoke (Test Spray), 1-case 763.60
(contains 24 cans of spray (p/n P-047546-

0025) and 1 - 1490 applicator tube).

Detectors - Carbon Monoxide

12/24 VVdc CO Sensor w/ Alarm and 119.40
Trouble Contacts

240-COe to 250-CO Adapter Plate, 5 per 19.90
Package

Detectors - Smoke (Beam)

Replacement Reflector - for EC-50R/-100R 89.20
Reflective Beam Detectors

Self Adjusting Reflective Beam Detector 1546.50
(160-330ft)

Reflective Beam Detector (160-330ft) 1545.40
Reflective Beam Detector (15-160ft) 1307.60
Remote Test Station - for EC-50R/-100R 297.30
Reflective Beam Detectors

Sprinkler System (Waterflow) Devices

Detector, Gate Valve - Metal, Red 103.60
Detector, Post Indicator Butterfly Valve - 103.60
Metal, Red

UL,CS

UL,CS

UL,CS

UL,F

UL,CS,B,F

UL,CS

UL,CS

UL,CS,B,F

UL

UL

UL

UL, ULC, FM

UL,ULC,CSFM,FDNY

UL,ULC,CSFM,FDNY

UL,ULC,CSFM,FDNY

UL,CS,B
UL,CS,B

Agency

Part Number
Notification
Appliances

G1-C
G1-CVM
G1F-C

G1F-CVM

G1R-C

Product Description

Fire Alarm Notification Appliances - Genesis

Genesis products are suitable for indoor applications only.
Chime, steady or temporal, hi/lo dB output - 24V, White
Multi-cd chime-strobe, steady or temporal, hi/lo dB - 24V, White

Chime, steady or temporal, hi/lo dB output, FIRE markings - 24V,
White

Multi-cd chime-strobe, steady or temporal, hi/lo dB, FIRE markings -
24V, White

Chime, steady or temporal, hi/lo dB output - 24V, Red

User Net

70.80
146.20
70.80

146.20

70.80

Listing

UL,ULC,CSFM
UL,ULC,CSFM
UL,ULC,CSFM

UL,ULC,CSFM

UL,ULC,CSFM




G1R-CVM
G1RF-C

G1RF-CVM

G1M
G1IM-RM
GI1RT
G1RT-FIRE
G1T
GI1T-FIRE

G1F-HDVM
G1-HDVM
G1RF-HDVM
G1R-HDVM
GCF-HDVM

GCF-HDVMH

GCFR-HDVM
GC-HDVM

GC-HDVMH

G1F-HD
G1F-P

G1-HD
G1-P

G1RF-HD
G1RF-P

G1R-HD
G1R-P

G1F-VM
G1RF-VM
G1R-VM
G1-VM
GCFR-VM
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Multi-cd chime-strobe, steady or temporal, hi/lo dB - 24V, Red
Chime, steady or temporal, hi/lo dB output, FIRE markings - 24V,
Red

Multi-cd chime-strobe, steady or temporal, hi/lo dB, FIRE markings -
24V, Red

Accessories - Genesis

For synchronized flash use the Genesis Signal Master accessory.
For horn silence control over a single pair of wires, use the Genesis
Signal Master accessory. Only 1 Signal Master required per circuit.

Genesis Signal Master - Snap-on (piggyback).

Genesis Signal Master - Remote Mount.

Genesis 1-gang to 4" Trim, Red

Genesis 1-gang to 4" Trim, Red, with FIRE marking.

Genesis 1-gang to 4" Trim, White.

Genesis 1-gang to 4" Trim, White, with FIRE marking.
Horn-Strobes - Synchronized High Output Temporal - Genesis
Genesis High Output Temporal Horn-strobes include a jumper to
select for self-synchronized temporal (default) or continuous tone
output. Genesis High Output Temporal Horn-strobes include a
jumper to select for synchronized continuous 1 flash/second
(default) or synchronized temporal rate flash output. For
synchronized flash use the Genesis Signal Master accessory. For
horn silence control over a single pair of wires, use the Genesis
Signal Master accessory. Only 1 Signal Master required per circuit.
Multi-cd temporal horn-strobe, hi/lo dB - 24V, White w/FIRE
Multi-cd temporal horn-strobe, hi/lo dB - 24V, White

Multi-cd temporal horn-strobe, hi/lo dB - 24V, Red w/FIRE

Multi-cd temporal horn-strobe, hi/lo dB - 24V, Red

Ceiling mount horn-strobe, multi-cd (15/30/75/95cd), temporal hi/lo
dB output, 24V - White w/FIRE

Ceiling mount horn-strobe, multi-cd (95-177cd), temporal hi/lo dB
output, 24V - White w/FIRE

Temporal Horn-Strobe, running man, Red, FIRE, 15, 30, 75, 95 cd
Ceiling mount horn-strobe, multi-cd (15/30/75/95cd), temporal hi/lo
dB output, 24V - White

Ceiling mount horn-strobe, multi-cd (95-177cd), temporal hi/lo dB
output, 24V - White

Horns - Genesis

Temporal horn, hi/lo dB output - 24V, White w/FIRE

Horn (steady tone) - 24V, White w/FIRE (Not compatible with Signal
Master)

Temporal horn, hi/lo dB output - 24V, White

Horn (steady tone) - 24V, White. (Not compatible with Signal
Master)

Temporal horn, hi/lo dB output - 24V, Red w/FIRE

Horn (steady tone) - 24V, Red w/FIRE (Not compatible with Signal
Master)

Temporal horn, hi/lo dB output - 24V, Red

Horn (steady tone) - 24V, Red. (Not compatible with Signal Master)
Strobes - Synchronized - Genesis

Genesis Strobes include a jumper to select for synchronized
continuous 1 flash/second (default) or synchronized temporal rate
flash output. For synchronized flash use the Genesis Signal Master
accessory.

Multi-cd strobe - 24V, White w/FIRE

Multi-cd strobe - 24V, Red w/FIRE

Multi-cd strobe - 24V, Red

Multi-cd strobe - 24V, White

Genesis Ceiling Strobe - 15-95 multi-cd, FIRE marking, mounts to
4" square x 2-1/8" box

146.20
70.80

146.20

61.40
61.40
6.90
6.90
6.90
6.90

73.00
73.00
73.00
73.00
80.50

92.00

80.50
80.50

92.00

34.90
17.90

34.90
17.90

34.90
17.90

34.90
17.90

55.60
55.60
55.60
55.60
60.10

UL,ULC,CSFM
UL,ULC,CSFM

UL,ULC,CSFM

UL,ULC,CS,F
UL,ULC,CS,F
UL,ULC,CS,F
UL,ULC,CS,F
UL,ULC,CS,F
UL,ULC,CS,F

UL,ULC
UL,ULC
UL,ULC
UL,ULC
UL,ULC

UL,ULC

UL,ULC
UL,ULC

UL,ULC

UL,ULC
UL,ULC,CS,F

UL,ULC
UL,ULC,CS,F

UL,ULC
UL,ULC,CS,F

UL,ULC
UL,ULC,CS,F

UL,ULC
UL,ULC
UL,ULC
UL,ULC
UL,ULC
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GCF-VM
GCF-VMH
GC-VM

GC-VMH

APS10A
APS6A

BPS10A
BPS10A-6

BPS6A
BPS6A-6

BPSEQ

APSEQ

3-TAMP

WG4RF-H

WGARF-
HVMC

WGARF-
HVMHC
WG4RN-H

WG4RN-
HVMC

WGA4RN-
HVMHC
WGAWF-H

WGAWF-
HVMC

WGAWF-
HVMHC
WG4WN-H

WG4WN-
HVMC

WG4WN-
HVMHC

757A-SB
757A-SBW
757A-WB
757TA-WBW
G1M-RM
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Genesis Ceiling Strobe - 15-95 multi-cd, FIRE marking, mounts to
4" square x 2-1/8" box

Genesis Ceiling Strobe - 95-177 multi-cd, FIRE marking, mounts to
4" square x 2-1/8" box

Genesis Ceiling Strobe - 15-95 multi-cd, mounts to 4" square x 2-
1/8" box

Genesis Ceiling Strobe - 95-177 multi-cd, mounts to 4" square x 2-
1/8" box

Remote Booster Power Supply

Auxiliary/Booster Power Supply, 10A total, Expanded cabinet, 26a/h
capacity, 115VAC

Auxiliary/Booster Power Supply, 6.5A total, Expanded cabinet,
26a/h capacity, 115VAC

10 Amp Booster Power Supply

Package of Six BPS10A Booster Power Supplies. 120V - 10 Amp
24Vdc output to four 3 Amp Notification Appliance Circuits. Order
UL listed End-of-Line resistors (EOL-15 series one required per
supervised circuit used), and battery separately.

6.5 Amp Booster Power Supply

Package of Six BPS6A Booster Power Supplies. 120V - 6.5 Amp
24Vdc output to four 3 Amp Notification Appliance Circuits. Order
UL listed End-of-Line resistors (EOL-15 series one required per
supervised circuit used), and battery separately.

BPS - Seismic Battery hold down for BPS6 or BPS10 series Booster
Power supplies.

APS - Seismic Battery hold down for APS6 or APS10 Power
Supplies. Supports up to two 24 Ahr batteries. Batteries smaller
than 10Ahr are not supported in seismic applications.

Tamper Switch - for CAB7, 14 and 21 Series Cabinets and BPS6A,
BPS10A, APS6A and APS10A power supplies

Outdoor-Rated Horn-Strobes - Wall/Ceiling Mount - Genesis
Outdoor Rated Wall/Ceiling Horn only, Red w/FIRE marking

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/FIRE marking,
Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/FIRE marking, High
Output Strobe, Clear Lens
Outdoor Rated Wall/Ceiling Horn only, Red w/o marking

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/o marking,
Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, Red w/o marking, High
Output Strobe, Clear Lens
Outdoor Rated Wall/Ceiling Horn only, White w/FIRE marking

Outdoor Rated Wall/Ceiling Horn/strobe, White w/FIRE marking,
Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, White w/FIRE marking,
High Output Strobe, Clear Lens
Outdoor Rated Wall/Ceiling Horn only, White w/o marking

Outdoor Rated Wall/Ceiling Horn/strobe, White w/o marking,
Standard Output Strobe, Clear Lens

Outdoor Rated Wall/Ceiling Horn/strobe, White w/o marking, High
Output Strobe, Clear Lens
Fire Alarm Notification Appliances - Integrity

Accessories - Integrity

Surface Box - Indoor, Red

Surface Box - Indoor, White

Weatherproof Box, Cast - Red
Weatherproof Box, Cast - White

Genesis Signal Master - Remote Mount.
Fire Alarm Notification Appliances - Other

60.10

71.90

60.10

71.90

757.80

682.10

676.50
3831.40

574.30
3218.20

195.90

340.30

69.00

120.73

157.11

167.44
118.31

154.69

165.02
128.60

165.02

175.36
126.18

162.60

172.96

16.90
16.90
36.30
36.30
61.40

UL,ULC
UL,ULC
UL,ULC

UL,ULC

UL,ULC,CS
UL,ULC,CS

UL,CS,F
U,ULC,CF

UL,ULC,CS
UL,ULC,CS

UL,ULC,CS

UL,CS
UL,CS
UL,CS
UL,CS
UL,ULC,CS,F
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449
439-10GR
439-6GR
74347U

323D-10AW
323D-10AW-R

439D-10AW-R
439D-6AW-R
439D-8AW-R

439DEX-
10AW
439DEX-6AW

439DEX-8AW

889D-AW

116DEXSTC-
FJ
116EX-B

116EX-C
116EX-P
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Accessories - Other

Outdoor-rated surface-mount backbox, Gray
8"/10" Full Cast Protective Grille - Red

6" Full Cast Protective Grille - Red
Outdoor-rated surface-mount backbox, Red
Bells - Single Stroke - Other

10" Single Stroke, 24 Vdc, Gray

10" Single Stroke, 24 Vdc, Red

Bells - Vibrating - Other

10" Bell, 24 Vdc, Red

6" Bell, 24 Vdc, Red

Bell, 8" Size, 24 Volts DC, Red

Fire Alarm Notification Appliances - Explosionproof
Bells - Vibrating - Explosionproof
Explosionproof 10" Bell, 24 Vdc

Explosionproof 6" Bell, 24 VVdc
Explosionproof 8" Bell, 24 VVdc

Horns - Explosionproof

Explosionproof Horn, Diode Polarized, 24 Vdc
Strobe - Explosionproof

Explosion Proof Strobe

Wall Bracket Mounting Elbow
Ceiling / Wall Mounting Module
Pendant Mounting Module

27.64
94.90
70.20
27.64

97.70
89.70

78.30
63.90
78.30

965.50

930.40
956.20

810.90

1314.40

235.80
310.90
221.20

UL
UL

UL,B,CS,F
UL,B,CS,F

UL,CS,B

UL,CS,B
UL,CS,B

UL,CS

Back To Cover

Part Number
Speakers and
Telephones

GCFR-S7
GCFR-S7VM
GCF-S2

GCF-S2VM
GCF-S2VMH

GCF-S7

GCF-S7VM
GCF-S7VMH

GC-S2
GC-S2VvM

GC-S2VMH

Product Description

Fire Alarm Speakers and Speaker-Strobes, Ceiling/Wall
Mount - Genesis

70V Speaker, Red, FIRE

70V Speaker, Red, FIRE, Strobe 15, 30, 75, 95 cd

Genesis Ceiling Speaker - 25V, FIRE marking, mounts to 4"
square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 25V, 15-95 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 25V, 95-177 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker - 70V, FIRE marking, mounts to 4"
square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 15-95 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 95-177 multi-cd, FIRE
marking, mounts to 4" square x 2-1/8" box

Genesis Ceiling Speaker - 25V, mounts to 4" square x 2-1/8"
box

Genesis Ceiling Speaker-strobe - 25V, 15-95 multi-cd, mounts

to 4" square x 2-1/8" box
Genesis Ceiling Speaker-strobe - 25V, 95-177 multi-cd,
mounts to 4" square x 2-1/8" box

User Net

35.70
90.20
35.70

90.20

101.70

35.70

90.20

101.70

35.70

90.20

101.70

Agency Listing

UL,ULC
UL,ULC
UL,ULC

UL,ULC
UL,ULC

UL,ULC

UL,ULC
UL,ULC

UL,ULC
UL,ULC

UL,ULC
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a6
SRR

GC-S7
GC-S7VM

GC-S7VMH

G1IM-RM
G4B

G4RB

G4F-S2VM
G4F-S7VM
G4RF-S2VM
G4RF-S7VM
G4R-S2VM
G4R-S7VM
G4-S2VM

G4-S7VM

G4F-S2
G4F-S7
G4RF-S2
G4RF-S7
G4R-S2
G4R-S7
G4-S2

G4-S7

WGAGSKT
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Genesis Ceiling Speaker - 70V, mounts to 4" square x 2-1/8" 35.70
box

Genesis Ceiling Speaker-strobe - 70V, 15-95 multi-cd, mounts 90.20
to 4" square x 2-1/8" box

Genesis Ceiling Speaker-strobe - 70V, 95-177 multi-cd, 101.70

mounts to 4" square x 2-1/8" box
Accessories - Speakers and Speaker-Strobes - Genesis

Genesis Signal Master - Remote Mount. 61.40_
Surface Box, White - for Genesis Speaker 13.90
Surface Box, Red - for Genesis Speaker 13.90

Speaker-Strobes - Wall Mount - Genesis

Genesis speaker-strobes are intended for use on supervised
fire alarm audio circuits. Mounts to 4" sg. 2-1/8" deep
electrical box. Power taps at 1/4w, 1/2w, 1w, and 2w. Genesis
speaker-strobes include 24Vdc multi-candela
(15,30,75,110cd) strobes.

Speaker-strobe (25V), multi-tap, multi-cd, White w/FIRE 90.20
Speaker-strobe (70V), multi-tap, multi-cd, White w/FIRE 90.20
Speaker-strobe (25V), multi-tap, multi-cd, Red w/FIRE 90.20
Speaker-strobe (70V), multi-tap, multi-cd, Red w/FIRE 90.20
Speaker-strobe (25V), multi-tap, multi-cd, Red 90.20
Speaker-strobe (70V), multi-tap, multi-cd, Red 90.20
Speaker-strobe (25V), multi-tap, multi-cd, White 90.20
Speaker-strobe (70V), multi-tap, multi-cd, White 90.20

Speakers - Wall Mount - Genesis

Genesis speakers are intended for use on supervised fire

alarm audio circuits. 2 Watt models mount to 4" sq. 2-1/8"
deep electrical box. Power taps at 1/4w, 1/2w, 1w, and 2w.

Speaker (25V), multi-tap, White w/FIRE 33.40
Speaker (70V), multi-tap, White w/FIRE 33.40
Speaker (25V), multi-tap, Red w/FIRE 33.40
Speaker (70V), multi-tap, Red w/FIRE 33.40
Speaker (25V), multi-tap, Red 33.40
Speaker (70V), multi-tap, Red 33.40
Speaker (25V), multi-tap, White 33.40
Speaker (70V), multi-tap, White 33.40

Outdoor-Rated Speakers-Strobes - Wall/Ceiling Mount -
Genesis

Outdoor Rated Wall/Ceiling Speaker/strobe smooth surface
replacement gasket, Genesis WG4 appliance family 9.22

UL,ULC
UL,ULC

UL,ULC

UL,ULC,CS,F
UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM

UL,ULC,CSFM,FM

UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM
UL,ULC,CSFM,FM

UL,ULC,CSFM,FM




WG4RF-SVMC

WG4RF-SVMHC

WG4RN-S

WG4RN-SVMC

WG4RN-
SVMHC

WG4RTS

WG4AWA-S

WG4AWA-SVMA

WG4AWA-SVMC

WGAWA-
SVMHA

WGAWA-
SVMHC

WG4WF-S

WG4WF-SVMC

WGAWF-
SVMHC

WG4WN-S

WG4WN-SVMA

WG4WN-SVMC

WG4WN-
SVMHA

WG4WN-
SVMHC

WG4AWTS

HPSA15G2570
HPSA15R2570

757A-SB
757A-SBW
757TA-WB
757TA-WBW
960A-4RF
960A-4SF
960A-8RF
960A-8SF
960A-8SS

Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
Red w/FIRE marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red W/FIRE marking, 15/29/70/87 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/FIRE marking, 102/123/147/161 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
Red w/o marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/o marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, Red w/o marking, 102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe Surface Trim
Skirt, Red - for Genesis WG4 appliance family

Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/ALERT marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 15/29/70/87 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White wW/ALERT marking, 102/123/147/161 cd, Amber
lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/ALERT marking, 102/123/147/161 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/FIRE marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/FIRE marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/FIRE marking, 102/123/147/161 cd, Clear lens
Outdoor Rated Wall/Ceiling Speaker only (25/70V), multi-tap,
White w/o marking

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 15/29/70/87 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 15/29/70/87 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 102/123/147/161 cd, Amber lens

Outdoor Rated Wall/Ceiling Speaker/strobe (25/70V), multi-
tap, White w/o marking, 102/123/147/161 cd, Clear lens

Outdoor Rated Wall/Ceiling Speaker/strobe Surface Skirt,
White - for Genesis WG4 appliance family

Trumpet Speakers - Indoor/Outdoor

15-watt loudspeaker, Gray

15-watt loudspeaker, Red

Fire Alarm Speakers and Speaker-Strobes - Integrity
Accessories - Speakers and Speaker-Strobes - Integrity
Surface Box - Indoor, Red

Surface Box - Indoor, White

Weatherproof Box, Cast - Red

Weatherproof Box, Cast - White

" Backbox - Round, Flush

" Backbox - Square, Flush

" Backbox - Round, Flush

" Backbox - Square, Flush

" Backbox - Square, Surface Mount, White

0 b Db
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141.44
184.67

192.89

141.44
184.67
192.89

18.33

141.44
184.67

184.67

192.89

192.89

141.44
184.67

192.89

141.44
184.67
184.67
192.89
192.89

18.33

151.60
151.60

16.90
16.90
36.30
36.30
11.90
17.70
17.70
17.70
26.50

UL
UL

UL,CS
UL,CS
UL,CS
UL,CS
UL,B
UL,B
UL,B
UL,B
UL,B




a6
SRR

G1IM-RM

757-3A-RS25
757-3A-RS70

757-7TA-RS25
757-7TA-RS70
757-7TA-RS70W
757-8A-RS25
757-8A-RS25W
757-8A-RS70

757-8A-RS70W

757-1A-R25
757-1A-R25W
757-1A-R70
757-1A-R70W

965-1A-8RW
965-1A-8SW

6830-4

6830-5A-4
6830-6A-4
6830-NY-F4
6830-NY-S4

6831-1

STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

Genesis Signal Master - Remote Mount.

Speaker-Strobes (Re-Entrant Type) - Wall Mount - Integrity
See LKW optional Strobe Lens Kits for additional lens
markings. Integrity re-entrant speakers are intended for use
on supervised fire alarm audio circuits. Power taps at 2w, 4w,
8w, and 15w. Flush mount to 960A-4SF box.

30 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: UL 1971
Listed @ 30 cd, "FIRE" wall orientation.

30 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: UL 1971
Listed @ 30 cd, "FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 70V, White. Strobe: UL
1971 Listed @ 15 cd (75 cd on-axis per ADA/UL1638), "FIRE"
wall orientation.

110 cd Re-entrant Speaker/Strobe - 25V, Red. Strobe: Meets
sleeping area requirement. UL 1971 Listed @ 110 cd, "FIRE"
wall orientation.

110 cd Re-entrant Speaker/Strobe - 25V, White. Strobe:
Meets sleeping area requirement. UL 1971 Listed @ 110 cd,
"FIRE" wall orientation.

110 cd Re-entrant Speaker/Strobe - 70V, Red. Strobe: Meets
sleeping area requirement. UL 1971 Listed @ 110 cd, "FIRE"
wall orientation.

110 cd Re-entrant Speaker/Strobe - 70V, White. Strobe:
Meets sleeping area requirement. UL 1971 Listed @ 110 cd,
"FIRE" wall orientation.

Speakers (Re-Entrant Type) - Wall Mount - Integrity
Integrity re-entrant speakers are intended for use on
supervised fire alarm audio circuits. Power taps at 2w, 4w, 8w,
and 15w. Flush mount to 960A-4SF box.

Speaker (25V) - Re-entrant, Red

Speaker (25V) - Re-entrant, White

Speaker (70V) - Re-entrant, Red

Speaker (70V) - Re-entrant, White

Speakers - Ceiling Mount - Integrity

Ceiling speakers feature metal baffles and are intended for
use on supervised fire alarm audio circuits. 4" power taps are
1/4,1/2, 1, and 2w. 8" power taps are 1/2, 1, 2, and 4w. 4"
models flush mount to 4" sq. box 1-1/2" deep with 1-1/2"
extension ring. 8" models flush or surface mount to 960A
series boxes.

8" Cone Speaker (70VRMS), Round - White

8" Cone Speaker (70VRMS), Square - White

Firefighter Telephones

Permanent Remote Telephone Handset Station - 4-State,
Red, Provided with coiled cord

Permanent Remote Telephone Handset Station - 4-State,
Red, 'push-to-talk' button, coiled cord

Permanent Remote Telephone Handset Station - 4-State,
Red, 'push-to-talk' button, armored cable

Remote Telephone Warden Station - Flush, Red, armored
cable, hinged door with magnetic latch, 4-State

Remote Telephone Warden Station - Surface, Red, armored
cable, hinged door with magnetic latch, 4-State

Flush Trim - Break Glass, Red. For 6830-4, 6830-5A-4 or
6830-6A-4 permanent remote telephone handset station.

61.40

175.00

175.00

175.00

175.00

175.00

177.40

177.40

177.40

177.40

126.70
126.70
126.70
126.70

46.10
46.10

215.10

256.60

281.60

461.40

461.40

105.20

UL,ULC,CS,F

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS
UL,ULC,B,CS
UL,ULC,B,CS
UL,ULC,B,CS

UL,ULC
UL,ULC
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Break glass type, supplied with lock and keys.

6831-2 Flush Trim - Non-break Glass, Red. Same as 6831-1 except 126.20
non-break glass type.
6831-3 Surface Trim - Break Glass, Red. For 6830 series permanent 112.30

remote telephone handset station. Break glass type, supplied
with lock and keys.

6831-4 Surface Trim - Non-break Glass, Red. Same as 6831-3 110.50
except non-break glass type.

6832-1D Wallbox - Flush or Surface mount, Red. 14" (356mm) H x 8- 73.50
1/2" (216mm) W x 3-5/8" D.

6833-4 Portable Telephone Receptacle - 1-gang, SS, 4-State 21.10

TCS-6 6-position handset storage cabinet. 817.90

Agency

Part Number Product Description User Net  Listing
Audio Notification Systems (Standalone Voice Evacuation)
Audio Notification Panels
ANS100MDG Audio Notification Panel - 100 Watt Amplifier, DMR, Temporal 3062.10
Pattern, Power Supply And Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
ANS100MDR Audio Notification Panel - 100 Watt Amplifier, DMR, Temporal 3062.10
Pattern, Power Supply And Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
ANS25MDG Audio Notification Panel 25 Watt Amplifier, includes DMR, Temporal 2062.00
Pattern, Power Supply and Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
ANS25MDR Audio Notification Panel 25 Watt Amplifier, includes DMR, Temporal 2062.00
Pattern, Power Supply and Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
ANS50MDG Audio Notification Panel - 50 Watt Amplifier, DMR, Temporal Pattern, 2556.90
Power Supply And Battery Charger. Standard Message,
Microphone, and Gray Cabinet 14.5" x 18" x 4".
ANS50MDR Audio Notification Panel - 50 Watt Amplifier, DMR, Temporal Pattern, 2556.90
Power Supply And Battery Charger. Standard Message,
Microphone, and Red Cabinet 14.5" x 18" x 4".
Audio Notification Expander Panels

ANS100XG Audio Expander Panel 100W w/o DMR or Mic. Includes Power 2144.50
Supply and Battery Charger. Gray Cabinet 14.5" x 18" x 4".

ANS100XR Audio Expander Panel 100W w/o DMR or Mic. Includes Power 2144.50
Supply and Battery Charger. Red Cabinet 14.5" x 18" x 4".

ANS25XG Audio Expander Panel 25W w/o DMR or Mic. Includes Power Supply 1175.40
and Battery Charger. Gray Cabinet 14.5" x 18" x 4".

ANS25XR Audio Expander Panel 25W w/o DMR or Mic. Includes Power Supply 1175.40
and Battery Charger. Red Cabinet 14.5" x 18" x 4".

ANS50XG Audio Expander Panel 50W w/o DMR or Mic. Includes Power Supply ~ 1742.40
and Battery Charger. Gray Cabinet 14.5" x 18" x 4".

ANS50XR Audio Expander Panel 50W w/o DMR or Mic. Includes Power Supply 1742.40

and Battery Charger. Red Cabinet 14.5" x 18" x 4".
Audio Notification Output Accessories

ANSZC2B Zone Adapter, 1 Ckt to 2 Ckt's 92.80

ANSZS2A Zone Splitter, 2 Class A circuits with zone selection Switches and all- 464.00
call switch.

ANSZS4B Zone Splitter, 4 Class B circuits with zone selection Switches and all- 464.00
call switch.

ANSZSC4A Class A Converter 278.40

Audio Notification Remote Microphone
ANSMIKE Microphone 92.80
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ANSREMG Remote Microphone, Supervised in surface/semi-flush Gray Cabinet, 515.50
requires EVX-SC card in EVAX panel.

ANSREMR Remote Microphone, Supervised in surface/semi-flush Red Cabinet, 515.50
requires EVX-SC card in EVAX panel.

ANSREMSUP Remote microphone supervisory card, one per system. Supervises 103.10
up to 5 remote Mics.

ANSZSR Relay card for Supervision/Zone splitter to Remote Microphone 46.40
Audio Notification Accessories

ANSAUX Audio Matching - line input/output card. 185.60

ANSBKUP Backup amplifier switching module - Class B 185.60

ANSBKUPA Backup amplifier switching module - Class A 185.60

ANSRSI8 Eight input Remote Serial Interface Module. Accepts dry contact 464.00
interface to control up to 8 messages. Message recording included
w/module. For Industrial Signaling Only. Not UL Listed for Fire Alarm
/ Life Safety Applications.
Audio Notification Modules (without cabinet and transformer)

ANS100A 100 Watt Expander Module (no microphone, no DMR). Cabinet not 1763.10
included. Req. transformer ordered separately

ANS100AM 100 Watt Expander Module with microphone. (No DMR). Cabinet not 1855.80
included. Req. transformer ordered separately

ANS100AMD 100Watt Audio Notification Module with DMR and Microphone. 2598.20
Cabinet not included. Req. transformer ordered separately

ANS25A 25 Watt Expander Module (no microphone., no DMR) Cabinet not 927.90
included. Req. transformer ordered separately

ANS25AM 25 Watt Expander Module with microphone. (no DMR). Cabinet not 1020.70
included. Req. transformer ordered separately

ANS25AMD 25 Watt Audio Notification Module with DMR and Microphone. Req. 1763.10
transformer ordered separately

ANS50A 50 Watt Expander Module (no microphone, no DMR) Cabinet not 1391.90
included.

ANS50AM 50 Watt Expander Module with microphone. (No DMR). Cabinet not 1484.70
included.

ANS50AMD 50Watt Audio Notification Module with DMR and Microphone. 2227.00
Cabinet not included.

ANST28180 Power Transformer, Open frame, 28VAC @ 180 VA. (EVAX 50/100) 92.80

ANST2885 Power Transformer, open frame, 28VAC @ 100 VA. (EVAX 25) 63.10
Audio Notification Optional Messages

ANSDMRALT Alternate prerecorded DMR message PROM from library. 92.80

ANSDMRCUSTOM  Custom Recorded Message PROM. Call Customer Service for 204.20

guotation and availability.

Agency

Accessories

12V10A

12V17A

12V24A

12V40A

12V4A

Product Description User Net

Batteries
Battery dimensions shown are (I) length x (w) width x (h) height x (ot)
height over terminal.

116h Sealed Lead Acid Battery - 12 Vdc. 5.3"I x 3.2"w x 6.3"h x 72.20

f13.7A:§ﬁt.8(el';1led Lead Acid Battery - 12 Vdc. 7.2" x 3.0"w x 6.6"h X 103.10

gé%ﬁtSealed Lead Acid Battery - 12 Vdc. 6.5"I x 4.9"w x 6.9"h X 194.70

gb}ﬁtSealed Lead Acid Battery - 12 Vdc. 7.7" x 6.4"w x 6.9"h X 258.70
.9"ot

4.5Ah Sealed Lead Acid Battery - 12 Vdc. 3.5" x 2.8"w x 4.0"h x 56.80

Listing
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12V50A 50Ah Sealed Lead Acid Battery - 12 Vdc. 11.8"I x 5.0"w x 7.5"h x 412.40
7.9"ot
12V65A 65Ah Sealed Lead Acid Battery - 12 Vdc. 14.3"I x 5.1"w x 7.5h x 515.50
7.9"ot
12V6A5 7.2Ah Sealed Lead Acid Battery - 12 Vdc. 5.9" x 2.6"w x 3.7"h x 64.80
3.9"ot.
6V10A 12Ah Sealed Lead Acid Battery - 6 Vdc. 5.9" x 2.0"w x 3.7"h x 3.9"ot 42.90
6V8A 8.0Ah Sealed Lead Acid Battery - 6 Vdc. 3.9"I x 2.2"w x 4.7"h X 52.90
4.7"ot.
Control Relays - Multi-Voltage
MR101/C Single SPDT with LED in Metal Enclosure 32.30
MR101/T Single SPDT with LED Track Mounting 20.20
MR104C 4-Position SPDT with LED in Metal Enclosure 114.90
MR104T 4-Position SPDT with LED Track Mounting 74.70
MR199X13 DPDT, 24 Vdc, Relay Only 45.50
MR199X13/C DPDT, 24 Vdc, Relay Mounted in Enclosure 92.00
MR199X14 DPDT, 120 Vac, Relay Only 45.50
MR199X14/C DPDT, 120 Vac, Relay Mounted in Enclosure 92.00
MR201/C DPDT Relay /w LED & Metal Enclosure 37.40
MR201/T Single SPDT with LED Track Mounting 25.40
MR204/C 4-Position SPDT with LED in Metal Enclosure 136.20
MR204/T 4-Position SPDT with LED Track Mounting 96.60
MR601/S One SPDT with LED Switch Mounting Spacers 20.20
MR601/T One SPDT with LED Switch & Mounting Track 20.20
MR604/T 4-Pos. SPDT with LED Switch & Mounting Track 77.70
MR608/S 8-Pos. SPDT with LED Switch Mounting Spacers 152.30
MR608/T 8-Pos. SPDT with LED Switch & Mounting Track 152.30
MR701/S Single SPDT with LED & Mounting Spacers 16.20
MR701/T Single SPDT with LED track Mounting Hardware 16.20
MR704/S 4-Pos. SPDT with LED & Mounting Spacers 58.70
MR704/T 4-Pos. SPDT with LED Track Mounting Hardware 58.70
MR708/S 8-Position SPDT with LED & Mounting Spacers 106.90
MR708/T 8-Pos. SPDT with LED Track Mounting Hardware 106.90
MR801/S Single SPDT with LED & Mounting Spacers 16.20
MR801/T Single SPDT with LED Track Mounting Hardware 16.20
MR804/S 4-Position SPDT with LED & Mounting Spacers 58.70
MR804/T 4-Pos. SPDT with LED Track Mounting Hardware 58.70
MR808/S 8-Position SPDT with LED & Mounting Spacers 106.90
MR808/T 8-Pos. SPDT with LED Track Mounting Hardware 106.90
PAM1 Single SPDT with LED (Adhesive Tape Mounting) 21.90
VMR201/C Single SPDT Relay with LED - Red Metal Enclosure 41.40
Door Holder/Releases - Electromagnetic
1500-1 Catch plate extension, 3.125" (79.38 mm) 37.00
1500-12 Catch plate extension assembly, 7.5 to 12" (190.5 to 304.8 mm) 74.00
1500-2 Catch plate extension, 3.625" (92.08 mm) 37.00
1500-7 Catch plate extension assembly, 5.25 to 7.5" (133.4 to 190.5 mm) 73.00
1501-AQN5 Door Holder, Single, Floor Mount - 24Vac/24Vdc/120Vac 109.20
1502-AQN5 Door Holder, Double, Floor Mount - 24Vac/24Vdc/120Vac 160.90
1504-AQN5 Door Holder, Flush, Wall Mount - 24Vac/24Vdc/120Vac 82.80
1505-AQN5 Door Holder, Flush, Wall Mount, Short Catch Plate - 82.80
24Vac/24Vdc/120Vac
1508-AQN5 Door Holder, Surface, Wall Mount - 24Vac/24Vdc/120Vac 85.10
1509-AQN5 Door Holder, Completely Flush, Wall Mount - 24Vac/24Vdc/120Vac 87.40
Mounting Accessories
27193-11 Surface Mount Box - Indoor, Red, 1-gang 13.50

27193-11-NY  One gang surface mount box, Red, no bottom KO 13.50

UL,CS
UL
UL,CS
UL
UL
UL
UL
UL
UL
UL
UL,CS
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL
UL,CS

UL
UL
UL,B,CS
UL

UL
UL
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27193-16 Surface Mount Box - Indoor, White, 1-gang 13.50
27193-21 Surface Mount Box - Indoor, Red, 2-gang 13.50
27193-26 Surface Mount Box - Indoor, White, 2-gang 13.50

End-of-line Devices
A77-716B End of Line Relay Device 60.90
EOL-10 End of Line Resistor - 10K Ohm 10.50 uB
EOL-100 End of Line Resistor - 100 Ohm 10.50 uL
EOL-120 End of Line Resistor - 120 Ohm 10.50
EOL-120L End of Line Resistor - 120 Ohm with wire leads 15.78
EOL-15 End of Line Resistor - 15K Ohm 10.50 uB
EOL15KP4 End of Line Resistor - 15K Ohm - Pack of 4 20.54 uB
EOL-2.2 End of Line Resistor - 2.2K Ohm 10.50 uB
EOL-3 End of Line Resistor - 3K Ohm 10.50 uB
EOL3.6-1.1 Resistor Kit includes 1-3.6K Ohm and 1-1.1K Ohm 13.98 UL ULC
EOL-3.9 End of Line Resistor - 3.9K Ohm 10.50
EOL-33 End of Line Resistor - 33K Ohm 10.50
EOL-4.7 End of Line Resistor - 4.7K Ohm 10.50
EOL-47 End of Line Resistor - 47K Ohm 10.50 uB
EOL-47KL End of Line Resistor - 47K with wire leads 15.78
EOL47PK7 End of Line Resistor - 4.7k Ohm - Pack of 7 36.98 uL,ULC
EOL-6.8 End of Line Resistor - 6.8K Ohm 10.50
RELA-EOL End of Line Relay Device - polarized\n 114.88  yL ULCF,CS

Part
Number Product Description User Net  Agency Listing
ReadySET
Air Sampling Smoke Detector
9-30719- ReadySET Air sampling smoke detector, 10 sampling holes max. 1745.00 UL,ULC,FM,CSFM
KFB
9-30721- ReadySET Air sampling smoke detector with communication card, 2100.00 UL,ULC,FM,CSFM
KFB 10 sampling holes max.
CV10961 Pipe Decals For labeling sample pipe; Bag of 100. 127.00
CM10963-  250ft roll of 1/4 x 3/8 capillary sample tube. 235.00
250
CV10936 Stand-off 2 hole strap for %2 in CPVC pipe. Position pipe 1 ¥ off 305.00
surface. Comply with NFPA 13. Box of 100
CV10937 Quick Connect Fitting; Bag of 25. 210.00
Batteries and Booster Power Supplies
Battery dimensions shown are (I) length x (w) width x (h) height x
(ot) height over terminal.
12V10A 11Ah Sealed Lead Acid Battery - 12 Vdc. 5.3" x 3.2"w x 6.3"h x 72.20
6.4"ot.
12V17A 17Ah Sealed Lead Acid Battery - 12 Vdc. 7.2"l x 3.0"w x 6.6"h x 103.10
6.6"ot
12V24A 26Ah Sealed Lead Acid Battery - 12 Vdc. 6.5"I x 4.9"w x 6.9"h x 194.70
6.9"ot
12V6A5 7.2Ah Sealed Lead Acid Battery - 12 Vdc. 5.9" x 2.6"w x 3.7"h x 64.80
3.9"ot.
30902US 3 Amp 24V DC Regulated Power Supply 555.00
120 VAC, 60Hz input power supply/charger; supplies 1 ASD-640 or
1 ASD-320 or 2 ASD-160H or 2 ReadySET,; trouble indicators and
trouble relay included; wall mounting cabinet houses 2 of 12 VDC
12 AH SLA batteries (not included; most manufacturers).
BPS6A Power Supply, 6.5A, 120Vac, Red 574.30
BPS10A Power Supply, 10A, 120Vac, Red 676.50
Battery Cabinet
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Battery Cabinet - Red. 14.0" x 18.25" x 7.25" Free standing cabinet 223.00
with key lock. Supports up to 40 Ah batteries will hold up to two

12V24A batteries.

SENSENETE Graphical Management

30419 9-pin Null Modem Serial Cable 58.00
Female/Female. Required for PC programming.

Sampling Pipework & Accessories
CPVC Sampling Pipe & Fittings

CV11900 o I'D x 106 OD x 15' Il ength CPVC 35200
Orange; UL 1887 Listed; TRspeapngi n
Smoke Detect i dsetoPl4pcs dtals 2BROfeect

CV10908 o CPVC Straight Coupling 46.00
Bag of 25

CV10906 3/4" CPVC 90° socket elbow 53.00
Bag of 30

CV10905 3/4" CPVC 45° socket elbow 71.00
Bag of 20

CV10927 o CPVC socket end cap 32.00
Bag of 25

CV10915 o CPVC socket union 55.00
Bag of 10

CV10909 o CPVC socket TEE fitting 56.00
Bag of 20
ABS Sampling Pipe & Fittings

CM10900 o I'D x 16 OD x 10' I ength ABS 16.00
Red; Preprint e d A8pbDaingSmake Detecsianu r b
Pipeo

CM10908 3/4" Red ABS Straight Coupling 3.00

CM10906 3/4" Red ABS Sweeping 90° Elbow 11.00

CM10905 3/4" Red ABS 45° Elbow 5.00
Sampling Ports, Fittings & Accessories

CM10943 Sampling Point Assembly 36.00
Detachable remote sampling point

CM10919 Patress style detachable Sampling Point 29.00

CM10944 Right Angle Patress style detachable Sampling Point 32.00

CM10913 Bulkhead style detachable sampling point. 23.00
Used for sampling within cabinets and enclosures

CM10914 Press Fit Calibrated Sampling Point (white) 12.00
Intended to be press fitted int

CM10923 In-line Sampling Point Adaptor - ABS 22.00
3/4" to 3/80 quick connect fitt

CM10922 End-of-line Sampling Point Adaptor - ABS 22.00
3/4"t03/ 80 quick connect fitting

CM10941 5-Point Manifold 90.00

3/4"end-ofl i ne to five 3/80 quick co
Fittings and Adaptors

CM10902 3/4" ABS to 22mm Copper Tube Adapter 30.00
Pipe Accessories

CM10933 3 / &ample Point Repair Saddle 2.00
Used for repairing incorrectly
pipe

CM10960 Sampling Point Identification Decals 31.00

Roll of 100 self adhesive sample point labels; Placement aids
identification by service personnel
CM10954 3/4" Red ABS Pipe Clip 2.00

CV10931 One-Hole Wrap-Strap for CPVC and ABS Pipe Securely supports 169.00
o sampl e pipe; Ca-zroplated finisk; lnd¢ludes/
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1 hex-head screw for 1 hole; Bag of 100

2 hole strap for % in CPVC pipe. Flared edges and Electro Zinc
plated for CPVC. Box of 100

Reducer Bushing-CPVC; Bag of 25. Use with P/N CV10937 to
connect Capillary Sampling Tube to sampling pipe

Ancillary Equipment
Interference Suppression Ferrite Rings (Pack of 5)

August 26, 2014

185.00

162.00

15.00

Part Number Product Description User Net Agency Listing

Replacement
Parts

7160210-01
7160211-01
7160212-01
FSCDF35

FSCDF10
XTR3A120

FS-3DG
FS-3DR
FS-10DG
FS-10DR
F-3ELEC
F-5ELEC

F-10ELEC

SIGA-APS

RACCDR
RACCR

1251FB
2251FB
2251TFB

5251FB
5251RB
M500MF
M500RF
M500SF

FireShield 8th edition

FireShield 3 Zone Electronics, 8th edition 567.06
FireShield 5 Zone Electronics, 8th edition 657.80
FireShield 10 Zone Electronics, 8th edition 964.04
Dead Front cover option, 3 & 5 Zone 103.10
cabinet

Dead Front cover option, 10 Zone cabinet 123.80
120 volt Power Expander Transformer for 181.50
1004

FireShield Plus

FireShield Plus Replacement Door, 3/5 51.60
zone, Gray

FireShield Plus Replacement Door, 3/5 51.60
zone, Red

FireShield Plus Replacement Door, 10 71.18
zone, Gray

FireShield Plus Replacement Door, 10 71.18
zone, Red

FireShield Plus 3 zone replacement 402.10
electronics

FireShield Plus 5 zone replacement 474.30
electronics

FireShield Plus 10 zone replacement 721.70
electronics

Auxiliary Power Supplies .
Intelligent Auxiliary Power Supply - 6.4 Amp.  1134.10
Mounts in 2-WB7(R) or RACCR boxes.

Provides two 3.2 Amp 24 Vdc regulated

outputs. Communicates on Signature Data

Circuit with main control panel.

Outer Door for RACCR wallbox 136.18
Remote Closet Cabinet Wallbox - Red. 226.82
Supports two SIGA-AAxx audio amplifier,

and one SIGA-APS power supply. Order

above equipment, batteries and door

separately.

Legacy System Sensor

lon Sensor - Analog 222.20
Photoelectric Sensor - Analog 222.20
Photoelectric-Heat Combination Sensor - 235.40
Analog

Heat Sensor, Fixed Temperature - Analog 171.60
Heat Sensor, ROR - Analog 154.00
Intelligent Monitor Module 156.20
Relay Module - Analog 195.80

Control Module - Analog 195.80

UL,ULC
UL,ULC
UL,ULC

UL,ULC,CS

u
UL,ULC,CS

UL,CS,B,F
UL,CS,B,F
UL,CS,B,F

UL,CS,B,F
UL,CS,B,F

UL,CS,B,F
UL,CS,B,F

Comment

Discontinued

Discontinued
Discontinued

Discontinued
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M500XF
M501MF
F110
RA400Z
202-3A-T
757-1A-S70

757-1A-S70W
757-3A-SS70

757-3A-T

757-5A-T
757-7A-SS25

757-7TA-SS25W
757-7A-SS70

757-7TA-SS70W
757-8A-SS25W

757-8A-SS70

964-1A-4RW
965-1A-4RW
965-3A-4RW

965-5A-4RW

965-7A-4RW

965-8A-4RW

BC-2

BC-2R

Intelligent Isolator Module

Intelligent Mini-Monitor Module

Retrofit Flange - for B501F base

Remote LED

Notification Appliances

30 cd Self-synchronized Strobe, Red
Speaker (70V) - Cone Type, Red
Speaker (70V) - Cone Type, White

30 cd Speaker/Strobe - 70V, Red. Strobe:
UL 1971 Listed @ 30 cd, "FIRE" wall
orientation.

30 cd Temporal Horn/Strobe, Red. UL1971

Listed @ 30 cd, "FIRE" Wall Orientation
15 cd Temporal Horn/Strobe

15/75 cd Speaker/Strobe - 25V, Red.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-
axis per ADA/UL1638), "FIRE" wall
orientation.

15/75 cd Speaker/Strobe - 25V, White.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-
axis per ADA/UL1638), "FIRE" wall
orientation.

15/75 cd Speaker/Strobe - 70V, Red.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-
axis per ADA/UL1638), "FIRE" wall
orientation.

15/75 cd Speaker/Strobe - 70V, White.
Strobe: UL 1971 Listed @ 15 cd (75 cd on-
axis per ADA/UL1638), "FIRE" wall
orientation.

110 cd Speaker/Strobe - 25V, White.
Strobe: Meets sleeping area requirement.
UL 1971 Listed @ 110 cd, "FIRE" wall
orientation.

110 cd Speaker/Strobe - 70V, Red. Strobe:
Meets sleeping area requirement. UL 1971
Listed @ 110 cd, "FIRE" wall orientation.
4" Cone Speaker (25VRMS), Round - White

4" Cone Speaker (70VRMS), Round - White

30 cd Speaker/Strobe, 70V - 4" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 30 cd wall mounting (15 cd ceiling
mounting), "FIRE" ceiling orientation.

15 cd Speaker/Strobe, 70V - 4" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall mounting (no ceiling
rating), "FIRE" ceiling orientation.

15/75 cd Speaker/Strobe, 70V - 4" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall or ceiling mounting, (75
cd on-axis per ADA/UL1638), "FIRE" ceiling
orientation.

110 cd Speaker/Strobe, 70V - 4" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 110 cd wall, 60 cd ceiling
mounting, meets sleeping area requirement,
"FIRE" ceiling orientation.

Battery Cabinets and Retrofit Equipment
Battery Cabinet. Gray 22" X 15" X 3.75";
holds up to two 12V17A batteries.

Battery Cabinet. Red 22" X 15" X 3.75";
holds up to two 12V17A batteries.

162.80
147.40
8.00
47.50

116.31
70.00
70.00

188.02

153.21

153.21
128.14

128.14

128.14

128.14

192.90

192.90

57.65
59.35
158.55

145.30

119.04

149.34

169.10

169.10
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UL,CS,B,F
UL,CS,B

UL,ULC,F,CS
UL,ULC,B,CS
UL,ULC,B,CS
UL,ULC,B,CS

UL

UL
UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC

UL,ULC
UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL

UL

Discontinued

Discontinued
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PP46152-3573 EST2 retrofit of Edwards 6500 panel. Metal 618.60
work to mount one EST2 in a 24"w x 36"h x
6"d Edwards 6500 cabinet. Use with 2-WB
box.
PP46152-3574 EST2 retrofit of Edwards 6500 panel. Metal 721.70
work to mount one EST2 in a 24"w x 48"h x
6"d Edwards 6500 cabinet. Use with 2-WB
box.
PP46152-3575 EST2 retrofit of Edwards 6500 panel. Metal 824.80
work to mount one EST2 in a 24"w x 72"h x
6"d Edwards 6500 cabinet. Use with 2-WB
box.
Bells - Vibrating - Other
329D-AW Chime, 24 Vdc with Diode. UL Listed for 145.04
Private Mode
439D-10AW 10" Bell, 24 Vdc, Gray 133.18
439D-6AW 6" Bell, 24 Vdc, Gray 108.73
439D-8AW Bell, 8" Size, 24 Volts DC, Gray 133.18
Computer Graphic Annunciators
FW-XPC1 RS-232 extender - PC mounting 1654.20
FW-XPL1 RS-232 extender - Panel mounting 1033.80
FW-VIDTVC Win TV Card 1717.50
FWHD5W7 Replacement hard drive (blank) for 1200.00

FWUL5W?7 computer. Does not include OS
or other software. ULI/ULC Listed.
FWHD5RAIDW?7  Replacement hard drive (blank) for 1600.00
FWULSRAIDW7 computer. Does not
include OS or other software. ULI/ULC

Listed.
PCCA5 AC cable conduit Adapter for UL5 128.90
PCWD3 PC watch-dog card for UL5 computers. 845.50
FW-EQ FireWorks Monitor USB and Power Cable 78.40
Earth Quake tie down Kit for UL4 computers
RSA4-CPU CPU & Power Card. Annunciator Power 700.00

Supply and communications card. Up to 4
per control panel, mounts to back of
Annunciator cabinet. One required for each
Annunciator.
SAN-COMM/D Common Control Module. Provision for 700.00
connection of Reset, Alarm Silence, Trouble
Silence, Drill or Lamptest Switches. Power
on LED, Trouble LED, Alarm Silenced LED,
Trouble Silenced LED and Drill LED. Uses 8
input and 8 output addresses. Order
switches and LEDs separately.
SAN-CPU CPU & Power Card. Power supply and 770.00
communications card for SAN series
annunciators. Uses 1 panel address (96
inputs, 96 outputs), mounts to back of SAN-
4, SAN-8 or to the RSAN-6 cabinet. One
required for each SAN Annunciator.
PCCA PC AC Power Conduit Adapter 86.25
FCOM-FIB Fiber Optics Data Communications Card, 1159.20
dual channel. Installs on MINI-MUX. Refer
to technical manual for distance

specifications.
FW-MOD Modem for UL 864 systems - 56Kbaud V.90 689.26
MINI-MUX Mini-mux 689.13
)Y SiteVision - Software PIN letter. Allows use 502.63

of existing CCTV monitors with control of
CCTV (CCVE) system. No on-screen
control provided at Fire PC. Supported
systems :Pelco. (To ensure proper
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UL,B,CS

UL,B,CS,F
UL,B,CS,F

UL,ULC
UL,ULC

UL,ULC

UL,ULC

UL,ULC,CS,B

UL

UL,F,B,ULC,CC,CS

UL,ULC
UL,CS,ULC,B,F

UL,ULC

Discontinued

Discontinued
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MN-NETSW1

API-8/232ME

211-10PKG

C-PST

EC10U-3
EC30U-3

EC20FTU-3
EC20RRU-3
CRB4U-1
CSB4U-1
CSBU-1
CSBU-3

C-TRIM

P-847492-0050
XAL53

6260A-CU

EC30DU-3

6261-001
6261-002
6261-003
6261-006
6261-010

configuration, please do not place web
orders for this item.)

SiteVision - Software PIN letter. Provides on
Screen annunciation at FireWorks PC.
Allows control of cameras through CCTV
matrix or multiplexer. Supported Systems :
Pelco. Order video card set part number
FW-VID separately. (To ensure proper
configuration, please do not place web
orders for this item.)

UL Listed multimode fiber optic Ethernet
switch. 24 Vdc. 4 RJ45 ports.
Alphanumeric Pager Interface. Paging
System Interface with programming
software, AC wall transformer and surface
mount enclosure.

Conventional Initiating Devices
Replacement Optical Chambers (10 Pack) -
for 2M series photoelectric models

Smoke Detector Picker/Sensitivity Test Tool
- for EC/MC/SC series detector. Use for
unlatching and removing detectors from
bases and for sensitivity testing of smoke
detectors.

Smoke Detector - lonization type. Requires
a Minimum of a CSBU-1 base.

Smoke Detector - Photoelectric type.
Requires a Minimum of a CSBU-1 base.
Heat Detector - 135 deg F fixed temperature
type. Requires a Minimum of a CSBU-1
Base.

Heat Detector - 135 deg F rate-of-rise/rate
compensation type. Requires a Minimum of
a CSBU-1 Base

Detector base wi/relay - 4" sq. mount (UL)

Standard Detector Base w/terminals for 4"
sq box.

Standard Detector Base with Terminals.
Use for mounting/wiring smoke detectors.
Standard Detector Base with Resistor. Use
for connection to non-current limited panels.
Surface Trim Ring - for covering 4" square
box when mounting smoke/heat detectors
Detector Test Magnet

Manual Station, Explosionproof. Listed for
Class I Div. 1 & 2, Groups C & D; Class Il
Div. 1 & 2, Groups E, F & G; Class lll;
NEMA 7C,D; NEMA 9E,F,G

Duct Smoke Detector Housing. Includes 6"
exhaust tube. Detector, detector base,
sampling tube and optional led (EC-LED) or
test station (C-DTS) must be ordered
separately.

Photoelectric Duct Detector. For use only
with 6260A-CU Duct Detector Housing.
Order detector mounting/wiring base
separately.

Air Sampling Tube - 8" Long

Air Sampling Tube - 24" Long

Air Sampling Tube - 42" Long

Air Sampling tube - 78" Long

Air Sampling Tube - 120" Long
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861.50

3894.84

6891.00

61.90

606.53

105.60

94.60

74.80

74.80

116.60
17.60

17.60

26.40

17.60

63.00
970.00

120.00

112.20

12.00
16.00
16.00
20.00
28.00

August 26, 2014

UL

UL,ULC

UL,CS
UL,CS

UL,CS

UL,CS

UL,ULC
UL,CS
UL,CS

UL,CS

UL

UL,ULC

UL,CS,B

UL
UL
UL
UL
UL




6263-EC

EC-LED

C-DTS

7140126-01

A77-716B
DB9/RJ11

LTP

P-047546-0025

P-847567-0017

RTS451
RTS-451KEY

280A-MPL
WFDT

0201-01-A

22310-18-01

23901-00

12V1A2

EOL-4K7L
6700-0061

6830-3

PP46137-0067

STATE OF UTAH CONTRACT NUMBERIMAS87

Air Velocity Test Kit - for 6260A-CU Duct
Detector Housing. Includes air velocity
meter, psychrometer and test fixture for
measurement of velocity of duct air flow and
relative humidity.

Remote LED Alarm Indicator, 1-gang plastic
plate - for remote indication of smoke
detector alarm

Remote LED/Test Station. Provides the
6260A-CU duct smoke detector with remote
LED alarm indicator, key operated test
switch and 2 keys. 1-gang SS faceplate can
be remote or mounted direct on duct
housing.

Initiating Discontinued & Replacement
Parts

SuperDuct, Replacement RJ45 factory
interconnect cable

End of Line Relay

Assy RS232/RJ11 DB9 connector.
Replaces P/N 350215

Line Transient Protector. GAS discharge
tube and transzorb assembly unit used to
protect data lines, signal lines, initiating and
indicating lines when run between buildings
or in areas of high electrical noise. Mounts
in 40 square
Smoke Detector Test Spray (Aerosol
Canister). Use with 6258 installation/test
tool.

Smoke Detector Tester (Plastic Test
Chamber Only)

Remote Test Station with Magnetic Switch

Remote Test Station with Key Switch

Metal Mounting Plate, Reversible - for 280
Series Detectors

Detector, Waterflow with Retard - Pipe Tee
Mount

Fireray 2000 Beam Alignment Aid - for quick
alignment of beam detector transmitter and
receiver heads.

Fireray 2000 Beam Smoke Detector (by Fire
Fighting Enterprises) - includes controller
and remote mount transmitter and receiver
head

Fireray 2000 Beam Detector Prism - use to
reflect beam when mounting transmitter and
receiver heads on same wall.

Accessories

1.2 Amp hour battery 12V

Supervision Resistor. Use in CRC with no
locks being powered strike to maintain
supervision.

Portable Telephone Handset - Red with
coiled cord

Portable Telephone Handset - Black with
coiled cord

Replacement Break Glass insert for 6831-1
and 6831-3 frontplates

EST3

el ectric

774.00

30.80

38.00

11.60

60.90
91.30

173.50

34.90

12.70

79.30

114.20

5.20

270.90

180.00

2164.00

108.00

46.12

19.72

150.48

150.48

30.46
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UL,ULC

UL,ULC

UL

UL,CS,B

UL

UL

UL

UL,CS,B

UL,CS,FDNY

UL

Obsolete no
longer
available
Obsolete no
longer
available

Obsolete Q1
2012

Obsolete Q1
2013

Obsolete Q1
2014




IR
3-10ANN/D
3-4ANN/D
3-6ANN/D

3-RZBCAP

3-ANNBF
3-FIB

3-SDC

3-RLCM/D
3-RS485R
SDU-CBL

CRC
CRCRL
CRCSND
CRCXF
CRCXM

EST-PC

PC-1326
PC-1386
PC-1386B

PK-1346
PT-1391

5355ABK0009
5355ABN00
5355AGK0009

5355AGK14

5375AGNOO

C-5395B
C-5395BL
C-5395G
C-5395W
CR-5355

CR-5365

Ten Position Annunciator Cabinet Door
Four Position Annunciator Cabinet Door

Six Position Annunciator Cabinet Door (bms
id 1252)

EST3 and 3-AADCL1 requires a 3-RZBCAP
at each RZB12-6.

Annunciator Blank Filler Plate

Fiber Optic Communications Interface,
Class A/B Network, Class B Audio Data.
Mounts to the 3-CPU(1) to provide Network
and Digital Audio fiber connections. Order
3-MPFIB separately when mounting in 3-
CABS5 enclosures.

Signature Driver Card with filter. Used to
upgrade 3-SSDC to 3-SDDC. Supports one
loop of Signature devices up to 125 detector
and 125 module addresses.

Remote LCD Command Module Door
Network communications card - retrofit.
Super Cable

Security and Access Control Hardware
Components

Access / Security Door Control

Card Reader Controller

Card Reader Controller accessory relay
CRC Sounder

CRC 120V / 16.5V Transformer

Card Reader Controller with extended
memory

Access Control Proximity Cards and Key
Fobs

Proximity Construction Card EST Brand-
Molded card similar to CR-1326 - Contains
100 cards

Proximity Card Molded card EST Brand -
Contains 100 cards

Proximity Cards ISO EST brand - Contains
200 cards

Proximity Cards ISO No EST Brand -
Contains 200 cards

Proximity Key Fob - Contains 50 Key Fobs
Proximity Tags - Contains 50 Tags
Access Control Readers

HID Brand Proximity Reader - Wall mount
with Key pad - Beige

HID Brand Proximity Reader - Wall mount -
Beige

HID Brand Proximity Reader - Wall mount
with Key pad - Charcoal Gray

HID Brand PIN Reader - Wall mount with
Key pad allows access by swiping a card or
entering a PIN number - Charcoal Gray
HID Brand Proximity Reader - Wall mount
long range

Beige Cover for CR-5395

Black Cover for CR-5395

Gray Cover for CR-5395

White Cover for CR-5395

EST Brand Proximity Reader - Wall mount -
Charcoal Gray

EST Brand Proximity Reader - Mullion
Mount - Charcoal Gray

247.92
235.78
223.20

7.02

17.70
1443.90

1378.20

142.66
521.64
133.40

1009.80
98.49
62.98
47.00

1477.18

738.58

738.58

2996.20

2996.20

894.29
484.31

1031.11

655.22

1031.11

1031.11

1539.84

62.98
62.98
62.98
142.04
655.22

505.13

STATE OF UTAH CONTRACT NUMBERIMAD87  August 26, 2014

UL,ULC

UL,ULC
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UL
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UL
UL
UL

UL

UL

UL

UL

Discontinued
Discontinued

Discontinued

Discontinued

Discontinued

Discontinued

Discontinued

Discontinued
Discontinued

Discontinued

Discontinued

Discontinued

Discontinued

Discontinued

Discontinued
Discontinued
Discontinued
Discontinued
Discontinued

Discontinued




avf,.'..?_{g{

i

£ A
g o :
51 A
N ,¢
"‘m_{nso e

CR-5395

CR-6005

85012-0016

ACDB-KE
SOFTKEYUSB

ACDBS8

ACDBS8+

ACDB-CLNT

ACDB-SVR

SIGA-HFS

SIGA-HRS

SIGA-IS

SIGA-PHS

SIGA-PS

SD-GSK
SD-MAG
SIGA-SDPCB

SD-2WPCB
SD-4WPCBJ

SD-4WPCBT

SD-RJ10
SD-RJ15

SD-RJ5
ST1.5
ST10
ST3

EST Brand Proximity Reader - Wall mount -
Charcoal Gray

EST Brand Proximity Reader - Mullion
Mount - Charcoal Gray

Software for Fire, Security and Access
Control

Access Control DataBase Demo CD-ROM
Access Control and Fireworks Software
Access Control Keyless Entry Software.
Software CD and USB style Key for Fire and
Access Control. (To ensure proper
configuration, please do not place web
orders for this item or any related software
options.) One required for each PC onto
which Fire or Access software is loaded.
Includes getting started manual. Fire and
Access control software option that are
needed must be ordered separately.
Access Control Software Options

Access Control DataBase Software 8 doors.
(To ensure proper configuration, please do
not place web orders for this item.)

Access Control DataBase Software over 8
doors. (To ensure proper configuration,
please do not place web orders for this
item.)

Access Control DataBase client Application
Software. (To ensure proper configuration,
please do not place web orders for this
item.)

Access Control DataBase server Application
Software over 8 doors. To ensure proper
configuration, please do not place web
orders for this item.)

Intelligent Signature Devices

Intelligent Fixed Temperature Heat Detector
- 135F

Intelligent Fixed Temperature / Rate-of-Rise
Heat Detector - 135F, 15F per minute

Intelligent lonization Smoke Detector

Intelligent 3D Multisensor Detector -
Photoelectric, Heat

Intelligent Photoelectric Smoke Detector

SuperDuct, Cover gasket kit

SuperDuct, Test magnet kit

SuperDuct, Replacement PCB/Signature
sensor kit

Replacement PCB, 2-wire sensor kit
SuperDuct, Replacement PCB/4-wire
sensor kit (RJ45)

SuperDuct, Replacement PCB/4-wire
sensor kit (terminals)

SuperDuct, RJ45 wiring harness kit - 10 ft
SuperDuct 4-wire, RJ45 wiring harness kit -
15 ft

SuperDuct, RJ45 wiring harness kit - 5 ft
Sampling Tube, Metal, 1.5 ft

Sampling Tube, Metal, 10 ft

Sampling Tube, Metal, 3 ft

507.00

294.40

26.60

89.58
661.95

1321.91

3699.02

1355.91

9863.11

80.00

80.00

156.00

130.00

106.00

13.10
3.40
109.40

99.70
107.80

98.50

29.60
38.90

20.20
15.40
35.10
13.80
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UL

UL

UL,ULC,FM,CS

UL,ULC,FM,CS

UL,ULC,FM,CS

UL,ULC,FM,CS

UL,ULC,FM,CS
UL

UL
UL

UL
UL

UL
UL

UL

Discontinued

Discontinued

Discontinued




ST5
7140126-01

SIGA-AB4

2-CORPL
2-SPRC1
2-SPRC2

FIB-SPLT
FIRM/CDR-3
FIRM/SAN
IOP3A

RZBN12-
6/3/MFC
RZBN12-
6/3/RZMP
RZBV12-
6/3/RZMP
RZMP

UlO-12/MFC
UIO-12/RZMP

202-8A-T

202-8A-TR

202-8A-TW
202-8A-TWR
CRT400

ESTBINDER3
ESTBINDER4

964-1A-8RW
964-1A-8SW

964-3A-8RW
964-3A-8SW

964-5A-8RW

Sampling Tube, Metal, 5 ft

SuperDuct, Replacement RJ45 factory
interconnect cable

Audible (Sounder) Base. Mountst o 4 0
square (2-1/8" deep) North American
electrical box.

Replacement CO module for Second
Generation Signature Sensors
Replacement Optical Chamber for Second
Generation Signature Non-CO sensors
Replacement Optical Chamber for Second
Generation Signature with CO sensors
Fiber optic split

Firmware coder 3 rev 1.25

Firmware for SAN

Isolator Module - RS232. For use with short
haul modems, VDU-3, CCA Series, CGP
Series and FCOM-232, requires 1/2 size
cabinet footprint.

Remote Zone Module - Class B, with
Cabinet

Remote Zone Module - Class B, with Plate

Remote Zone Module - Class B, with Plate

Adapt assembly to mount RZB12-6
Universal 1/0 Module with Cabinet
Universal I/0O Module with Plate

Mini Strobe - 1-Gang - Integrity

110 cd Synchronized Strobe, Red. Strobe:
Meets sleeping area requirements. UL1971
Listed @ 110 cd, "FIRE" wall orientation.
75cd Strobe, Red with Red lens. UL1638
Listed @ 75cd, wall or ceiling orientation.
110 cd Synchronized Strobe, White. Strobe:
Meets sleeping area requirements. UL1971
Listed @ 110 cd, "FIRE" wall orientation.
75cd Strobe, White with Red lens. UL1638
Listed @ 75cd, wall or ceiling orientation.
Miscellaneous

Cover removal tool

EST Binder, 3" w/2" rings & spine labels
EST Binder, 4" w/3" rings & spine labels
Speakers - Ceiling Mount - Integrity

8" Cone Speaker (25VRMS), Round - White
8" Cone Speaker (25VRMS), Square -
White

Speaker-Strobes - Ceiling Mount -
Integrity

30 cd Speaker/Strobe, 25V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 30 cd wall mounting (15 cd ceiling
mounting), "FIRE" ceiling orientation.

30 cd Speaker/Strobe, 25V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 30 cd wall mounting (15 cd ceiling
mounting), "FIRE" ceiling orientation.

15 cd Speaker/Strobe, 25V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall mounting (no ceiling
rating), "FIRE" ceiling orientation.

16.90
11.60

93.90

61.88

15.10

15.10

1837.40
185.90
354.80
703.60

1519.50

1351.20

1605.50

80.90
1522.10
1430.80

115.28

88.68

88.68

88.68

16.70

36.03
41.73

64.98
64.98

153.64

153.64

153.64
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UL,ULC,F,CS

UL,ULC
UL,ULC

UL,ULC

UL,ULC

UL,ULC,B,CS,F

UL

UL,ULC,B,CS,F

UL

UL,ULC
UL,ULC

UL,ULC

UL,ULC

UL,ULC

Discontinued

Obsolete no
longer
available
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964-5A-8SW

964-7A-8RW
964-7A-8SW
964-8A-8RW
964-8A-8SW

965-3A-8RW
965-3A-8SW
965-4A-8RW
965-5A-8RW
965-5A-8SW

965-7A-8RW
965-7A-8SW
965-8A-8RW

965-8A-8SW
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15 cd Speaker/Strobe, 25V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall mounting (no ceiling
rating), "FIRE" ceiling orientation.

15/75 cd Speaker/Strobe, 25V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall or ceiling mounting, (75
cd on-axis per ADA/UL1638), "FIRE" ceiling
orientation.

15/75 cd Speaker/Strobe, 25V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall or ceiling mounting, (75
cd on-axis per ADA/UL1638), "FIRE" ceiling
orientation.

110 cd Speaker/Strobe, 25V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 110 cd wall, 60 cd ceiling

mounting, meets sleeping area requirement,

"FIRE" ceiling orientation.

110 cd Speaker/Strobe, 25V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 110 cd wall, 60 cd ceiling

mounting, meets sleeping area requirement,

"FIRE" ceiling orientation.

30 cd Speaker/Strobe, 70V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 30 cd wall mounting (15 cd ceiling
mounting), "FIRE" ceiling orientation.

30 cd Speaker/Strobe, 70V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 30 cd wall mounting (15 cd ceiling
mounting), "FIRE" ceiling orientation.

75 cd Speaker/Strobe, 70V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 75 cd wall, 60 cd ceiling mounting,
"FIRE" ceiling orientation.

15 cd Speaker/Strobe, 70V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall mounting (no ceiling
rating), "FIRE" ceiling orientation.

15 cd Speaker/Strobe, 70V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall mounting (no ceiling
rating), "FIRE" ceiling orientation.

15/75 cd Speaker/Strobe, 70V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall or ceiling mounting, (75
cd on-axis per ADA/UL1638), "FIRE" ceiling
orientation.

15/75 cd Speaker/Strobe, 70V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 15 cd wall or ceiling mounting, (75
cd on-axis per ADA/UL1638), "FIRE" ceiling
orientation.

110 cd Speaker/Strobe, 70V - 8" Cone,
Round - White. Strobe: 24 Vdc, UL 1971
Listed @ 110 cd wall, 60 cd ceiling

mounting, meets sleeping area requirement,

"FIRE" ceiling orientation.

110 cd Speaker/Strobe, 70V - 8" Cone,
Square - White. Strobe: 24 Vdc, UL 1971
Listed @ 110 cd wall, 60 cd ceiling

mounting, meets sleeping area requirement,

"FIRE" ceiling orientation.
Speaker-Strobes (Re-Entrant Type) - Wall

153.64

153.64

153.64

160.49

160.49

153.64

153.64

153.64

153.64

153.64

153.64

153.64

160.49

160.49

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC

UL,ULC
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757-3A-RS25W

757-3A-RS70W

757-7TA-RS25W

405-3A-T

405-3A-TW

405-5A-T

405-5A-TW

405-6A-T

405-6A-TW

EST2 Intelligent
Analog System

2-LCD
2-MCD

2-MCMN

2-PPS
2-PPS/6A

2-AAC

2-MIC

2-TEL

2-1SO
2-MCMN-CC
2-MCM
2-MCM-CC
2-CClI

Mount - Integrity

30 cd Re-entrant Speaker/Strobe - 25V,
White. Strobe: UL 1971 Listed @ 30 cd,
"FIRE" wall orientation.

30 cd Re-entrant Speaker/Strobe - 70V,
White. Strobe: UL 1971 Listed @ 30 cd,
"FIRE" wall orientation.

15/75 cd Re-entrant Speaker/Strobe - 25V,
White. Strobe: UL 1971 Listed @ 15 cd (75
cd on-axis per ADA/UL1638), "FIRE" wall
orientation.

Strobes - 4" Sq. Box - Integrity

30 cd Synchronized Strobe, 24 Vdc, Red.
UL1971 Listed @ 30 cd, "FIRE" Wall
Orientation

30 cd Synchronized Strobe, 24 Vdc, White.
UL1971 Listed @ 30 cd, "FIRE" Wall
Orientation

15 cd Synchronized Strobe, Red. Strobe:
UL1971 Listed @ 15 cd, "FIRE" Wall
Orientation

15 cd Synchronized Strobe, White. Strobe:
UL1971 Listed @ 15 cd, "FIRE" Wall
Orientation

60 cd Synchronized Strobe, 24 Vdc, Red.
UL1971 Listed @ 60 cd, "FIRE" Walll
Orientation

60 cd Synchronized Strobe, 24 Vdc, White.
UL1971 Listed @ 60 cd, "FIRE" Wall
Orientation.

Fire Alarm Control and Power Supplies
LCD Control and Display Module

Main CPU and Display. Provides 4 line by
20 character back lit LCD. System LED
status indicators, common control switches
one Signature Data Circuit, two Notification
appliance Circuits.

Network Main Controller Module. Provides
connection for one Signature Data Circuit,
two Notification appliance Circuits. RS-485
network port, RS-485 annunciator port and
RS-232 printer port.

4.5 Amp Power Supply

6.4 Amp Power Supply

Audio Electronics

Audio Controller. Mounts in 2-WB3(R) or 2-
WB7(R). Provides two channel audio to
amplifiers provides interface to Microphone
and telephone equipment

Master Paging Microphone. Mounts in 2-
WB3(R) or 2-WB7(R). Interfaces to 2-AAC
Firefighter's Master Telephone. Mounts in 2-
WB3(R) or 2-WB7(R). Interfaces to 2-AAC
EST2 Replacement parts

RS-485 Isolator Module

Network Main Controller - Chicago.

Main controller module

Main controller module, Chicago

City of Chicago Interface.

Audio Electronics

STATE OF UTAH CONTRACT NUMBERIMAS87

259.92
259.92

259.92

111.84
111.84
111.84
111.84
111.84

111.84

580.80
1045.00

2318.14

798.60
1069.64

970.54

647.14

517.66

276.76
3093.00
817.70
927.90
2125.90
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UL,ULC,B,CS

UL,ULC,B,CS

UL,ULC,F,CS,M

UL,ULC,F,CS,M

UL,ULC,F,CS,M

UL,ULC,F,CS,M

UL,ULC,F,CS,M

UL,ULC,F,CS,M

UL,ULC,CF,B

UL,ULC,CS Discontinued

UL,ULC,CF

UL,ULC,B,CS
UL,ULC,CS,B

UL,ULC,CS

UL,ULC,CS

UL,ULC,CS

UL,CC Discontinued
Obsolete

UL,CC Obsolete




y A “?a

s

£ A
g o :
51 A
N ,¢
"‘m_{nso e

2-AAC-CC
2-MIC-CC
2-RM7

2-RMAUD

2-RMLCD

2-WB3D
2-WB3D/DF
2-WB3DR

2-WB7D
2-WB7DR

2-WBD
2-WBDR

2-WBDS

2-WBDSR

2-DFK
2-DFKR
2-LFK
2-LFKR
2-WB

2-WB3
2-WB3R

2-WB7
2-WB7R

2-WBR

2-WBS

2-WBSR

Audio Controller - Chicago.

Master Paging Microphone - Chicago.
Mounting Plate. Adapts Facilitates mounting
2-PPS, 2-MCM, 2-LCX, 2-AAC, SIGA-APS,
SIGA-AAXxx in CB31 or CB45 cabinets.
Audio Mounting Plate. Adapts 2-TEL or 2-
MIC for mounting in CB31 or CB45
cabinets.

Adapter Plate. Adapts 2-LCD to mount in
RMOF frame for use with CB31 or CB45
cabinets.

Control Panel Cabinet/Wallbox Doors
Inner and Outer Doors - for 2-WB3 Wall Box
Red Outer Door for 2-WB3R w/o window
Inner and Outer Doors - for 2-WB3R Wall
Box

Inner and Outer Doors - for 2-WB7 Wall Box
Inner and Outer Doors - for 2-WB7R Wall
Box

Inner and Outer Doors - for 2-WB Wall Box
Inner and Outer Doors - for 2-WBR Wall
Box

Inner and Outer Doors - for 2-WBS Wall
Box

Inner and Outer Doors - for 2-WBSR Wall
Box

Control Panel Cabinet/Wallbox Semi-
Flush Trims

Semi-Flush Trim Kit - Gray

Semi-Flush Trim Kit - Red

Semi-Flush Trim Kit - Gray

Semi-Flush Trim Kit - Red

Control Panel Cabinets/Wallboxes
Semi-Flush Wall Box - Gray

Surface Wall Box - Gray

Surface Wall Box - Red. WB3 series wall
boxes support one 2-PPS(/6A), one 2-MCD,
one 2-LCX, one SIGA-AAxx Audio Amplifier
one audio controller, up to three panel
annunciator modules, one 2-MIC or 2-TEL.
Order above equipment, batteries and wall
box door separately.

Surface Wall Box - Gray

Surface Wall Box - Red. WB?7 series
wallboxes support two power supplies, one
2-MCD, one 2-LCX, five SIGA-AAxx audio
amplifiers, up to six panel annunciator
modules, one audio controller, one 2-MIC
and 2-TEL. Order above equipment, wall
box door and batteries separately.
Semi-Flush Wall Box - Red

Surface Mount Wall Box - Gray

Surface Mount Wall Box - Red. WB series
wall boxes support one 2-PPS(/6A), one 2-
MCD, one 2-LCX, up to three panel
annunciator modules. Order above
equipment, batteries and wall box door
separately.
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1237.20
614.50
824.80

412.40

160.00

213.30
156.54
213.30

344.86
344.86

167.86
167.86

167.86

167.86

123.20
176.00
92.40
92.40
301.40

387.20
387.20

627.00
627.00

301.40
301.40

301.40
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UL Discontinued

UL Discontinued

UL

UL,ULC,CS
UL,ULC
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UL,ULC,CS

UL,ULC,CS
UL,ULC,CS

UL

UL

UL

UL
UL,F,B,ULC,CS

UL,ULC,CS
UL,ULC,CS

UL,ULC,CS
UL,ULC,CS

UL,ULC,F,CS,B
UL,ULC,F,CS,B

UL,ULC,F,CS,B
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Control Panel Optional Modules _

2-CT™M City Tie Module. Mounts in 2-gang electric 181.28 UL,CS,B

box. Provides connection to a local energy

fire alarm box.

2-DACT Dialer, two telephone line connections, 305.48 UL, CS
mounts to main controller

2-DLM Network Data Line Monitor - Class A 647.14 UL,ULC,CS

2-LCX Signature Data Circuit Expander. Mounts in 1410.54 UL,ULC,CS,B,F

control panel, provides two Notification
Appliance circuits. Supports up to 96
Signature detectors and 94 Signature
modules.
2-SMK Smoke Power Converter Module. Mounts in 245.96 UL,CS
2-gang electric box.
Network Annunciator Components _
2-3ANN/D Remote Annunciator Doors. Supports one 286.00 UL,ULC,CS
2-LCD and up to 3 Panel Annunciator
modules. Mounts to front of 6ANN/B or
6ANN/B-S wall box.
2-6ANN/D Remote Annunciator Doors. Supports one 880.00 UL,ULC,CS
2-LCD and up to 6 Panel Annunciator
modules. Mounts to front of 10ANN/B or
10ANN/B-S wall box.
2-CPU Annunciator CPU. Provides support for one 1213.52 UL,ULC,CS
2-LCD and up to six Panel annunciator
modules order separately. Terminals for
RS-485 network port, RS-485 annunciator
port and RS-232 printer port.
Panel Annunciator And Control Modules

2-12R4Y LED Annunciation Module - 12 Red, 4 362.46- UL,ULC,CS,B,F
Yellow

2-16G LED Annunciation Module - 16 Green 362.46 UL,ULC,CS,B,F

2-16G8S LED Annunciation Module 16 Green, 8 388.30 UL,ULC,CS,B,F
Switch.

2-16R LED Annunciation Module - 16 Red 362.46 UL,ULC,CS,B,F

2-16R8S LED & Switch Annunciation Module - 16 388.30 UL,ULC,CS,B,F
Red, 8 Switch

2-16RYS LED Annunciation Module - 8 Red over 388.30 UL,ULC,CS,B,F
Yellow LEDs w/Switch.

2-16Y LED Annunciation Module - 16 Yellow 362.46 UL,ULC,CS,B,F

2-16Y8S LED & Switch Annunciation Module - 16 388.30 UL,ULC,CS,B,F
Yellow, 8 Switch

2-8GYS LED Annunciation Module - 8 Green, 8 388.30 UL,ULC,CS,B,F
Yellow, 8 Switch.

2-8RY LED Annunciation Module - 8 Red, 8 Yellow 362.46 UL,ULC,CS,B,F

2-8RYS LED & Switch Annunciation Module - 8 Red, 388.30 UL,ULC,CS,B,F
8 Yellow, 8 Switch

2-FBP LED/Switch Module Blank Plate. 17.82 UL,ULC,CS,B,F

Remote Annunciators
Remote Serial LCD Annunciators _
2-LSRA Life Safety Remote Annunciator. With 4 884.62 UL,ULC,CS,F
lines of 20 character display. Common
LED's are provided for Normal, Alarm,
Supervisory, and Trouble. Switches for
Back and Next/Acknowledge are provided
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2-LSRA-C

2-SMDN

2-SMDN-C

LSRA-232

LSRA-PROG

LSRA-RK

2-SANCOM

C-LED

SAN-CPU

SAN-MICII

SDR-32

SDR-32C

STATE OF UTAH CONTRACT NUMBERIMAS87

to scroll the display. Space provided for
optional RS-232 printer port. Mounts in
standard North American 2-gang or 4 inch
square box.

Life Safety Remote Annunciator with 1066.12
Common Control. Common LED's are
provided for Normal, Alarm, Supervisory,
and Trouble. Switches are provided for
Back and Next/ Acknowledge, Reset, Alarm
Silence, Trouble Silence, and Drill/All Call.
Enable/Disable common controls via
password or optional LSRA-RK key switch.
Space provided for optional RS-232 printer
port. Annunciator mounts in standard North
American 2-gang or 4 inch square box.
Standalone 4-line LCD Annunciator. For
SAN mounting. 4 lines of 20 character
display. Common LED's are provided for
Normal, Alarm, Supervisory, and Trouble.
Switches for Back and Next/Acknowledge
are provided to scroll the display.
Standalone 4-line LCD Annunciator with
Control Switches. For SAN mounting. 4
lines of 20 character display. Common
LED's are provided for Normal, Alarm,
Supervisory, and Trouble. Switches for
Back and Next/Acknowledge, Reset, Alarm
Silence, Trouble Silence, and Drill/All Call.
Enable/Disable common controls via on
board key switch.

Printer/Programming Port for LSRA Series.
Mounts in annunciator when local printer is
required.

Removable Programming Port for LSRA
Series

Remote Enable/Disable Keyswitch

SAN Annunciator Components

Common Strip. Common alarm, trouble,
supervisory and security LEDs. Reset,
alarm silence, trouble silence, drill all call,
lamp test and enable/disable switch. Uses 1
Annunciator module slot, uses 8 input
addresses and 8 output addresses.
Custom LED Option. Price per LED. Green
or Amber may be specified for SLU-16,
SWU-8, SHO-4 or SWU-8/3.

CPU & Power Card. Power supply and
communications card for SAN series
annunciators. Uses 1 panel address (96
inputs, 96 outputs), mounts to back of SAN-
4, SAN-8 or to the RSAN-6 cabinet. One
required for each SAN Annunciator.

Paging Microphone with Pre-amp. Uses 1
SAN module slot. Connects to AA75 or FAX
series amplifier. May be mounted in remote
location from amplifiers. Provides pre-amp
supervision. Requires 24 VDC.

Thirty-two Open/Collector Outputs. Uses
one Annunciator module slot. Uses 32
output addresses. May be used for interface
to graphic Annunciator. Power for external
devices must be provided by external P.S.
16 mA maximum per output @ 24 VDC.
Thirty-two Open/Collector Outputs. Circuit

1168.20

1168.20

92.00

92.00

82.50

309.30

547.70

770.00

714.56

476.42

476.42
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card only version of SDR-32.

Thirty-two Open/Collector Outputs. Same as
SDR-32 but current limiting must be done
externally. Used for interface to graphics or
external relays, incandescent lamps, etc.
Power for external devices must be
provided by external P.S. 100 mA maximum
per output @ 24 VDC.

Thirty-two Open/Collector Outputs. Circuit
card only version of SDR-32K.

Four HOA Switch Unit. 3 position rotary
switch; 2 Yellow LEDs and 1 Green LED per
switch, Uses one Annunciator module slot.
Uses 8 input addresses and 8 output
addresses. Includes legend sheets.

Sixteen Input Unit. Uses one Annunciator
module slot. Uses 16 input addresses.
Inputs are optically isolated.

Sixteen Input Unit. Circuit card only version
of SIN-16.

Sixteen LED - Red. Uses one Annunciator
module slot, uses 15 output addresses.
Includes legend sheets.

Sixteen LED - Yellow. Uses one
Annunciator module slot, uses 15 output
addresses. Includes legend sheets.
8-Relay Unit. Uses one Annunciator module
slot. Uses 8 output addresses.

8-Switch Unit. 2 position switch; 2 Yellow
LEDs per switch, Uses one Annunciator
module slot. Uses 8 input addresses and 16
output addresses and 8 output addresses.
Includes legend sheets.

8-Switch Unit. 2 position switch; 2 Yellow
LEDs per switch, Uses one Annunciator
module slot. Uses 16 input addresses and
16 output addresses. Includes legend
sheets.

SAN Annunciator Wallboxes

Blank Panel. One per unused slot in
Annunciator cabinets

SDR-32K 476.42

SDR-32K-C 476.42

SHO-4 412.40

SIN-16 433.10

SIN-16-C 453.64

SLU-16R 374.34

SLU-16Y 374.34

SRU-8 465.08

SWU-8 419.66

SWU-8/3 381.50

BP-A 24.20

RSAN-6 Annunciator Rack. 19¢ 184.00
assembly only, requir
space which holds six Annunciator modules.
10 1/206 x 190 x 30 -(t}F
CPU card.

Annunciator Cabinet. Cabinet only, holds

four Annunciator modules. Must order SAN-
CPU card. Add suffix "R" to catalog number
for RED cabinet.

Annunciator Cabinet. Cabinet only, holds
eight Annunciator modules. Contains
mounting space for up to two SAN-CPU
cards. Must order SAN-CPU card. Add

suffix "R" to catalog number for Red

cabinet.

SAN-4 428.00

SAN-8 624.00

QuickStart

Series Fire

Control Panels

Intelligent Single Loop Systems

1 Loop System w/CPU, PS, 1 SLIC card, 1
option Gray surface mount enclosure,
115VAC Xformer, English.

QS1-1-G-1 1826.00
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QS1-1-R-1 1 Loop System w/CPU, PS, 1 SLIC card, 1 1826.00 UL,ULC,CS
option Red surface mount enclosure,
115VAC Xformer, English.

QS-1-VR Key locked outer door for 1 option 124.86 UL,ULC,CS
enclosure, Gray.

QS-1-VR-R Key locked outer door for 1 option 124.86 UL,ULC,CS
enclosure, Red.

TRIM-1 Trim Kit - Gray, 1 option card enclosure. 79.20 UL,ULC,CS

TRIM-1R Trim Kit - Red, 1 option card enclosure. 79.20 UL,ULC,CS
Option Cards for QS1 series

DLD Dual Line Dialer, supports 4/2 & Contact ID, 306.68 UL,ULC,CS
requires 1 option space.

NT-A Class A RS-485 Remote Annunciation 184.04 UL,ULC,CS
Card, includes QS-232. Requires 1 option
space.

PDX Driver Mounting Extrusion 60.18 UL,ULC,CS

SL20L5S Annunciator Module, 20 LED's/groups with 245.42 UL,ULC,CS
Text Label area per group, 5 switches/LED's
with text Labeling

SL30 Annunciator Module, zones 1-30, 2 245.42 UL,ULC,CS
LEDs/zone w/location button.

SL30L Annunciator Module, 30 LED's/groups, Text 245.42 UL,ULC,CS
Label area per group, no switches

XGD Driver, 24 LEDs and 12 switches 198.56

ZR8 Relay Card, 8 configurable/programmable 343.54 UL,ULC,CS
Form A contacts, requires 1 option space.
Remote Annunciators for QS1 series

EST-SRA1 Remote annunciator, LCD with controls, 4" 589.82 UL,ULC,CS
box mount, for use on QS1 systems.

QS1-CPU-1 Conventional System CPU/Display, 1 1304.60 UL,ULC,CS
annunciator option, NA English

QS-232 UART Card, plugs into CPU. Required for 61.38 UL,ULC,CS

annunciator printer support when wired
Class A or when programming annunciator
using Config. Utility.
Intelligent Multi-Loop Systems
QS4-12-G-1 Multi Loop System w/CPU, PS, 12 option 1632.40 UL,ULC,CS
Gray surface mount enclosure, 115VAC
Xformer, English. Requires QS-Cablel2 for
row 2 modules.
QS4-12-R-1 Multi Loop System w/CPU, PS, 12 option 1632.40 UL,ULC,CS
Red surface mount enclosure, 115VAC
Xformer, English. Requires QS-Cablel2 for
row 2 modules.
QS4-5-G-1 Multi Loop System w/CPU, PS, 5 option 1487.20 UL,ULC,CS
Gray surface mount enclosure, 115VAC
Xformer, English.
QS4-5-R-1 Multi Loop System w/CPU, PS, 5 option 1487.20 UL,ULC,CS
Red surface mount enclosure, 115VAC
Xformer, English.

QS-2-VR Key locked outer door for 5 and 12 option 161.16 UL,ULC,CS
enclosures, Gray.

QS-2-VR-R Key locked outer door for 5 and 12 option 161.16 UL,ULC,CS
enclosures, Red.

TRIM-12 Trim Kit - Gray, 12 option card enclosure. 92.40 UL,ULC,CS

TRIM-12R Trim Kit - Red, 12 option card enclosure. 92.40 UL,ULC,CS

TRIM-5 Trim Kit - Gray, 5 option card enclosure. 79.20 UL,ULC,CS

TRIM-5R Trim Kit - Red, 5 option card enclosure. 79.20 UL,ULC,CS
Option Cards for QS4 Series

DLD Dual Line Dialer, supports 4/2 & Contact ID, 306.68 UL,ULC,CS
requires 1 option space.

NT-A Class A RS-485 Remote Annunciation 184.04 UL,ULC,CS

Card, includes QS-232. Requires 1 option
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SL20L5S

SL30
SL30-1
SL30L

SLIC

ZB16-4

ZR8

EST-SRA4

QS-232

QS4-CPU-1

QS4-CPU-2

QSC-12-G-1

QSC-12-R-1

QSC-5-G-1

QSC-5-R-1

QS-2-VR
QS-2-VR-R

TRIM-12
TRIM-12R
TRIM-5
TRIM-5R

DLD

NT-A

SL20L5S

SL30

SL30-1

space.

Annunciator Module, 20 LED's/groups with
Text Label area per group, 5 switches/LED's
with text Labeling

Annunciator Module, zones 1-30, 2
LEDs/zone w/location button.

Annunciator Module, zones 31-60, 2
LEDs/zone w/location button.

Annunciator Module, 30 LED's/groups, Text
Label area per group, no switches
Signature Loop Controller w/2 NACs,
supports up to 250 devices, requires 1
option space.

Conventional Zone Card, 16 Class B Ckts, 4
convert to NACs, requires 2 option spaces.
Relay Card, 8 configurable/programmable
Form A contacts, requires 1 option space.
Remote Annunciators for QS4 Series
Remote Annunciator, LCD with controls, 4"
box mount, for use on QS4 systems.

UART Card, plugs into CPU. Required for
annunciator printer support when wired
Class A or when programming annunciator
using Config. Utility.

Multi Loop System CPU/Display, 1
annunciator option, NA English.

Multi Loop Remote Annunciator
CPU/Display, 2 annunciator option, English,
w/RAl interface.

Conventional Systems

Conventional System w/CPU, PS, 12 option
Gray enclosure, 115VAC transformer,
English. Requires QS-Cablel12 for row 2
modules.

Conventional System w/CPU, PS, 12 option
Red surface mount enclosure, 115VAC
Xformer, English. Requires QS-Cablel2 for
row 2 modules.

Conventional System w/CPU, PS, 5 option
Gray surface mount enclosure, 115VAC
Xformer, English.

Conventional System w/CPU, PS, 5 option
Red surface mount enclosure, 115VAC
Xformer, English.

Key locked outer door for 5 and 12 option
enclosures, Gray.

Key locked outer door for 5 and 12 option
enclosures, Red.

Trim Kit - Gray, 12 option card enclosure.
Trim Kit - Red, 12 option card enclosure.
Trim Kit - Gray, 5 option card enclosure.
Trim Kit - Red, 5 option card enclosure.
Option Cards for QSC series

Dual Line Dialer, supports 4/2 & Contact ID,
requires 1 option space.

Class A RS-485 Remote Annunciation
Card, includes QS-232. Requires 1 option
space.

Annunciator Module, 20 LED's/groups with
Text Label area per group, 5 switches/LED's
with text Labeling

Annunciator Module, zones 1-30, 2
LEDs/zone w/location button.

Annunciator Module, zones 31-60, 2

245.42

245.42

245.42

245.42

981.32

490.72

343.54

589.82

61.38

1247.52

1360.92

1304.60

1304.60

1148.40

1148.40

161.16

161.16

92.40
92.40
79.20
79.20

306.68

184.04

245.42

245.42

245.42
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LEDs/zone w/location button.

SL30L Annunciator Module, 30 LED's/groups, Text 245.42 UL,ULC,CS
Label area per group, no switches

ZA8-2 Conventional Zone Card, 8 Class A Ckts, 2 368.06 UL,ULC,CS
convert to NACs, requires 2 option spaces

ZB16-4 Conventional Zone Card, 16 Class B Ckts, 4 490.72 UL,ULC,CS
convert to NACs, requires 2 option spaces.

ZR8 Relay Card, 8 configurable/programmable 343.54 UL,ULC,CS

Form A contacts, requires 1 option space.
Remote Annunciators for QSC Series
QS-232 UART Card, plugs into CPU. Required for 61.38 UL,ULC,CS
annunciator printer support when wired
Class A or when programming annunciator
using Config. Utility.
QSC-CPU-1 Conventional Remote Annunciator 1020.70 UL,ULC,CS
CPU/Display, 1 annunciator option, English,
w/RAl interface
QSC-CPU-2 Conventional Remote Annunciator 1134.10 UL,ULC,CS
CPU/Display, 2 annunciator option, English,
wW/RAIl interface
Remote Annunciator Cabinets

QSA-1-F Annunciator Cabinet, Gray flush mount, 30 215.60 UL,ULC,CS
zone, W/RAI assy.

QSA-1-F-VR Annunciator Cabinet, Gray flush mount, 30 228.80 UL,ULC,CS
zone, W/RAI assy, key locked outer door.

QSA-1-S Annunciator Cabinet, Gray surface mount, 215.60 UL,ULC,CS
30 zone, W/RAI assy.

QSA-1-S-VR Annunciator Cabinet, Gray surface mount, 228.80 UL,ULC,CS
30 zone, W/RAI assy, key locked outer door.

QSA-2-F Annunciator Cabinet, Gray flush mount, 60 257.40 UL,ULC,CS
zone, W/RAI assy.

QSA-2-F-VR Annunciator Cabinet, Gray flush mount, 60 270.60 UL,ULC,CS
zone, W/RAI assy, key locked outer door.

QSA-2-S Annunciator Cabinet, Gray surface mount, 257.40 UL,ULC,CS
60 zone, W/RAI assy.

QSA-2-S-VR Annunciator Cabinet, Gray surface mount, 270.60 UL,ULC,CS

60 zone, W/RAI assy, key locked outer door.
Programming Tools

PROGCABLE-1 Programming Cable for QuickStart series. 24.64
Connects PC to Bar code scanner port.
QS-CU QuickStart Panel Configuration Utility 122.76

Program. P/N 260097 needed to download
panel. P/N 240507 & 360136 needed to
download remote annunciator or order
Progcable-1 to use bar code scanner port
on both types.

QS-SCAN QuickStart Scanner & Programming 343.54
pamphlet.
QuickStart Replacement Parts

ENCD-1 QS Replacement Door, 1 option card 161.26
enclosure

ENCD-12 QS Replacement Door, 12 option card 247.29
enclosure

ENCD-12-R QS Replacement Door, Red, 12 option card 247.29
enclosure

ENCD-1-R QS Replacement Door, Red, 1 option card 161.26
enclosure

ENCD-5 QS Replacement Door, 5 option card 193.61
enclosure

ENCD-5-R QS Replacement Door, Red, 5 option card 193.61
enclosure

QSCBL-3 QS Replacement cable for Transformer to 67.20

Power supplying 12 space cabinet
QS-FUSE QS Replacement Fuse for Primary power 40.38
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QS-XFMR-1

RQS1-CPU-1
RQS4-CPU-1
RQS4-CPU-2
RQSC-CPU-1

RQSC-CPU-2

2-CT™M

QS-CABLE12

G1F-HDV1575

G1RF-HDV1575

G1F-V1575
G1RF-V1575

757A-BDF
757A-BDFW
757A-RR
757A-RR2
757A-RR2W
757A-RRW
LKC-1
LKC-4
LKC-5
LKC-6
LKC-7
LKC-8
LKC-9
LKW-1R

LKW-4
LKW-5
LKW-6
LKW-7
LKW-8
LKW-9
LKC-10
LKW-1
LKW-10
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input.

QS Replacement Fuse for Primary power 201.52
input.

Replacement, Single Loop CPU/Display, 1054.80
English

Replacement, Multi-loop CPU/Display, 1 1074.70
annunciator option, English

Replacement, Multi-loop CPU/Display, 2 1141.90
annunciator option, English

Replacement, Conventional CPU/Display, 1 907.28
annunciator option, English.

Replacement, Conventional CPU/Display, 2 964.04
annunciator option, English.

System Accessories

City Tie Module. Mounts in 2-gang electric 181.28
box. Provides connection to a local energy

fire alarm box.

Expansion Cable for 12 option cabinet. 73.70
Horn-Strobes - Synchronized High

Output Temporal - Genesis

Temporal Horn, 84.4 or 79.4 dBA, 15/75 cd 102.49
Strobe, White, "FIRE"

Temporal Horn, 84.4 or 79.4 dBA, 15/75 cd 102.49
Strobe, Red, "FIRE"

Strobes - Synchronized - Genesis

Genesis Strobes include a jumper to select

for synchronized continuous 1 flash/second

(default) or synchronized temporal rate flash

output. For synchronized flash use the

Genesis Signal Master accessory.

Wall Strobe, 15/75 cd, White, /w FIRE 78.07
Wall Strobe, 15/75 cd, Red, /w FIRE 78.07
Fire Alarm Notification Appliances -

Integrity

Accessories - Integrity

Bi-directional Mounting Frame - Red 73.47
Bi-directional Mounting Frame - White 73.47
Retrofit Ring - for 4" Square Box, Red 17.18
Retrofit Ring - for 2-gang Box, Red 17.18
Retrofit Ring - for 2-gang Box, White 17.18
Retrofit Ring - for 4" Square Box, White 17.18
FIRE - Ceiling orientation 11.27
SMOKE - Ceiling orientation 11.27
HALON - Ceiling orientation 11.27
CO2 - Ceiling orientation 11.27
EMERGENCY - Ceiling orientation 11.27
ALARM - Ceiling orientation 11.27
FUEGO - Ceiling orientation 11.27
FIRE - Wall orientation (Red with White 11.27
Lettering)

SMOKE - Wall orientation 11.27
HALON - Wall orientation 11.27
CO2 - Wall orientation 11.27
EMERGENCY - Wall orientation 11.27
ALARM - Wall orientation 11.27
FUEGO - Wall orientation 11.27
ALERT - Ceiling Orientation 7.80
FIRE - Wall orientation 7.80

ALERT - Wall Orientation 7.80

UL,CS,B

UL,ULC,FM,CSA

UL,ULC

UL,ULC

UL,ULC
UL,ULC

UL
UL
UL,ULC
UL,ULC
UL,ULC
UL,ULC
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757-TA-TW
757-8A-TW
757-7TA-T

757-8A-T

757-1A-T

757-1A-TW

511-1
511-A

512-1
512-A

513-1
513-A

202-7A-T

202-7A-TW
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405 Strobe Adapter Plate - White, adapts 8.46
strobe to BDF
405 Strobe Adapter Plate - Red, adapts 8.46

strobe to BDF

Horn-Strobes - Temporal

(Indoor/Outdoor) - Integrity

Temporal Horn-Strobes include jumpers to

select for self-synchronized temporal or

continuous tone output, and low or high dB

output. They mount to a 2-gang 2-3/4" deep

box or 4" sq. 2-1/8" deep box. See LKW

Optional Strobe Lens Kits for additional lens

markings.

15/75 cd Temporal Horn/Strobe - 24 Vdc, 110.61
WHITE. UL1971 Listed @ 15 cd (75 cd On

Axis Per ADA/UL 1638), "FIRE" Wall

Orientation.

110 cd Temporal Horn/Strobe - 24 Vdc, 132.74
WHITE. UL1971 Listed @ 110 cd, "FIRE"

Wall Orientation. Meets Sleeping Area

Requirements.

15/75 cd Temporal Horn/Strobe - 24 Vdc, 122.31
Red. UL1971 Listed @ 15 cd (75 cd On

Axis Per ADA/UL 1638), "FIRE" Wall

Orientation

110 cd Temporal Horn/Strobe - 24 Vdc, 122.31
Red. UL1971 Listed @ 110 cd, "FIRE" Wall

Orientation. Meets Sleeping Area

Requirements

Temporal Horns (Indoor/Outdoor) -

Integrity

Temporal Horns include jumpers to select

for self-synchronized temporal or

continuous tone output, and low or high dB

output. They mount to a 2-gang 2-3/4" deep

box or 4" sq. 2-1/8" deep box.

Temporal Horn, Self-synchronized - 24 Vdc, 49.88
Red

Temporal Horn, Self-synchronized - 24 Vdc, 49.88
White

Backbox - for completely flush 4" Bell 62.16
Grille, Steel with Prime Coat Finish-f o r 46.92
Bell Box

Backbox - for completely flush 6" Bell 66.36
Grille, Steel with Prime Coat Finish-f o r 51.11
Bell Box

Backbox - for completely flush 10" Bell 64.56
Grille, Steel with Prime Coat Finish-f o r 70.80
Bell Box

Mini Strobe - 1-Gang - Integrity

Mini-Strobes mount to a 1-gang electric box,

and feature a Red or White plastic face

plate. See LKW/LKC Optional Strobe Lens

Kits for additional lens markings.

15/75 cd Synchronized Strobe, Red. 100.89
UL1971 Listed @ 15 cd (75 cd On Axis Per

ADA/UL 1638), "FIRE" Wall Orientation.

15/75 cd Synchronized Strobe, White. 100.89
UL1971 Listed @ 15 cd (75 cd On Axis Per

ADA/UL 1638), "FIRE" Wall Orientation.

Strobes - 4" Sq. Box - Integrity

These strobes mount to a 4" square electric

box, and feature a Red or White metal face

plate. See LKW/LKC Optional Strobe Lens
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405-7A-T
405-7A-TW

405-8A-T

405-8A-TW

CS405-7A-T

CS405-8A-T

403-3A-R
403-5A-R

403-7A-R

403-8A-R

5520D-AW

5530MD-24AW

890RDB-G5

890WDA-G5

Kits for additional lens markings.

15/75 cd Synchronized Strobe, Red.
UL1971 Listed @ 15 cd (75 cd On Axis Per
ADA/UL 1638), "FIRE" Wall Orientation.
15/75 cd Synchronized Strobe, White.
UL1971 Listed @ 15 cd (75 cd On Axis Per
ADA/UL 1638), "FIRE" Wall Orientation.
110 cd Synchronized Strobe, 24 Vdc, Red.
UL1971 Listed @ 110 cd, "FIRE" Wall
Orientation. Meets Sleeping Area
Requirements.

110 cd Synchronized Strobe, 24 Vdc,
White. UL1971 Listed @ 110 cd, "FIRE"
Wall Orientation. Meets Sleeping Area
Requirements.

Strobes (Outdoor) - Integrity

These strobes mount to model 449 surface
weatherproof backbox only. See LKW/LKC
Optional Strobe Lens Kits for additional lens
markings.

15/75 cd Synchronized Strobe, 24 Vdc, Red
- Outdoor Listed

110 cd Synchronized Strobe, 24 Vdc, Red -
Outdoor Listed

Fire Alarm Notification Appliances -
Other

Bells - Strobe Adapter Plates - Other
Bell-Strobe Adapter Plates include a Red
steel face plate. See LKW Optional Strobe
Lens Kits for additional lens markings.

30 cd Bell/Strobe Plate. Adapts Vibrating
Bell for conversion into Bell-Strobe. UL
1971 listed at 30 cd, "FIRE" wall orientation.
15 cd Bell/Strobe Plate. Adapts Vibrating
Bell for conversion into Bell-Strobe. UL
1971 listed at 15 cd, "FIRE" wall orientation.
15/75 cd Bell/Strobe Plate. Adapts Vibrating
Bell for conversion into Bell-Strobe. UL
1971 listed at 15 cd and 75 cd on-axis per
ADA/UL 1638, "FIRE" wall orientation.

110 cd Bell/Strobe Plate. Adapts Vibrating
Bell for conversion into Bell-Strobe. UL
1971 listed at 110 cd, "FIRE" wall
orientation. Meets sleeping area
requirements.

Chimes - Single Stroke - Other
Horn-Siren - Combination - Other
Duotronic Horn/Siren, 24 Vdc. Horn/Siren
function is field selectable via internal
switch.

Multi-Tone Signals - Other

Multi-tone Electronic Signal, 24Vdc.
Produces 27 distinct tones, field selectable
via an internal switch. Volume adjustable
tone.

Lamp Stations (Incandescent) - Other
Lamp Station - Supervised, 24 Vdc. Same
as 890RDA except Style 'B' lens orientation
for ceiling mounting.

Lamp Station - Supervised, 24 Vdc. Same
as 890RDA except White lens with "FIRE"
printed in Red.

97.80

97.80

97.80

97.80

83.40

83.40

116.62

116.62

116.62

120.08

786.79

1460.01

62.76

68.88
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Lamp Station - Supervised, 24 Vdc. Same
as 890RDB except Style 'B' lens orientation
for ceiling mounting.

Fire Alarm Audible/Visible Notification
Appliances - 120 VAC

Lamp Stations

Lamp Station - Supervised, 120 Vac/ 24
Vdc. Includes Red lens with "FIRE" printed
in White style 'A' orientation for wall
mounting. 120V and 24V lamp included.
Series diode for line supervision. Mounted
on 2-gang stainless steel face-plate. UL
listed for signaling appliance (private mode)
use.

Speaker-Strobes - Wall Mount - Genesis
Genesis speaker-strobes are intended for
use on supervised fire alarm audio circuits.
Mounts to 4" sg. 2-1/8" deep electrical box.
Power taps at 1/4w, 1/2w, 1w, and 2w.
Genesis speaker-strobes include 24Vdc
multi-candela (15,30,75,110cd) strobes.
25V Speaker, White, FIRE, Strobe 15/75 cd
70V Speaker, White, running man, FIRE,
Strobe 15/75 cd

25V Speaker, Red, FIRE, Strobe 15/75 cd
70V Speaker, Red, running man, FIRE,
Strobe 15/75 cd

Fire Alarm Speakers and Speaker-
Strobes - Integrity

Accessaories - Speakers and Speaker-
Strobes - Integrity

Bi-directional Mounting Frame - Red
Bi-directional Mounting Frame - White
Retrofit Ring - for 4" Square Box, Red
Retrofit Ring - for 4" Square Box, White
FIRE - Ceiling orientation

SMOKE - Ceiling orientation

HALON - Ceiling orientation

CO2 - Ceiling orientation

EMERGENCY - Ceiling orientation
ALARM - Ceiling orientation

FUEGO - Ceiling orientation

FIRE - Wall orientation (Red with White
Lettering)

SMOKE - Wall orientation

HALON - Wall orientation

CO2 - Wall orientation

EMERGENCY - Wall orientation

ALARM - Wall orientation

FUEGO - Wall orientation

ALERT - Ceiling Orientation

FIRE - Wall orientation

ALERT - Wall Orientation

iO series 64 point replacement electronics,
English.

iO series 500 point replacement electronics,
English.

62.76

79.88

140.67
140.67

140.67
140.67

73.47
73.47
17.18
17.18
11.27
11.27
11.27
11.27
11.27
11.27
11.27
11.27

11.27
11.27
11.27
11.27
11.27
11.27
7.80
7.80
7.80

760.00

960.00

UL,CS

UL,CS

UL
UL
UL,ULC
UL,ULC




FINET COMMODITY CODE(S):
34016- Fire Alarm Systems, Power Sirens, and Controls

34020- Fire Detecting Equipment

34029- Fire Extinguisher Systemsyr@plete, All Types

68002- Access Control Systems and Security Systems

68032- Burglar Alarms

68087- Surveillance Cameras and CourBarrveillance Equipment and Supplies

72531- Monitoring, Surveillance and Intrusion Detection Systems, Telecommunic&ismsork

84084- Video and Audio Systems, Accessories and Parts (Closed Circuit TV) (including Surveillance
92539- Fire Protection Engineering

92584- Security Systems: Intruder and Smoke Detection/Engineering

93609- Alarm Equipment Maintenance/RepaiFife, ETC)

93633-CANB t NPGSOGAZ2Y 91ljdALIYSYld FyR {2aiSya LyOf dZRAY:
93673- Security and Access Systems Maintenance and Repair

99050 Installation of Security and Alarm Equipment

REVISION HISTORY:



